
OVER 125 ILLUSTRATIONS 


FISHY PUBLIC ADDRESS 


20-INCH TELETUBE! 


50 -KV/. "BOTTLES"! 

-KDKA's New Xmitter. 

See Page 527 


SERVICING MARINE RADIOPHONES • NEW OSCILLATOR CIRCUITS 
HOME-MADE ELECTRONIC ORGAN • AMPLIFIER TESTS AMPLIFIERS 


MACHINE-GUN SPEAKER! 
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Mr. J. E. SMITH, President 
National Ra<lio liisliliite, Dej)!. OCX 

asliington, D. C. 

Dear Mr. Siiiilli: Send me FREE, wilhou 
oldij;ation, your Sample Lesson and 64“pag< 
book, ^‘Rich Rcwanls in Ra<lio,” which telli 
about Radio’s spare time and full time oppor 
tiinities and explains your 50-50 method oi 
training iiicn at home to be Radio Techni¬ 
cians. (Write ])laiiily) 


nine 


Addre^: 


You Can Train ; 

at Home for ^ 
Radio and Television 


Clip the coupon and mail it. I’m so certain I can train 
you at home in your spare time to be a Radio Technician 
that 1 will send you a sample lesson free. Examine it, 
read it, see how clear and easy it is to understand. See 
how my course is plannetl to help you Ret a good job in 
Radio, a young, growing field with a future. You don’t 
need to give up your present job, or spend a lot of money 
to become a Radio Tochnici«aTi. I train you at homo in 
your spare time. 

Jobs Like These Go to Men 
Who Know Radio 

Radio broadcasting stations employ engineers, operators, 
technicians and pay well for trained men. Radio manu¬ 
facturers employ testers, inspectors, foremen, servicemen 
in gpod-pay jobs with opportunities for advancement. Ra¬ 
dio jobbers and dealers employ installation and service¬ 
men. Many Radio Technicians ©Pen their own Radio sales 
and repair business and make $30, $40. $50 a week. Others 
hold their regular jobs and make $6 to $10 a week fixing 
Radios in spare time. Automobile, police, aviation, com¬ 
mercial Radio; loud-speaker systems, electronic devices, 
arc newer fields offering good opportunities to qualified 
men. And my course includes Television, which promises 
to open many good jobs soon. 

Many Make $S to $10 a Week Extra 
In Spare Time While Learning 

The day you enroll, in addition to my regular course. 
I start sending you Extra Money Job Sheets which start 
showing you how to do actual Radio repair jobs. 
Throughout your course I send Plans and directions 
which have helped many make $200 to $500 a year in 


spare time while learning. I send special Radio equip¬ 
ment ; show you how to conduct experiments, build 
circuits. This 50-60 training method makes learning at 
home interesting, fascinating, practical. I devote more 
than 10 J^esson Texts exclusively to Television methods 
and applications, and cover Television fundamentals 
thoroughly in my Course. 

I Also Give You This 
Professionai Servicing instrument 

- -=1 Here is the type of instrument Radio 

■ W Technicians use—an All-Wave Set 

IV l< Servicing Instrument. It contains 

ll .*Vi. everything necessary to measure 

. IJ sNsSx A.C. and D.C. voltages and 


F" ti c 

a duic/c sy 

Sot 

V 5®'* get 


^oe on 
uf 


Please Say That You Saw It in Radio-Craft 
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★ 

"OUR COVER" 

The dedication last month of station 
KDKA in its new location at Allison Part, 
Pa., holds a special interest for many ra¬ 
dio men. Although previous to 1920 there 
had been sporadic transmissions of radio 
programs, consisting of voice, music, etc., 
it was not until this Westinghouse station 
broadcast the Harding-Cox election re¬ 
turns that scheduled broadcasting really 
took hold as a continuous service. Although 
KDKA has undergone numerous modifica¬ 
tions it was only with its relocation at Alli¬ 
son Parle that really extensive changes have 
been made. Some of the import of these 
changes and their effects upon the future 
of broadcasting may be gleaned by ref¬ 
erence to the pnotograph of the 50,000-W. 
power tubes illustrated on the cover and 
the other equipment shown and described 
on pg. 527. 
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March 3. 1879. 
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NEWS FROM ABROAD 


SSSS OR SOS? 

dispatches from the war xono re* 
■ ^ report that ‘SSSS' is rivalin^r ‘SOS' 
as the marine radio operators call of dis¬ 
tress, If this is fact, the former is ytot inter¬ 
nationally recojfiiized as is the ‘SOS' sijjnal 
in the International Morse Code," reported 
the Federal Communications Commission 
last month. The report is so informative, 
and so definitely clears-up a number of erro¬ 
neous ideas, that it is here continued in its 
entirety. 

"In any event, the *SSSS' docs vot offi¬ 
cially moan ‘Submarine Sighted’ or any oth¬ 
er particular words beginning with ‘S,’ The 
explanation is that the dot-dot-dot group, 

4 times repeated (. 

representing these letters, has a character¬ 
istic swing and through common understan*!- 
ing and usage identifies the nature of the 
distress case. 

‘‘‘SOS' (, , ,-- • •) does not 

mean ‘Save Our Souls' or ‘Save Our Ship^ 
as is sometimes claimed, any more than the 
previous international distress call ‘CQD’ 

'-. — — . .) meant ‘Come 

Quick Danger.' All such calls are based on 
the speed and clarity with which they can 
be transmitte<l. 

"There was no special wireless (or, as we 
now call it, radio) call for sea emergency 
prior to the turn of the century, according 
to Federal Communications Commission 
records. About that time the Marconi Inter¬ 
national Marine Communication Company, 
Ltd., began equipping ships for radiotele¬ 
graph communication. In doing so it adopted 

‘CQ’ (— . —.-, —which had been 

in use in wire telegraph as a ‘general call' 
for many years, as a precedence signal for 
any ship desiring to communicate with an¬ 
other ship or shore station. 

"The need for a common distress call was 
recognized at the preliminary International 
Radio Conference held at Berlin in 1903. 
Here the Italian delegation suggested that 
in emergency a ship should send at intervals 
the signal ‘SSSDDD,' No action was taken 
at this conference. 

"In 1904 the British Marconi Company in¬ 
structed its ship radio stations to substi¬ 
tute ‘CD' for ‘CQ.' .Subsequently, the ‘O' was 
inserted in the old ‘(’Q' call. 

At the 1906 International Radio (on- 
ference at Berlin, however, ‘SOS' was for¬ 
mally adopted. This combination was the 

outgrowth of ‘SOE' ( .,.-— . ) which 

had been used by (Jerman ships but which 
w'as somewhat unsatisfactory because the 
final dot was easily obliterated by inter¬ 
ference. 

“Even so, ‘CQD' was so firmly established 
with some operators that its use was con¬ 
tinued for .some years thereafter. A notable 
example was its employment in summoning 
aid for the steamship Republic in 1909. 
‘CQD' finally passed from the sea calls when 
the international radio conferences contin¬ 
ued to approve ‘SOS'," 

ABROAD 

I TALY seems to have stolen a march oji 
the U,S. Fair interests (see Mr. II. Gerns- 
back's editorial, “Radio at the Fair— 
ir/icrc.^" in the Oct. 1939 issue of “/f.-r."/; 
also see Mr. Eichberg's editorial on pg. 419 
[“Radio Trade Digest" dept.I in the Jan. 
1940 issue). According to an issue of Radio 
E Televiaione (Rome), received by Radio- 
Craft last month, the 1942 World Fair at 
Rome will include a Radio Palace. The 
building will house the following show's: 

(1) An historical show of radio teleg¬ 
raphy and telephony; 

(2) An historical show of television; 


(3) A national show of the most recent 

developments of the Italian radio and tele¬ 
vision industry and technique; i 

(4) Several studios where broadcasting 
and television programs will take place. 

Dominion radio received a sw'ell build-up 
in England's House of Parliament last 
month when Sir James de Rothschild sug¬ 
gested that high-power transmitters be in¬ 
stalled in the Dominions and Colonies “to 
spread our broa<Icast information still more 
widely over the world," according to The 
Lancet, Pointing out that there are hundreds 
of millions of people in India, China and 
the rest of the Far East, including a 
190,000,000 black and white, more in Africa 
and millions in the two Americas, it was 
stated that ‘‘the strategy of information 
must be on a world scale." 

Far-away India is not so remote that it 
has not constituted a market for American 
radio products. Ilow'ever this state of affairs 
may not long continue if the Bengal Board 
of Industrial Research succeeds in its plan 
to sell the Government of Bengal the idea 
of fabricating every radio component, "ex¬ 
cept, of course, the valve." 

"It has been decided with regret to sus¬ 
pend publication of The Marcoiti Revieiv 
during the W’ar," reads a release received 
last month from Marconi's Wireless Tele¬ 
graph ('o.. Ltd., Lomlon, England, publish¬ 
ers of this interesting technical house-organ. 

“Dear Listener: Due to the delay in for¬ 
eign mails at the present time, it has been 
impossible for us since October to send you 
our printed programs," reads a release from 
Rcichs-Rundfunk G.m.b.II., Deutscher Kurz- 
W'ellensender (the German Short-Wave Sta¬ 
tion). received by Radio^Craft last month. 
Report, in continuing, suggests instead that 
American listeners tune-in the daily pro¬ 
gram previews at a stated time each day. 



111 Prove Thit You 
Can Have a Oood 
in Radio ... or i Busi¬ 
ness af YOUR OWN 

I offor you a and altoKPiher 

nlfrercnt type of Practical Tialnlnx 
for a money-making career In R idiu 
and Televialon. No matter if you de¬ 
sire to HE \ OlTt OWX liOJJS in your 
own business, or hoLi down a good 
Job in Radio, my Personalized Train¬ 
ing will rtiilckly Rive you the useful 
knonledge (o win success. I make it 
fur you to get started. 

learn right at home 

in SPARE TIME . . . EARN from 
the START 

r><>^rRACTrf.\L experi- 

Mf..vrs with real Radio Equipment 
principles of Radio become crystal- 

Fits I supply will 
show you ho\r to pul 
this knou-iedKO to 
work In handling 
profllahle Rridlo serv 
Ice jol»s Willie learn 
ing. 



iS 


A British Broadcasting Corp. overseas 
press bulletin reports that 6 private houses, 
“somewhere in England," comprise the 
group to which the B.B.(’. evacuated 300 
members of its staff ami artists when w'ar 
broke out, and where they w’ill stay for 
the “tlnration." In one house the studio is 
a room, sandwiched between a shop and a 
roof-top machine-gun post, in which 75 
members of the Symphony Orchestra 

rehearse anil play for listeners daily. 



[GIVE YOU 
CLOSE 
PER¬ 
SONAL 
COACH¬ 
ING 

SERVICE 

NO PREVIOUS EX- 
PERIENCE NEEDED 


YOU 

^ I GET 
PROFES- 
SIONAL 
TEST EQUIPMENT 
plus 

experimental 

OUTFITS 


146 RADIO 
PARTS 


RADIO 
j TOOLS 

^ Al}-PurpoM 
J Anilyzer 


DOMESTIC TID BITS 

i^'('()KDIN(i to a new'spaper columnist 
»» last month. Mayor LuGuardia is becom¬ 
ing quite chum my with the 2-way short¬ 
wave radiophone in his car. The item points 
out that the Mayor's calls are routed 
through Fire Ileacbiuarters rather than 
Police Headquarters because a 2-way sys¬ 
tem is utilized by the firemen for their 
boats. Since there is no speech-scrambling 
device in the fire-fighting radio system, this 
channel is virtually a party-w’ire for the 
Mayor’s conversations. 

Sccdlint/ft of rorn germinated in wet sand 
and exposed to strong doses of 2ti;-meter 
radio waves for about Mr-hour, then replant¬ 
ed, resulted in dwarf growths. Science News 
Letter reported last month. Similar stunt¬ 
ing effect has been noticed in the applica¬ 
tion of heat to germinating seedlings. Ex¬ 
periments were conducted at the California 
Institute of Technology. 



It rnnkes no dlffPronre 
what your p<1ucation hi«s 
hwn. Mv Training Nt.mM 
at tJie bcginiilnR of Rjvllo. 

(fivora M, a Mim{>le under- 
aunflat»fc style all easen- 
Ual auhjeecii ineludlnt? 

Television, t-. lect r<»nies. 

}-:ieKlml|e ttsdlu. Itadlo. 
set Itehair «n<i ln!.talla- 
Uon. 

READ WHAT THIS STUDENT SAYS 
Earnid $2S0, Since Slartin; Courte 

“I have only ncmpleted One third of the Sprayberry 
**1*^ * find it very Interesting, wlilch maxes tt 
essv lo learn. Hy ilcvoting several hours* s|>are time 
daily to studying and servicing I have made about $*2.'SO 
pnsa since starting the Course.'* Earl W. Hosti-itcr. R 
No. 4, l^ybanon. pa. 

SERVICEMEN 

r Mpor A.tvanccd Tralntn*.' for (hose 
<‘<*»T»plece details 
in m> FRKE 52-|»nKc Book. 

REMEMBFR — the sprayberry 

COURSE IS SOLD UNDER A 
MONEY-BACK AGREEMENT 




)£[ 

II 

LLLgOOH, 


I DONT DELAY! ACT NOW! 

[ SPRAYBERRY ACADEMY OF RADIO 

f F. L. Sprayberry. Pres. 

320-C University Place. N.W., Washinaton. D. C. 

Nome . Age . 

j Address ... _ 

rity . .State . 

Tear off this rou|Kin. mall in cnvelo|>e or icaste oii 
l>enny iKjstcard. Servicemen—Check here □. 


Please Say That You Saw It in Radio-('raft 
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7ox Settet ^etvicina - 7<yc J^xo'^iti — 

USE GERNSBACK MANUALS AND BOOKS! 



RRDCiinFf PUBLicnfions, me. 

tl MIIDII»n ITREET REIV VQtlH, II. V. 


S INCE 1931 Servicemen have been buying 
more GERNSBACK OFFICIAL RADIO 
SERVICE MANUALS year after year. The au¬ 
thentic material, easily accessible diagrams and 
complete service data make them invaluable 
to dealers and radio Servicemen. Without a 
GeTTishack Service Manual at the repair job, there^s time 
and profit lost. Your service kit or laboratory is incom¬ 
plete without all the GERNSBACK OFFICIAL RADIO 
SERVICE MANUALS. There arc GERNSBACK MAN- 
UALS for servicing anto-radios, also refrigeration and 
air conditioning equipment. 

VOLUME T OFFICIAL RADIO SERVICE MANUAL 

ar tsi2.f.*‘cUr?’v $i o.oo 

lOVh lb*. ^ w.ww 


1936 OFFICIAL RADIO SERVICE MANUAL 
2K “o'*? $7.00 


1935 OFFICIAL RADIO SERVICE MANUAL 

pv*r 1.000 P*«*i • Over 3,000 |lIt»tr«ttona • TleilWe. -- 

L^thcrvtt*. Loo»*l»f Cov«n * 0 x 13 Inch** • N« S/*00 

WaiKht 3^ Iba. 


I93S OFFICIAL AUTO-RADIO SERVICE MANUAL 

Ovvr 340 P*ff** • Over 900 Illustrations • Flvxibl*, Lcstber* 4^7 
tua. Covars • Slu 0x13 inebas a Nat WalChS 1^4 lb*. 


1934 OFFICIAL RADIO SERVICE MANUAL 

Ov« 400 Pmttt • Ov»r a,000 lllu.lrallon. • Fltxlbl,. ^th,p 
- -- 4- - - n )t 12 Inchas a Nat Waigbt 


att*. Looaaiaaf Covers a SUa 9 

a Vs lb*. 


$3.50 


1932 OFFICIAL RADIO SERVICE MANUAL 

- 00 Illustrations a Flexible. aa 

31S* O X 12 Inches s Net Sp.OO 


estharatta7 Loosclasf Covers, 
rsigbt 4 i /2 lbs. 


OFFICIAL REFRIGERATION SERVICE MANUAL 

(Volume II) 

Over 353 Pagas a Over 300 Illustrations a Flexible. Ifsthar* 
atta, Looseleaf Covers, Sis* 9 x 12 Inches a Net Weight li /2 lbs. 


$5.00 


OFFICIAL AIR CONDITIONING SERVICE MANUAL 

s.'.*,! 2 W;.- $ 5.00 

To order these famous Manuals^ see or write to 
your jobber or favorite mail order house. If more 
conreni'e/if, mai7 coupon directly to publishers. 


RADIO-CRAFT LIBRARY SERIES 


Get into the Bwinir of readinfif instructive, authoritative books on technical 
subjects—radio, air conditioninj and refrigeration. It's the easiest, quickest 
and moat inexpensive way to improve your knowledge on these topics. 
In this series, popularly known as the RADIO-CRAFT LIBRARY SERIES, 
are all the titles necessary to your personal advancement. Only by careful 
study of these enlightening b^ks, can you gain adequate experience In 
fields of radio, air conditioning and refrigeration. Each book is uniform. 
The volumes measure 6x9 Inches—contain 64 pages, and have stiff, 
flexible covers. PRICE 60c PE^l BOOK. All books are sent to you postpaid. 


Here Are The Titles: 


Book N«, 2 

MODERN VACUUM TUBES 


Bosk No, IS 

POINT-TO.POINT RCSISTANCB 
ANALYSIS 


Book No. 6 

BRINGING ELECTRIC SETS 
UP-TO-DATE 

Book No. 13 
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RADIO IN 1950 

By the Editor — HUGO GERNSBACK 


W AY back in 1925 in the writer's former publication Radio 
Ae7vg, for May, 1925, under the caption, “Radio in 1935,^' 
a number of prophesies were ma<le by him. Remember, 
that in 1925 the radio set as we know it today had not 
appeared. The most ambitious thinp: of the times were table models 
with anywhere from 4 to 10 controls. In order to tune such a set 
you had to be almost an engineer, or at least a technical radio 
fan. Our radio sets had no loudspeakers built into them, but we 
were usinif separate speakers. The sets were still operated by bat¬ 
teries at that time. The modern set which plugs into the house¬ 
lighting current supply w'as still in the future. 

A few selections at random from the aforementioned article 
appearing in 1925, therefore make interesting reading today in 
ret rospect. 

“Suppose one of our popular broadcast stations were to sud¬ 
denly drop to 25 meters. No broadcast receiver made today could 
receive at such a low wavelength, because modern receivers are 
made to operate on a wavelength between 200 and 000 meters 
or thereabouts. 

“The writer makes the prediction that w’ithin the next 10 years 
the popular broadcast receivers will be those which will be able 
to tune down lower and low'er,” , , . 

“At the same time the sensitivity of our sets will keep on 
increasing as it has during the past 10 years." . . . 

“While the writer believes in the present cycle of super power, 
he does not believe that it will prevail in 1935.” ... (It is interest¬ 
ing to note that in 1938 the Federal Communications Commission 
refused to license a number of stations for super power.) 

“In 1935 we shall have radio television. It will be possible 
to see as well as to hear by radio." . . . 

“What tubes shall we use in 1935? At the present time all 
tubes are run by batteries. . . . Within the next few years we shall 
have a 110-yolt tube which will operate directly from the electric 
lighting mains, without any resistances whatever. This will be a 
great step forward, but to the writer's mind this is not the final 
solution.” . . . 

“The control of the radio receiving outfit of 1935 will be sim¬ 
plicity itself. We are getting away from too many controls, knobs 
and other handles, which long before 1935 will be obsolete.” . . . 

”The loud-speaker of 1935 will not have a diaphragm at all 
. . . you may rest assured that in 1935 you will not be able to 
tell the difference between the singer's voice when singing over 
the radio and actually hearing her on the stage.” . . . 

“It is altogether probable that in 1935 the saturation point of 
radio will have been approached. By that time anywhere from 
25 to 35 million radio receiving outfits will be in operation in the 
United States.” ... (In 1925 there were about 2 million radios in 
the U.S. In 1939 there w*ere over 35 million sets in the U.S.) 

“Rather than decreasing, the number of radio broadcast stations 
will probably keep on increasing during the next few years. At 
that time we shall also have moving broadcast stations, as, for 
instance, stations on board ships, stations on board airships and 
airplanes, for commercial and semi-commercial purposes. 

“Every rich man's automobile will have its radio transmission 
and receiving station to enable him to keep in direct touch with 
his office.” . . . (Such automobiles came into use only in the 
late '30’s, as for instance, police cars and Mayor LaGuardia’s 
elaborate 2-way automobile transmitter and receiver.) 

^^1 above predictions sounded wild and manv 

people thought that the writer overstepped the bounds of probahif- 
ity. The fact remains that most of the predictions were realized 
long before 1935. 

JVhat about radio in J950f 10 yeartt hence? Rasing the present 
upon the past, the writer believes that by 1950 the following radio 
improvements will surely have come about. 

Television now seemingly an accomplished fact is held back 
mostly on account of the high cost of the present receivers. By 
1950. we will have radio receivers incorporating television which 
will sell at popular prices dow’n to $25 and less, for the complete 
set which includes sound and television as well. The present tele¬ 
vision receiver will bear no resemblance to those of 1950. The 
future^ receiver will be most compact and indeed radio-television 
sets similar to our present midget radio sets will have been 
evolved. The television set of 1950 will throw an image on the 
ceiling or the opposite wall of the room with such brilliance and 
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power that you will be able to see the program even in broad 
daylight, a thing which you can not do today. 

The idea of viewing the image at the end of a cathode-ray tube 
to my way of thinking is all wrong. It will not prevail in the 
future. Special screens for w’all and ceiling purposes will be built, 
\vhich by electronic bombardment will light up brilliantly so that 
the eye does not have to be strained w’hen viewing the most 
elaborate presentation. 

sponsorship in television will be an accomplished 
fact in 1950 and the advertising, I am sure, will not be as blatant 
as It is totlay. Aided by sight the sales points wdll be driven home 
more by .suggestion than by raw', unvarnished sales talk, w'hich. 
unfortunately, w’e have to put up with today. An entirely new 
sales technique w’lll be developed in the form of propaganda rather 
than direct sales assault upon our reluctant senses. Instead of 
instating the listener and viewer, the latter's temper w’ill not be 
ruffled and he will take the “show” for granted and with good 
grace, ami incidentally the sponsors' sales w’ill improve in direct 
ratio. 


me nexi decade will be one triumphant in static-less and noise¬ 
less radio. Thanks to Major Armstrongs invention of wide^bavd 
trequency Modulation the entire radio indu.stry w'ill be revolu¬ 
tionized so much that, by 1950, when we listen to a 1940 radio 
set It w’lli arouse our incredible laughter. 

It is interesting here to note how the tinny and blarey loud¬ 
speaker of 1925 has made w'ay for the softer-sounding radio which 
we are accustomed to today; but us the years roll bv our jangled 
nerves, already saturated with noise, will demand still less volume 
and still softer, quieter radio sets will be the order of the day, 
but we will not stop there because even a medium-loud radio set 
^ “I* requirements of available technique, 

will still disturb people in the same house or in the same apartment, 
ror this reason I believe that the personalized radio set will be 
preferred by manv in 1950, People will wish to listen to their 
ra<iio sets and enjoy the television program without annoying 
or disturbing people in the same room or adjoining room. The 
solu^tion of the problem is to equip the future radio receivers 
with a 2-way switch so the sound will issue as usual if wanted. 
Then if necessary, the set can be silenced for everyone in the room 
apartment or house by turning the switch. A simple attachment 
that plugs into the set can be strapped to your wrist, with the 
astonishing result that you and you alone will hear all of the 
sounds, without disturbing anyone 3 feet from you, 

when I invented the instrument known as the “Osophone" 
(the forerunner of all present-day bone-conduction hearing-aids i 
I noticed that it w'as possible for the osophone when pressing it 
against any bone of the human body, to transmit sounds clearly 
to the auditory system. It was interesting to note that while *a 
loud volume could thus be transmitted to the ear a person standing 
alongside of you could hardly hear anything at all. Therefore, 
by attaching a powerful resonator to the wrist you will be enabled 
to hear your favorite program in a personalized manner not pos- 
.*!ible today. Incidentally, the vibration thus imparted to the bone 
structure gives a delightful sensation, similar to mechanical vibra- 
tors which have been in vogue for many years. The personalized 
wrist-listening device will be a great boon to hospitals, where 
patients can listen to ra<Ho programs to their heart's content with¬ 
out disturbing others who wish quiet. 

Our present, highly complex radio sets will probably be simple 
from the manufacturing and servicing point of view, by 1950. 
The trend of future sets is toward less and loss tubes. Ten years 
ago the average set had 8 tubes. Today the average set has 
probably 6. By 1950 the average set will probably have not more 
than 3 multiple-duty tubes. This not only cuts the cost of pro¬ 
duction greatly but makes the receiver less complex and easier to 
service, while the greater sensitivity and power of the tubes 
will give even better results in point of output, selectivity and 
sensitivity than our present 5- and 8-tube receivers. The trend 
toward simplification of all radio components will continue during 
the next 10 years. Simplification and ease of replacement will 
have made tremendous progr^'"^ by 1950. 

How many receivers will we have by 1950? Probably between 50 
and 55 million. This figure is conservative as it also includes 
mobile sets such as automobile radios, pocket radios, portable 
radios^ etc. 


517 
















THE MIKE ’MIHEft 

Newest Pft tiny, hi-fi. battery transmitting stations is 
WOR's "mike 'mitter/' Dave Driscoll (see photo) 
uses it for broadcasts from banquets, sporting events 
and the sidewalk interviews where regular wire lines 
are not available. The power output is only 0.2-W.; 
weight, 8 lbs.; range, about I mile. 



TELLY ANTENNA OF W3XE 
The new llO-ft, antenna of Philco’s television station 
W3XE is atop the 9th story penthouse on the roof 
of the Co.'s main plant in North Philadelphia, Tele¬ 
viewers last month experienced interference between 
the programs of Philco and C.B.S. 


THE RADIO MONTH 


“F-M ” 

W 2X0R are the letters the 
F.C.C. assigned last 
month to supplant the 
original designation, W2XWI, of WOR- 
Mutual's frequency-modulated transmit¬ 
ter which is slated to take the air early 
in January. The new call letters are 
a special dispensation so that they may 
be associated more readily with WOR. 
Nice goin*. 


Parallel with the '*}tefivork** frequency 
modulation experiments of General 
Electric Co. between Schenectady and 
New York City is the development of a 
network program, incorporating 3 sta¬ 
tions, by the Yankee Broadcasting Sys¬ 
tem. Net will include xmitters at Mt, 
Washington, N. II,; Paxton, Mass.; and, 
Alpine, N. J,, to afford improved recep¬ 
tion to a potential 20,000,000 listeners 
(virtually 1/6 of the entire population 
of the U.S.!), prexy John Shepard 
pointed out last month. 


WJXQR, John V. L. Hogan^s F.M. 
fitatioit (operated by Interstate Broad¬ 
casting Company), on 43.2 mc„ is sched¬ 
uled to air programs 42 hrs, per week. 
Major source of material will be pro¬ 
grams from WQXR (Eastern-most of 
the only 4 special hi-ti broadcasters in 
the U.S.), it was announced last month. 

TELEVISION 

T he new RCA/N.B.C. port- 
able tellij equipment dem¬ 
onstrated to the F.C.C. last 
month incorporated such features as a 
1-meter telly relay unit—shortest wave¬ 
length yet employed in practical telly 
work (on this wavelength neither elec¬ 
trical disturbances—notably elevator 
contactors, diathermy equipment and 
automobile ignition systems—nor light¬ 
ning are a serious factor); a *Vlelay'' 


component for keeping cameras locked 
in absolute synchronism; and, a new 
wedge-type antenna which focuses the 
broadcast energy into practically a 
searchlight beam. 

Units operate on 115 V., A.C.; cost 
is about 1/6; power consumption is 
about 1/5; and, weight about 1/10, of 
the present “mobile” equipment carried 
in 2 large vans. 

The fairhf general idea that television 
images and sound cannot be sent be¬ 
tween New York and Philadelphia was 
knocked into a cocked hat, last month, 
with the lodging of an official complaint 
by Philco with the Federal Communica¬ 
tions Commission that its telly programs 
from a station in Philly were being in- 
terfered-with by progranis from the Co¬ 
lumbia Broadcasting System's station in 
N.Y.C. 

As this department has repeatedly 
pointed out, long-distance telly trans¬ 
missions on the channels in the 6- to 
7-meter region are not at all improb¬ 
abilities; in fact, N.Y\C. telly programs 
have been picked-up in London, and 
vice-versa. And for that matter, 5-meter 
ham-radio stations have established 
coast-to-coast 2-way contact! 

In this connection, we must not lose 
sight of the fact that a direct line drawn 
from the top of the Empire State Build¬ 
ing to the tops of the tallest buildings 
in the Quaker City would not drop below 
the horizon; points at this distance of 
about 85 miles, however, would be just 
about at the “fringe distance.” 

The inqaifiitive eye of television is giv¬ 
ing boxing an unprecedented boost—and 
at the same time doing a bang-up job of 
selling telly to Mr. and Mrs. Doakes and 
family. Telecast boxing cards from 
Ridgewood Grove, Madison Square Gar¬ 
den, and other hotbeds of fistic encoun¬ 
ters, last month, have started to do the 
trick. Wrestling, too, is garnering air- 
laurels. 




A Western Electric Co. engineers have found that a "searchlight" beam of 
sound can be projected by the bundle of tubes shown In the "machine-gun 
microphone" (Kadio-Cra/f. Dec, '37) when a dynamic speaker unit instead of d 
mike is placed at one end. New assembly tests a W,E, mike (see photo above 
and on cover). 

THE TELEVISION BALL 

^ At left is a general scene of the Main Ballroom of the Waldorf-Astoria 
during the Television Ball held last month. Studio conditions were created 
by the addition of ten 5-kw. light units, N,B.C,'s mobile units relayed the 
program. Receivers in nearby room enabled guests to teleview affair. 
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IN REVIEW 


ABROAD 

R adio helped create a French town, which per¬ 
haps may replace one possibly eventually de¬ 
stroyed durini^ the World War, Second Edition, 
commented the press dept, of Bamberger Broadcasting Serv¬ 
ice, last month. According to Victor Lusinchi, WOR-Mutual 
observer at the front, who speaks from French General 
Headquarters, the location of the GHQ has so often been 
referred-to in dispatches as “Somewhere in France'* that 
the appellation has been officially adopted as the name of 
the town!! 

SOUND 

T he Novachord, 163-tube pipeless electronic or¬ 
gan (described in April 1939 Radio-Craft) is 
now one of the props at WMCA on which Ted 
Steele daily solos 3 station releases stated last month. 

Do you w(t}U ta hear a recording of an electronic piano 
selection? Bob Zurke's RCA Victor recording, “Somebody 
Told Me“ contains “The Old Tom Cat of the Keys,” a selec¬ 
tion played on the Storytone electronic piano (See Radio- 
Craft, February, 1940). This disc was released last month. 

F.C.C. 

T hat engineering and business interest in tele¬ 
vision, frequency modulation and facsimile is 
continuing to expand, is indicated by the fol¬ 
lowing excerpts, from Federal Communications Commission 
reports released last month, on projects in these fields! 

Television.— W 9XAL, First National Television^ /»c., Kan¬ 
sas City, Mo.; requested renewal of license for television 
station . . . Heni^y Joseph IValczak, Sjy)ung/irld, Mass.; the 
request for a telly station on 1,550 kc., 250 W. at 360 Wor¬ 
thington St., Springfield, Mass., reported in this department 
of Radio-Ci'aft last month as having been returned, was re¬ 
submitted as amended to read 1,650 kc. Walczak is still out 
of luck. New application was again returned as “Frequency 
requested not allowable for television.” . . , Coluynbia 
Broadcasting System, Neiv York City; applied for permis¬ 
sion to build a portable-mobile unit for operation in metro¬ 
politan area on 336-348 me. (roughly 1 meter!), 25 watt.s 
for visual and 5 watts for aural. Special and telly emission. 
Unlimited time. Application amended to request 10 W. aural 
instead of 5 W. . . . 

Applications for renewal of telly licenses v-^cre received 
from W2XVT (Allen B. Du Mont), W2XAB (C.B.S.), and 
W2XBT and W2XBS (both N.B.C.) . . . Don Lee Broad¬ 
casting System; license requested for new special portable- 
mobile relay broadcasting station for use with telly station 
W6XAO, Los Angeles, and telly relay station W6XDU. Fre¬ 
quencies, kc.: 1,646, 2,090, 2,190, 2,830, 100 W., unlimited 
time, A3 emission, equipment of station KABB. Ditto except 
equipment of KABD. Ditto except cciuipnitint KAOG and 
8 W. Ditto except on frequencies 31.62, 35.26, 37.34, 39.62 
me., 10 W. and equipment of KEGQ. And, ditto, except 
2 W. and equipment of KEGO. . . . 

W3XAD, RCA Mfg, Co,, Ine,, New York City; granted 
temporary OK to telecast on 336-342 me, and 342-348 me. 
(roughly 1 meter!) for the month of December. . . . 
W2XR, Radio Pictures, Inc,, Long Island City, N, Y,; grant¬ 
ed OK to experimentally use aural transmitter of television 
station W2XDR and to reduce operating power to 500 W. 

Frequency Modulation.— Zenith Radio Corp., Chicago, III,; 
f;o. put in its bid for a new high-frequency station, “special 
emission” (presumably F.M.), on 42.8 me., on 5 kilowatts, 
at 6001 Dickens Ave., Chicago, Ill. . . . Boston Edmon Co., 
lUiston, Mass.; requested OK to construct high-frequency 
broadcasting station at 1165 Massachusetts Ave., Boston. 
Mass. Channel at 42.8 me. (the F.M. range) w^as requested 
(Continued on page 576) 



20-IN. TELETUBES 


Last month Allen B. Ou Mont Labs, demonstrated a 20>in, cathode*ray talavision 
tube which^ offers hitherto unavailable advantages-^ynamic appeal for 
instance. This new tuba is here shown at left in comparison with the previously 
largest tube made in America, or the I4.in, C.-R. receiving tube; it is also 
shown on the cover. An image measuring 14^2 x IMA ins. high is obtained 
as against the B r 10 in, image available on the I4.in. tube. The new tube 
may be operated at the same voltages as standard 12* and I4*in, tubes. Based 
on a viewing time of 3 hrs. per day for about 300 days per year, the tube 
will last about 5,000 hours. A consumer price of about SW.OO is said to be 
in the offing. 



WANTE[>—"DEAD OR ALIVE" 


ttie^ battle for the balance of power between Society and Crime went to 
Society last month when television helped crack down on miscreants. Rogues 
Gallery pictures of men badly wanted in Chicago and New York, and held 
before a telly camera in the Don Lee studios in Lot Angeles, were instantly 
observable on all the receivers tuned into the program. At right is Thomas 
S, Lee, owner of the station. District Attorney Buron Fitts is shown here (and 
on the cover) holding a photo of John Turteltaub, wanted for felonious assault, 
carrying a concealed weapon, rioting, and bond jumping in New York State. 
Television may toon put an end to th« 6 years' freedom of this fugitive. 


RADIO^CRAFT for MARCH, 1940 


519 








BUILDING AN AMPLIFIER 


“To 'T(i5t 


“While remodeling our service shop we bought some new testing instruments 
and fcmnd that it would he advisable to have an amplifier to supplement some 
of the features of these new instruments. We built such an amplifier and 
have had it in use for several months, and find that it is a big help. In this 
article we have described this amplifier and the ways in which it can be used.” 


LOUIS K. SANDOR, W8QNU 


T HK only lestinjr instruments found 
in the average service shop up 
until a year or so ago were the 
voltmeter, ohmmeter and current 
meter. Radio sets however had advanced 
considerably in features, design and 
quality of reproduction. 

There were a few men in the service 
industry who woke up to the fact that 
means of adequately testing the per¬ 
formance of radio receivers were sadly 
lacking. A? a result, just in the last 2 
years we have begun to see something 
really new in testing instruments. The 
amplifier to be described has been de¬ 
signed with the idea in mind of supple¬ 
menting some of the features of these 
new-type testing instruments. For the 


fellows who like perfection in what they 
build this amplifier really and truly 
represents the last word in audio repro¬ 
duction, 

A lot of experimenters in the last few 
years have built “hi-fi** amplifiers, only 
to experience disappointment. They 
built these amplifiers with the best of 
parts and they probably had good fre¬ 
quency response. What these fellows 
didn*t take into consideration was the 
response of the speaker attached, which 
could ruin the quality of the best of 
amplifiers. Also the input to the ampli¬ 
fier was frequently far from high-fidel¬ 
ity. 

The amount of harmonic distortion at 
rated output is probably the first con¬ 


sideration in the design of any quality 
amplifier. Since the amplifier here de¬ 
scribed Was to be use<l as a testing 
instrument, and therefore could not have 
any distortion if true tests were to be 
made, it was designed throughout for 
minimum harmonic distortion; and a flat 
response from 30 to 10,000 cycles. Three 
separate tone controls were built into the 
amplifier, so if it was desired, the fre¬ 
quency response could be changed to suit 
any situation. 

THE EXPANDER.COMPRESSOR 

Besides being a testing instrument the 
amplifier was designed to show the cus¬ 
tomer the quality of reproduction pos¬ 
sible with the right equipment. To 
achieve this in the Nth degree a separate 
expander - compressor channel was used. 

The expander is to be used in the 
reproduction of classical music and also 
pipe organ music. The uses of expansion 
on organ music adds something that 
makes it very realistic. 

The compressor is used to illustrate 
to the customer the effect of compressed 
broadcasts. It also makes a very good 
audio A,V,C. which prevents overloading 
of the amplifier when using it to test 
audio circuits, w'hen the level of the 
signal is unknown, 

THE “EYES" 

The action of the expansion and com¬ 
pression can be noted visually as well as 
audibly. A 6E5 tuning eye is connected 
to this circuit and is biased with re¬ 
sistor R13, Fig. 4, so that with no action 
it remains halfway between open and 
close. As the voltage for expansion builds 
up, the eye opens more, indicating expan¬ 
sion. Also, as the voltage for compres¬ 
sion builds up, the eye begins to close. 
The entire action of the expander - com¬ 
pressor circuit and the eye indication is 
switched from one to the other by a 
double-throw triple-pole switch located 
just under the meter in the center of the 
amplifier panel. 

Another 6E5 tube is used as output 
indicator. It not only indicates the vol¬ 
ume level but is also very valuable in 
using the amplifier to check the fre¬ 
quency response of other audio units, 

CHECKING RESPONSE 

To check response, the first step is to 
set the amplifier tone controls so the 



Fig, 4. Schematic circuit of the Amplifier-Testing Amplifier, 
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response is flat. The input of the am¬ 
plifier is then connected to the output 
of the instrument to be tested. An audio 
oscillator with a flat response (such as 
the RCA type 154) is connected to the 
input of the instrument to be tested. 
Then, by merely turning the audio oscil¬ 
lator over its full range, the response of 
any audio unit can fairly accurately be 
determined. 

This method makes it practical for 
the Serviceman to test the response of 
any unit. With the usual voltage plotting 
method, jt takes so long that the Service¬ 
man is reluctant to make the test; and, 
the cost is prohibitive. 

This amplifier was to be used on a 
service testing panel and, therefore, 4 
of the inputs were wired to plugs that 
plug into 4 input jacks located on the 
rear of the chassis. The 5th input cir¬ 
cuit is wired to a jack located in the 
lower-right-hand corner of the front 
panel. This input is used with a shielded 
lead and probe to check through audio 
amplifiers. All 5 of these input circuits 
are wired to a selector switch located on 
the extreme right in the middle of the 
panel. The connecting arm of the selec¬ 
tor switch is wired to the 2 gain controls, 
R1 and R2, which operate in parallel. 


AUOlO osc 


^TEST amplifier 








TO INPUT Nfi.2 


TO speaker to be tested* 
FREO. - 30 TO 1 5.000 CYCLES- 
watts iO,AT 396 Distortion. 



FIGURES I. 2. 3 

The diagrams in Figs. 1, 2 and 3 will 
more fully explain the uses of the vari¬ 
ous input circuits. 

Figure 1 shows how the amplifier is 
set up to test the approximate audio 
response of other amplifiers and audio 
units. If a more accurate check is desired 
an A.C. voltmeter may be connected to 
an output tap of the amplifier termi¬ 
nated with the proper load resistance. 

Figure 2 illustrates the permanent 
wiring of the audio oscillator into the 
test panel. This arrangement is used to 
test speakers, cones and cabinets for 
resonance effect. 

Figure 3 is also wired permanently 
into the test board. When the input se¬ 
lector switch is set at No. 3 and No. 4 
the amplifier supplements channel-test¬ 
ing instruments by taking the place of 
headphones ordinarily used to listen to 
the signal on the channel tester. 

A good 12-in. speaker with plenty of 
baffle is connected to the amplifier. This 
makes a much better ''listen check^' of a 
signal than you get even with crystal 
phones. 

The input of the amplifier (see 
schematic diagram. Fig. 4) is divided 
into 2 channels. One is a 6C5. The other 
is a 6C5 into a 6L7. The output of both 
channels is wired to a single-pole double¬ 
throw switch. For average use the single 
6C5 triode stage is used. For special uses 


(such as expansion or compression) the 
6C5 - 6L7 stage is used. 

TONE CONTROLS 

The output of this switch is wired to 
another 6C5 stage which operates nor¬ 
mally with a gain of 1. This stage makes 
up a special tone control circuit recently 
developed by the Thordarson Co. The 
2 tone controls used in this stage are 
located 2nd and 3rd from the lower-left 
of the panel. Note the scale reads from 
0 either to the left or right. This 6C5 
tone stage has a flat response with the 
control set at 0. By rotating the controls 
to the left the high or the bass fre¬ 
quencies may be independently boosted 
as desired. By rotating the controls to 
the right the highs and bass may also 
be independently attenuated, 

A third tone control located in the 
lower center of the amplifier panel is a 
resonant circuit control. It is used to 
lower the hiss frequencies, such as 
record hiss, without completely attenu¬ 
ating the hiss. With the values given it 
resonates at about 2500 cycles. 

The 6C5 tone stage is capacity coupled 
to a 6C5 driver stage. The plate of this 
tube is fed through resistor R-31. The 
signal is capacity coupled to the special 
push-pull input transformer. 

Probably the most popular output tube 
today is the 6L6 or some of its variations 
in the beam tube line. There are many 
(Continued on page 573) 


Front view of com* ^ 
pleted amplifier. One 
tone and 6 gain controls 
are shown in a row. 
Indicating eyes flank the 
meter. Note that a steel 
panel for rack mounting 
is used. 




^ Using the test ampli¬ 
fier. in Fig. i, if 
more accurate measure¬ 
ment is desired an A.C. 
voltmeter may be con* 
nected to an output tap 
Shunted with the proper 
load resistance. 
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Build Ijout O^wn BxpQtlmQnial 

ELECTRONIC 


ORGAN 


believe that Radio-Craft readers will be exceptionally interested in the 
Jollowing concise description of a practical and experimental “Type 1” 
electronic organ. The author's instructions include injormation as to the 
.sources of various component units which the constructor may not wish to make. 


W. K. ALLAN 



Fig. II. Console, speakers and piano. The depression of 51 central keys in the 
joIo or top manual is due to the wind reservoir touching them when the 
organ is not operating. See illustration of reservoir, Fig, 2. 


The merits of the Reed Vihratiou or Acousticul Pich-up 
type of eiectronic orfpin here described are as follows: 
ADVANTAGES 

(1) Separate reeds produce a true ensemble effect not found in 
electric (not electronic) organs of the rnechanical type, 

(2) Cheapest type to build, (3) Easiest type to build. 

DISADVANTAGES 

(I) Slow attack. (2) Absence of flute tones. 

(3) Stiff action unless magnetic valves are used, 

(4) When the swell pedal is open and no notes are sounding, the 
suction may produce a slight sound in the loudspeaker. 


M any Radw-Craft readers would enjoy playing an 
electronic organ, but cannot alTord such an instru¬ 
ment, If you would, why not build one? You will 
then have the pleasure that an organ of your own 
can bring. Moreover you will gain experience which will 
probably be of profit if the present development of electronic 
music continues. Here’s how to make an electronic organ 
of your own that incorporates as many of the features so 
far developed in this held as you may wish to include, 

BIBLIOGRAPHY 

From audion oscillator organs suggested in The Electrical 
Experimenter over a score of years ago, Gernsback publica¬ 
tions have given many excellent descriptions of electronic 
organs; for example, Scie-nce and Invention, Feb, ’2d; and, 
Radio-Craft issues of Jan. ’31, Apr. ’35, Apr. ’37, Apr, ’38. 
Apr. ’39, and May ’39. The fact that relatively few construc¬ 
tional articles have appeared is the excuse for this one, 
which will use as a guiding theme the fundamental principle 
that most amateur constructors have little cash and must 
use second-hand parts frequently perverted from their 
original functions. 

Electronic musical instruments might be classified accord¬ 
ing to their method of generating and picking up tone: 

(1) Vibration and Acoustic pick-up, e.g,, Magnetone, 
contact mikes, 

(2) Photoelectric pick-up, e.g., Photona, Trillion Tone. 

(3) Electrostatic pick-up, e.g,, Orgatron, Electone. 

(4) Electromagnetic pick-up, e.g., Hammond, Robb Wave, 
Story & Clark, 

(5) Electron-tube oscillators, eg., Xovachord, Ranger- 
tone. 
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Fig. 4, Front vi®w of console showing suction supply and rods from extensions on rear of keys 
to more closely*paced reed pallets. 


With the possible exception of Type 
4, organs using these methods may be 
built by the home constructor. As an 
example, here is a description of Type 
1, or , . . 

VIBRATION AND ACOUSTIC PlCK-UP 

Reed Organ; Windchest.—A search of 
attics, cellars, 2nd-hand furniture shops 
and music stores generally yields an 
old reed organ. Since the commercially- 
available electronic organ compass is 5 
octaves from C. to C’, or 61 notes, plus 
a lower octave for pedals (and consti¬ 
tuting the pedal clavier), making 73 
notes, be sure to get a 6-ocfave C to C 
organ which comes in a piano case and 
not the common 5-octave F to F har¬ 
monium, 

Replace the bottom of the windchest 
(where the bellows are attached) with 
a sheet of tempered presdwood or ma¬ 
sonite V^-in. thick. Fig, 1. You will need 
a wind reservoir (with spring side) but 
not the bellows. Retain the swell shut¬ 
ters to deaden the sound. 

Rest a contact mike (the $6 Amperite 
high-impedance unit was used) on the 
presdwood near the highest notes. Do 
not fasten with adhesive as suggested 
in the instructions with the mike, but 
apply weight to the rubber portions of 
the mike until the required inertia is 
obtained to make the bass response 
sound like a pipe organ. This weight 
must touch only the mike; Fig, 2 shows 
the presdwood sounding board, mike 
with w’eight removed (visible beside it), 
and smaller reservoir bellows replacing 
original reservoir, (If the reed organ 
were not included in a console but kept 
in its original state, the presdwood 
would be on the bottom with the mike 
resting on it inside the windchest.) 

Four or 5 stages of resistance-coupled 
amplification are used. A 2-stage pre¬ 
amplifier starting with a CJ7 feeding 
into the audio .system of a good broad¬ 
cast receiver is fine, or into a Wurlitzer 
amplifier (see July '39 Radio-Craft) as 
is used by the writer. 

Suction Source.—Suction source is the 
silent, motor-driven bellows, with relief 
or spill valve, requisitioned from a dis- 
carded reproducing piano. Figure 3 is a 
view with the side removed. In searching 
for one, include amusement concessions, 
A centrifugal turbine. Fig, 5, is easily 
built but must be placed some distance 
from the console, unless the motor is 
suspended on springs with shaft vertical 
and the whole is well enclosed. The tur¬ 
bine wheel. Fig. 6, may be made of wood, 
about 8 ins. in diameter for a 3,500- 
r.p.m, motor and 16 ins. for a 1,750 
r.p.m, with radial vanes like a vacuum 
cleaner separated ^-in. from a plane 
surface in the center of which is the hole 
for suction. A vacuum cleaner is a poor 
choice—too noisy, A 1 l^-in. radiator 
hose, or cardboard mailing tubes spliced 
with friction tape, will carry suction. 

Swell Pedal.—A foot-operated volume 
control or s7vell pedal is needed. The one 
made for use with the contact mike 
would doubtless do. 

However, the writer revamped an old 
projection machine fader by rearrang¬ 
ing all resistors in order and adding Wz 
gears from a telephone magneto, as 


shown in Fig, 7. An external series 
resistor prevents the sound from the 
speaker falling below the level of the 
sound escaping from the console. 

A contactless, stepless, inductive swell 
pedal used on the Robb Wave Organ 
consists of a 60-cycle transformer with 
a stationary air-core primary and mov¬ 
able secondary attached to the swell 
pedal, so that varying the position of 
the pedal, varies the induced voltage 
in the center-tapped secondary. This vol¬ 
tage is rectified by an A.V.C. tube (6H6, 
85 or 75), and after smoothing by a 
resistance-capacity filter, is fed to the 
injector grid of a 6L7 in the pream¬ 
plifier. 

Pedal Clavier.—A pedal clavier could 
be made by a woodworker for dimensions 
given in *‘The Contemporary American 
Organ" by Dr. Wm. Barnes; but first 
consult the nearest organ builders. 


You may be able to get a pedal-board 
that is not quite standard, e,g., not 32- 
note compass or non-radiating or not 
concave, for about $5. Contacts can be 
made from bronze weatherstrip and 
contact w’ire, obtained from the organ 
builder. See Figs. 8 and 9. Addresses 
of organ manufacturers may be obtained 
from the advertisements in The Awieri- 
ean Organist or Diapason magazines. 

OBTAINING USED PARTS 

With so many theatres having allow^ed 
their organs to fall into hopeless disre¬ 
pair, and churches enlarging or rebuild¬ 
ing their organs, it is rather easy to 
pick up u.sed parts. 

Manuals.—The writer has obtained 
used 58-note C to A manuals for $5; and 
61-note C to C manuals, for $7.50, from 
(Continued on page 550) 
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Fig. I. This drawing shows In cross-$«ctlon, or "end view." th« reed action of the completed electronic 

organ. Compare this view with the various detail illustrations. 
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fl9. 2. Corsair //. a sport fishina cruiser owned by 
it. Everett Walsh of the South Snore (L I., N. Y.) 
Power Squadron is a typical installation In which 
the tall outrigger poles support aerial wires (ar* 
rows) which run their entire length down to the 
deck below. 


A PREVIOUS article in Radio-Cruft 
entitled ‘‘Marine Radio Telephone, 
Latest Field foi' Servicemen,'’ 
which was published in Se])teniber 
of 1939, gave Servicemen an intro¬ 
duction to the subject of low-powered 
radio telephony in what the Federal 
Communications Commission refers to 
as the “ship harbor" service.* 

Briefly to reiterate, there are now low- 
powered, compact transmitter - receiver 
combinations on the market which can 
be installed in boats even as small as 
18 feet, making possible telephonic com¬ 
munication between ships, with the 
Coast Guard, and from ship-to-shore for 
distances of hundreds of miles. Contact 

• ''►'f ‘'lliirbor Radio* 

Cralt. \,n 


MARINE RADIO 
TELEPHONE 

Sfnite.Lla.tion anJ. Setvlcin^ 

RICHARD SILBERSTEhN 

The practical information which the radio Serviceman needs 
to enable him to sell, install and service marine radio tele¬ 
phone equipment is contained in this article. Note that the 
station must be licensed, and that preliminary transmitter 
adjustments and tuning must be made by a 1st Class or 
2nd Class commercial operator 


with the shore is established through 
“coastal harbor" stations of the Bell 
Telephone System and of independent 
companies at strategic points along the 
Atlantic and Pacific Coasts and along 
the shores of the Great Lakes. Connec¬ 
tion is made with the land lines and 
2-\vay conversations may be carried on 
between boats and telephone subscribers 
anywhere in the world. 

PROSPECTS 

The chief u.se of coastal harbor radio 
is in the control of harbor and coastwise 
craft by direct telephonic contact with 
their dispatchers. Tug boats, tankers, 
and trawlers which were not compelled 
under the Govemment regulations to 
carry a radio telegraph set usually did 
not do so because of the cost of the 
equipment and the expense of hiring an 
operator. Now for an expenditure of 
only a few hundred dollars per vessel, 
the owners of these boats can obtain not 
radio telegraph but radio telephone 
equipment hy which they can keep in 


constant direct contact with the cap¬ 
tain; and the Government has made it 
easy for the captain himself or any 
member of the crew to obtain a license 
to use the equipment. This license, for¬ 
merly known as the 3rd Class license, 
is now known as the Restricted Opera¬ 
tor's license and can be studied-for from 
multi graphed notes prepared and issued 
by the Federal Communications Com¬ 
mission. 

Since the cost of running a tug boat 
or tanker may be of the order of $36 
to $50 an hour it is evident that every 
commercial fleet owner should be a 
prospective customer. One single timely 
phobic call to a boat by the dispatcher 
may save enough of the boat*s rtmning 
time to pay for the set—and leave pletUy 
over! 

In the fishing field the radio telephone 
offers contact between agents and their 
trawlers, so that the boats can be called 
in when prices are highest; and told to 
remain out when prices are low. A smart 
independent owner-captain of a radio- 
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Fig. 3. Cross-s«ctlonal view ihowing typical marincphone installation on a cabin crviiser. 
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Fig. 4. A 25-watt Mannephono installed aboard the yacht Venta. It serves to emphasize the importance of neatness in marine radio telephone installations. 


equipped trawler will telephone the tish 
tnarkets in several harbors and take 
his catch where the prices are highest. 

In the realm of sport fishing, many 
owners of individual charter boats and 
open party boats sailing out of sport 
fishing localities have come to realize 
that by cooperating with their competi¬ 
tors in locating schools of fish, more 
fish are caught by all. which means a 
larger crowd of fishing enthusiasts 
drawn to the locality as a whole. Then 
there are those in a fleet who, waiy of 
their competitors, locate the fish and 
summon other fleet members by secret 
code. 

Then there is the private yachtsman 
who uses the radio telephone as a con¬ 
venience, communicating with home or 
office while on a vacation. 

Lastly, there is the all-imporlant fea¬ 
ture of aafety for all boat owners. In 
the event of an emergency the Coast 
Guard can be summoned. Last Summer 
an injured sailor was removed from a 
trawler by a plane summoned by radio 
telephone. In less dramatic cases Coast 
Guard boats have willingly 
lent their assistance in pull¬ 
ing yachts off shoals upon 
which they had become fast. 

In another instance a tank¬ 
er's engine broke down and 
repairs were made at sea 
under instructions from the 
home shipyard. 

MR. serviceman 

Returning to the Service¬ 
man's prime interest, after 
the sale has been made, we 
have the equipment itself 
and then the installation. 

Installation of marine radio 
telephones may be taken up 
under 7 different classifica¬ 
tions, namely: 

(A) Wiring to (he Ship's 
Voltage Supply 

(H) The Aerial 

(C) Placement of the Set 

(D) The Ground 

(E) Noise Suppression 

(F) Tuning the Set 

(G) Planning the Job 


Stock equipment offered by various 
manufacturers runs in power output 
ratings of from 5 to fiOO watts. There 
are relatively few sets over 100 watts 
sold, mainly because of cost and neces¬ 
sary availal)le input power. The trend 
of populai'ity this year seems to be 
toward a 25-watt set, since this size 
seems to offer the most in range for 
low’ cost, small dimensions, ease in oper¬ 
ation and low input {lowev. 

A number of different metho<ls are 
commonly employed, in conjunction witli 
different makes of sets and different 
models, to convert the ship's direct cur¬ 
rent supply to the proper voltages for 
operation. 

Dyn a motors have often been used to 
sujiply the high voltage for the trans¬ 
mitter and even the receiver, llow’cver, 
sets of this type are costly to build since 
heater and control circuits must be dif¬ 
ferent for every type of ship's voltage 
encountered. 

Rotary converters are in wide use on 
sets of 15 wmtts and over. The advan¬ 
tage is that the sets then are made for 


110 volts .A.C, regaj-dless of ship's volt¬ 
age, cutting pi'oduction costs and mak¬ 
ing service easy. The disadvantage i.s 
poor power efficiency, particularly in 
the “Receive" position, ami the necessity 
of selling an elaborate installation. 

Vibrapacks (vihiator, step-up trans¬ 
former, and filler system) have ])een in 
use for some time on very small sets 
and have since become avail aide in sizes 
largo enough for sets of 25 watt output. 
They have the advantage of low* power 
consumption, silent operation, saving of 
space, and a minimum of installation 
necessary. Many are eejuipped with 110- 
volt A.C. windings, so that the sets can 
be serviced on the bench without the 
need of storage batteries. The one dis¬ 
advantage of vibrapacks—sudden fail¬ 
ure as against the gradual failure of a 
ge nemo tor or converter—has been mini¬ 
mized by the fact that vibrators are now' 
built with a life of from 2,000 to 5,000 
hours; and also by the fact that the 
heaters and pilot lights in the most 
mo<lern sets are also fed through the 
pack so that failure of the vibrator may 
1)0 discerned at once through 
failure of the heaters and 
pilot lights to come on. 

(A) WIRING TO THE SHIP'S 
VOLTAGE SUPPLY 
The first problem to come 
up in connection with any 
installation is that of the 
ship's power sttpply. The 
ship's supply is ahvays D.C, 
except in a few^ insUinces 
w'here gasoline-driven alter¬ 
nators are used for the 
radio equipment. 

Voltages aie 110 or 32 on 
fairly large passenger and 
commercial craft, with a 
preponderance of 32 V. on 
Diesel-powered tug boats 
and trawlers. Private yachts 
have 6- and 12-volt supplies 
when gasoline-driven but 
larger gasoline boats have 
a separate 32-volt lighting 
system. Cei tain foreign Die- 

(Confinued an page 5GG) 



Fig. I. Almeda, a bridge deck type of cruiser has a Marconi-type antenna 
roughly of the inverted>L type. Wires (arrows. I) run forward from each 
corner of the canopy at the stern and join at mast-top, whence a lead-in 
(arrow, 2) drops to the cabin. (Generally the lead-in is not doubled-back.) 
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•I^ow to Select and J^lace 

SOUND EQUIPMENT 

Much has been written about soimd equipment but nearly always the discus- 
siojis hove been either highly technical or devoted mainly to one or two specific 
items. It is hoped therefore that the following, brief h-part article will 
have value as a coordinated presentation of elementary sound data. 


I N Part I of this series, which started in 
the January, 1940 issue of Radio-Craft, 
an elementary description of Micro¬ 
phones, and their capabilities, was given. 
In Part II (February Radio-Craft) the 
jreneral characteristics of Loudspeakers, and 
their housinjjs (Baffles, Horns, etc.), were 
described in elementary fashion for the be- 
pinner in public-address work. This month 
instead of discussing Amplifiers as original¬ 
ly planned, the placing of sound equipment 
will be described; it is planned to present 
the concluding article on Amplifiers in the 
April issue of Radio-Craft. 

The article which follows will describe the 
general installation problems in connection 
with sound equipment in Churches, Mor¬ 
tuaries, Ballrooms, Auditoriums and Sta- 
tliums. 

SOUND IN CHURCHES 

It’s easy for you to choose the best sound 
system for your church. Simply decide which 
of the 5 diagrams (Figs. 1 to 5, incl.) most 
nearly conforms to the shape of your church. 
Then turn to the listing of “Recommended 
Equipment” and you’ll find the proper size 
amplifier and correct number of speakers 
specified. 

For instance, if your church is about 
square, use the diagram No. 1. Then if your 
church seats approximately 1200 people, 
you’ll find that one 30- or 40-watt amplifier 
with 4 speakers in Wall Baffles is recom¬ 
mended for churches seating from 800 to 
1,800 people. You can always use a larger, 
but seldom a smaller amplifier than recom¬ 
mended. 

Mikes, speakers, phono attachments plug 


"PART III PLACEMENT 

into the amplifier like an electric table lamp 
plugs into a light socket. 

If your church has a hat ran y, or if you 
want Fhimes for your church, see the data 
below. 

If you want extra loudspeakers in Sunday 
School, social or overflow rooms accommo¬ 
dating less than 250 people, use 1 speaker 
in each room, and 1 speaker for each group 
of 250 people in larger rooms. Use volume 
controls for individually adjusting the vol¬ 
ume of speakers in separate rooms. 

Churches located where extreme noise 
conditions have to be contended with, or 
churches with unusually high ceilings, may 
require the next larger size amplifier than 
recommended. This is not likely, however, 
except in rare cases, if the amplifiers are 
conservatively rated. 

Your souml .^^ystem can be usc<l for beauti¬ 
ful Chime music by installing one or more 
speakers in the belfry and connecting a 
Record Flayer to your amplifier. Use speak¬ 
ers mounted in Projectors or Trumpets, and 
point in any direction or directions, A 60- 
to 75-watt amplifier with 4 Trumpets covers 
a 1- to 2-mile radius around your church, 
A 30- to 40-watt amplifier with 4 Projectors 
covers a U'- to 1-mile va<lius (<lcpending on 
street noises C For shorter distances use a 
25-, 24-. 22- or even a 20-watt amplifier. 

If you use the amplifier for both Chimes 
and indoor sound, order the larger ampli¬ 
fier, either the one specified for (’himes, or 
the one recommended for church interior. 
Example: If the recommended amplifier for 
church interior is 25 watts, and the proper 
amplifier for your Chimes is 40 watts, then 


the 40-watt job is ample for both. Also 
amplify organ music, services or play any 
records. 

The seating capacity of a balcony should 
be included in choosing the power of your 
amplifier. If you require only 2 speakers, no 
special provision for the space under the 
balcony is usually necessary. 

If, however, the seating capacity includ¬ 
ing the balcony requires 4 or more speakers, 
we suggest that half the number of speakers 
recommended bo mounted in horns (Projec¬ 
tors or Trumpets). This permits directing 
the sound more effectively tow^ards the au¬ 
dience under the balcony. 

In long narrow churches without balconies 
use horns; but if your church is of this 
shape and also has a balcony it w’ill not 
be necessary to add a<lditional horns except 
in unusual cases. 

The value of sound equipment proves it¬ 
self when appropriate organ or chime music 
is played as the funeral cortege enters and 
leaves the grounds. Then too, sacred twi¬ 
light and Sunday concerts are becoming in¬ 
creasingly popular in many communities. 

p]quipment needed is the same as for 
Chime Systems. The amplifier and Record 
Player can be located in the office or any 
convenient room, with the Projectors or 
Trumpets mounted on the roof, preferably 
in a grilled enclosure of some kind to pro¬ 
tect them from the weather. 

A sound installation for a cemetery is just 
as simple as any other sound system. If your 
cemetery is not wdred for electricity, use 
convertible amplifiers. 

(Continued on page 563) 
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(Cover I''tjiUire) 

D edication ceremonies were held 
last month at the new Allison Park, 
Pa., home of KDKA, 19 years and 2 
days after it broadcast the world’s first 
scheduled radio program, with only 
0.1-kw. power, on what was destined to 
be the inauguration of the Radio Broad¬ 
cast Industry as we know it today. 
Radio-Craft extends its very best wishes, 
and hopes that the eventful and illustri¬ 
ous pioneer past of “old KDKA” fore¬ 
shadows an equivalent frontier future 
success for “new KDKA,” here illus¬ 
trated. 

(Continued on yage 552) 
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A n extensive sound system adds thrills 
^ to the display at Marine Studios, 
Marineland, St. Augustine, Fla. At its 
“Oceanarium*' 2-\vay conversations with 
divers are amplified for hundreds of 
visitors daily? 

The arrangement of the loudspeakers 
is shown in the diagram. The photo¬ 
graphs are identified as follows: 

A.—RCA public address system equip¬ 
ment in Information Lounge at Marine 
(Continued o7i page 567) 
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^onvQ.*itln^ €L 5-inclt Kit 

FOR RECEIVING A 9-INCH IMAGE 


Here's a plan for builclivg a “5-inch" television receiver from a standard kit, becoming 
familiar with its operation, and then making the necessary changes so that this basic kit 
may operate a 9- or 12-inch Kinescope! Viewing is thereby greatly improved. It's probably 
the least expensive way so far suggested for obtaining a virtual 9- or 12-inch teleceiver. 


T he writer begs his reader’s indulgence 
for the delay between Part I and this, 
the 2nd part of the series. There was 
a large amount of experimental work 
and an even larger amount of paper work to be done before 
Part II could be released for publication. 

However, the results obtained were even better than had 
been expected and we feel confident that those readers who 
convert their Meissner Kits according to the following in¬ 
structions, will have a fine set; a considerable advance in 
their knowledge of Television technique; and, withal, at a 
cost entirely within reason. (See Part I, Nov. 1939 issue.) 

4 NEW SECTIONS 

The photos above show that 4 new sections have been 
fastened to the main chassis. 

Looking at the set from the front we see on top a wooden 
box which holds the 9-inch tube and deflecting yoke. 

On the right side there is a 2-stage image (pix) I.F. ampli¬ 
fier, and on the left side are the sweep output transformers 
to match the deflecting yoke; we see also, the horizontal 
damping tube, and a row of sweep controls. 

At the extreme rear we have enclosed a high-voltage power 
supply which delivers 7,000 volts at 1 milliampere to the 
9-inch tube. 

Wc wish to point out here that the l^-inch RCA Kinescope 
way be substituted for the 0-inch tube with absolutely no 
electrical changes required! 

Some readers may not care for the given arrangement of 
these 4 sections. It is possible, too, that some readers may 
want to use a 12-inch tube with mirror viewing y which would 
alter the layout. For high-definition television reception it is 
imperative that the wiring and stray capacities be held 


down to an absolute minimum; all unavoid¬ 
able capacities then should be accurately 
known, and counterbalanced if possible. This 
important factor should be kept in mind 
when any alterations in layout are attempted. 

CONSTRUCTION—UNIT NO. I 

Prepare the small image I.F. chassis from the drawing 
(Fig. 2). Drill all holes exactly as shown and have your 
local tinsmith “fold” the bends indicated on the sketch. The 
2 sockets, the 2 image I.F. transformers, and the sound-trap, 
are now assembled. The blue dot on each I.F. transformer 
should point toward the loudspeaker at the front panel. 

The signal sequence is given in Fig. 3; and the schematic 
circuit of the complete image I.F. channel is shown in Fig. 4. 

It will be necessary to drill a '^-in. hole for each of the 
4 grid leads in the side of the main chassis. Next, proceed 
to wire-up the small chassis, leaving the grid wires off until 
the small chassis is fastened to the main chassis. Run a 
twisted pair of filament leads from the Sync. Separator 
socket to the 2 sockets in the small chassis. Run a “B-plus” 
lead from the main chassis to the terminal strip in the small 
chassis and also solder a ground lead from the main chassis 
to the small one. Now solder the grid leads in proper order, 
and as short and direct as possible. The plate leads, the 
grid-return leads, and the grounded connections should be 
checked against the schematic of Fig. 4 and the signal 
sequence of Fig. 3. The values of all resistors must be as 
shown, otherwise the combination of sensitivity, stability and 
band-width will be upset. 

REALIGNMENT—WITH 5-IN. TUBE IN PLACE 

Having completed this stage of the conversion the next 
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step is to realign the image I.F. channel 
while still using the 5-inch tube. Align¬ 
ment of wide-band television I.F. ampli¬ 
fiers is a difficult and tedious task even 
when all necessary equipment is avail¬ 
able, as fortunately it was in the writer’s 
case* 

For example, the development of the 
present circuit required the use of a 
$500 Standard Signal Generator, an 
Impedance Bridge, a sensitive Vacuum- 
Tube Voltmeter, a 10,000-volt Electro¬ 
static Voltmeter, a Television Alignment 
Wobbler, and an Oscilloscope. 

However, the only equipment actually 
required in the realignment process is 
a fairly good shop oscillator, and a 
V.-T.Vm. with low input capacity and 
range from 1 to 10 volts. A few sheets 
of square graph paper should be pre¬ 
pared as shown in Fig. 5. The ideal 
response curve is shown in Fig. 6. Five 
important items should be kept in mind 
during the alignment process: 

(1) Always start aligning at the last 
I.F. stage feeding into the image-detec- 
tor. The V.-T.Vm. is connected between 
ground and the junction of the 2 chokes 
in the image-detector cathode circuit. 

(2) Be sure to disconnect the grid 
lead of the preceding I.F. transformer 
as otherwise resonant effects of the grid 
winding will upset results. 

(3) Measure and maintain a constant 
bias of 2 volts on the stage being 
aligned. 

(4) Maintain the signal generator 


output constant, at say 50,000 micro¬ 
volts, through the range of 7 to 15 me, 
on the stage under alignment. Reduce 
the signal generator outi)ut, from stage 
to stage, but leave the bias setting of 
the I.F. amplifier at 2 volts throughout. 

(5) When through aligning a stage 
reconnect the grid lead and disconnect 
the preceding one. The mixer-tube grid 
must be disconnected and a 10,000-ohm 
resistor connected in series, as described 
in the Meissner instruction sheet. 

ALIGNMENT—WITH 5-IN. TUBE REMOVED 

Since the addition of 2 stages to the 
image amplifier modifies the band-width 
to 4 megacycles the following details 
must be strictly adhered to. 

(1) Disconnect the high-voltage pri¬ 
mary and remove the 5-inch tube. Place 
the set upside-down on the work-bench. 
Do not align the set on a metal surface 
such as a kitchen table. 

(2) Connect the V.-T.Vm. across your 
shop oscillator (previously warmed up) 
set at 11.5 mc„ and adjust the attenua¬ 
tor to 100,000 microvolts (e<iual to 0,1- 
volt) as indicated on the V.-T.Vm. Now, 
shift the frequency of the oscillator 
from 8.25 me. up to 14.25 me., and note 
where the oscillator output varies, and 
how much. It will then be necessary to 
check, and set, the oscillator output each 
time the frequency is shifted. 

Having re-set the oscillator to 11,5 
me, and 100,000 microvolts, shift the 
(Continued on fofloiving page) 
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{C(i}iti}und from prccrdhuj pdge) 
V.-T-Vni. to the junction of the 2 chokes 
(No. 15-7501) and chassis. The oscilla¬ 
tor is fed to the f^rid (No. 4 pin on each 
socket) of the 4th image-amplifier tube, 
connect a 5,000-ohm resistor from grid 
to chassis, temporarily. The ceramic 
trimmer is loosened all the way on the 
5th image I.F. transformer, and the 
plunger screws are turned all the w’ay 
out, until a single peak is obtained at 
11.5 me. Note the V.-T.Vm. reading, 
and mark the graph paper at 11.5 me. 
and 100 per cent. Now, shift the oscilla¬ 
tor frequency to 9 me., set the attenua¬ 
tor at 100,000 microvolts, and slowly 
screw-in the ceramic trimmer until the 
V.-T.Vm. reads as before. We now have 
2 peaks in the resonance curve; the val¬ 
ley between peaks is found by shifting 
frequency from 9 to 10 me., noting the 
reading on the graph, shifting from 10 
to 11 me., and marking the graph, and 
finally, shifting to 11.5 me. When the 
2 peaks have been made equal the align¬ 
ment of this stage is completed. 

Disconnect the oscillator and 5,000- 
ohm resistor, reconnect the grid lead, 
and disconnect the grid lead on the 3rd 
image-tube. Connect the 5,000-ohm re¬ 
sistor from grid to chassis as before. 
Reset the oscillator output to 50,000 
microvolts and the frequency to 11 me. 


Loosen the ceramic trimmer on the 4th 
image I.F. transformer and turn the 
plunger screws about half-way in until 
one peak shows at 11 me. Shift fre¬ 
quency to 9.5 me. then slowly screw-in 
the ceramic trimmer until the same 
reading appears at 9.5 me. The overall 
graph will show about 15 per cent dip 
in the valley between peaks. The align¬ 
ment of this stage is now done. 

We shift now to the 3rd image I.F. 
transformer and 2nd image-amplifier 
tube. Proceed as before, but reduce the 
oscillator output to 25,000 microvolts. 
Turn the ceramic trimmer out all the 
way and the plungers nearly all the 
way in. Set the oscillator to 10.5 me. 
and obtain maximum reading on this 
peak. Screw-in the ceramic trimmer and 
obtain the same reading at 9.5 me. The 
valley between peaks is now wiped-out 
and the response should be flat, or near¬ 
ly flat, between 9 and 11.5 me. 

We proceed now to the 2nd image 
transformer and 1st image-amplifier 
tube. Set the oscillator to 12. me. and 
10,000 microvolts. 

Incidentally, in order to reduce atten¬ 
uator output and still get fair accuracy, 
use a voltage divider consisting of a 
900-ohm and 100-ohm carbon resistor 
across the output posts. This wdll reduce 
the input voltage to the set to a value 


1 10 that across the attenuator posts 
at the generator. Thus when the 
V.-T.Vm. reads 0.1-volt across the total 
resistance, the voltage at the junction 
of the 2 resistors will be 0.01-volt. 

Unscrew the ceramic trimmer all the 
way, and unscrew the plungers %-out, 
iinlil one peak shows at 12 me. Screw-in 
the ceramic trimmer until the 2nd peak 
appears at 8.75 me. 

Now take an overall response curve 
from 8 me. to 14 me., in 1-mc. steps, on 
the graph paper. 

The curve should show 50 per cent 
response at the carrier frequency of 
12.75 me., 100 per cent response at 11.5 
me. straight across up to 8.75 me., and 
drop abruptly to zero at 8.25 me. The 
sound-trap should be set for maximum 
attenuation at 8.25 me. and the adjacent 
channel-trap set for maximum attenua¬ 
tion at 14.25 me. Slight retouching of 
the plunger screws may be necessary to 
get the best response curve. In this re¬ 
spect a graph record of each stage’s 
response would he helpful in locating 
the w^eak point on the curve and the 
proper plunger to adjust. The alignment 
of the image I.F. channel is now com¬ 
plete. Where do we go from here? Next 
is the comparatively simple job of align¬ 
ing the sound I.F. channel. 

(Co)ttinned on page 554) 
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SOUND ENGINEERING 

and ^eXi^ica 

7ot }2&dio- ^Xa^t Sulf±cxilteX5 

Conducted by A. C. SHANEY 

^ This department is being co7iducted for the benefit of Radio-Craft 
subscmbera. All design, cfigiiiccring, or theoretical questioria relative 
to P.A, installations, sound equipment, audio amplifier design, etc., will 
be answered in this section. (Note: when questions refer to circuit 
diagrams published in past issues of technical literature, the oHghial, 
or a copy of the circuit should be supplied in order to facilitate reply,) ^ 



No. 3 
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The Question . , , 

I have an amplifier which I wish to 
rebuild to one of higher pain and with 
more inputs, without addinp too many 
transformers. 

Will you kindly send me a sketch cov¬ 
ering this. I wish three microphone in¬ 
puts and one phono and would like to 
use 3 6SJ7 tubes in the 
input stage, followed by 
6N7*s or 6Y7's, and in 
the final, 6L6's. 

What would be the 
best inexpensive output 
meter for above, for use 
across a 500-ohni line? 

M. H. Candee, 

Can dee Radio Shop, 

Pasco, Wash. 

The An.stver , . . 

Figure 1 gives a cir¬ 
cuit diagram of a 9- 
tube, 25 watt, high- 
fidelity amplifier, which 
fulfills your require¬ 
ments. Three 6SJ7^s are 
used for microphone preamplifiers. Two 
6SC7's are used for electronic mixers 
for the 3 microphones, as well as for 1 
phonograph input, A CN7 balanced in¬ 
verter provides a push-pull signal for 
a pair of 6L6G output tubes. 

It will be noted, that a no-bias cir¬ 
cuit is employed in the input stage. This 
circuit eliminates the necessity of using 
cathode resistors and bypass condensers. 
It also eliminates all sources of hum 
associated with the use of these com¬ 
ponents. 

The 4-position electronic mixer pro¬ 


vides for independent control for cech 
one of the 4 inputs without affecting 
any of the others. 

It will be noted that a master volu ne 
control is incorporated ahead of the 
grid of the 6N7 inverter. The self-bal¬ 
ancing inverter employs feedback i)y 
using a common grid-return resistor in 
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the 6L6G grid circuits, A 30-mf. by¬ 
pass condenser should be conneited 
across the 250-ohm bias resistor and 
output stage. This considerably re¬ 
duces 3rd-harmonic distortion. 

The tone contiol circuit is of a nc vel 
nature, in that it is in the feedback :ir- 
cuit. It will be noted that when the 
0.003-mf. condenser is placed at gro md 
potential through the 2-meg control, 
part of the high frequencies from the 
feedback circuit are shunted to groi, nd. 
As less high frequencies are fed b;.ck, 
the higher-frequency response of the 


amplifier is increased. Similarly, when 
the control is set at the opposite end, the 
0.003-mf. condenser bypasses the 1.5- 
megohm feedback resistor to increase 
the amount of high-frequency feedback, 
which, in turn, cuts the high-frequency 
response of the amplifier, 

A separate 6-volt IV^-amp. filament 
winding is employed to heat the three 
6SJ7*s and two 6SC7^s, It will be 
noted that one side is grounded, as 
this arrangement produces less hum 
than the conventional center-tap-to- 
ground circuit. 

Complete informa¬ 
tion on how to make a 
calibrated volume indi¬ 
cator, will be found in 
the December, 1939, 
issue of Radio-Ci'aft, 
pg. 343, ‘*How to Add 
1 to 14 Modern Fea¬ 
tures to the All-Push- 
Pull Direct-Coupled 30- 
watt P.A. Amplifier." 

The Question . . . 

As per your an¬ 
nouncement in Novem¬ 
ber Radio^Craft, I am 
submitting my P.A. 
headache. 

I own a United Sound 
Engineering amplifier, rated at approx¬ 
imately 30 watts, I am unable to give 
you a circuit diagram of this model, as 
the original manufacturers are no 
longer in business. 

The main kick on this amplifier is 
lack of gain. I understand this job never 
had sufficient gain and I would like to 
know if there is some more or less sim¬ 
ple method for increasing its gain, 

I can get pretty good results if the 
gain controls are on full, but this, also, 
increases hum, so that it is very 
(Conthmed o^i jyage 569) 
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NEW CIRCUITS 

IN MODERN RADIO RECEIVERS 



The details of the modern radio receiver circuits that make 
them “different” from previous designs are illustrated and 
described each month by a well-known teclmician. 

F. L. SPRAYBERRY NUMBER 30 


III TUNING INDICATOR FOR FREQUENCY 
MODULATION RECEIVER 

Stromberg-Carlson Model 480—(Fig. 
1). For an R F, or !,F, ttigual of coh- 
atajit intensity such a.s wc are dealing 
loitk keri\ obviously ue cannot use the 
itstuil type of resonance indirttfcyr. An 
ryitircly new and novel approach to this 
}frobl€i)i has been used in this receiver. 
The circuit is shown in Fig, 1, 

In accordance with the operation of 
the usual frequency discriminator cir¬ 
cuit, the ungrounded cathode, U, of the 
6H6 discriminator will remain at 
ground potential at exact resonance, 
will become positive as the I.F, signal 
falls below resonance with the circuit 
and will become negative as the LF, 
signal rises above resonance of the cir¬ 
cuit. Although in a frequency modula¬ 
tion receiver the fre<iuency is rapidly 
shifting through wide values, the aver¬ 
age voltage at U will l)e zero only when 
the tuning is correctly centered with 
respect to the signal. 

While the A.F. is taken from this 
point, there is also added a filter for 
the resonance indicator circuit. This 
filter consists of R and C. Point V is 
therefore at the average potential of U, 


the A.F. being filtered out. 

When the signal is above resonance 
of the I.F. amplifier point V becomes 
negative with respect to ground causing 
conduction in diode D1 and Kl resulting 
in point W becoming negative by the 
drop across Rl. Grid W of the 6P’8G 
becomes negative likewise and point Z 
of the 6F8G loaded plate becomes more 
positive. The ray control electrode in one 
side of the 6AF6G ray control tube is 
connected at Z and the shadow angle in 
one side of it decreases. 

With the signal below resonance of 
the I.F., point V will have a positive 
D.C. value causing conduction through 
D2 and R2. making point X positive, by 
the drop across R2 and the X grid of 
the 6F8G likewise positive, being in 
the 6F8G triode having no plate load, 
an increasing current will be drawn 
through R3 making point Y more posi¬ 
tive; and with the W grid of the 6F8G 
unchanged here, the plate current of 
the loaded 6F8G triode will reduce as 
before with the potential of Z increas¬ 
ing, and the same shadow angle re¬ 
ducing. 

At resonance, V will be at zero, caus¬ 
ing zt*ro voltages at W and X an<l a 


minimum voltage at Z with a corre¬ 
sponding maximum shadow angle. The 
other ray control electrode is used for 
indicating resonance in the amplitude 
modulation receiver. 

(2) EFFECTIVE HUM CONTROL IN A.C.- 
D.C. SETS 

Emerson Models CU-2Br>, CULW-261- 
262-265 and 274—(Fig, 2). An effective 
mea 7 i 8 of diminishing hum in these re¬ 
ceivers is employed through introducing 
the hum compone^it into the detector 
grid so that the amplified component 
will appear in reverse phase at the out¬ 
put. 

The circuit as in Fig. 2 consists of a 
capacity-resistance divider C-R which 
introduces approximately 1/7 of 1% 
(about l/600th of the total hum com¬ 
ponent from the rectifier cathode into 
the detector grid. This hum component 
is amplified approximately 600 times by 
the 12SF5GT and 50L6GT and its phase 
is reversed twice (once by each tube), 
so that at the output plate it is again 
in the same phase as at the rectifier 
cathode. Since we have a hum com¬ 
ponent at the 50L6GT plate of the same 
(Continued on page 549) 
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SERVICING PUZZLERS 

Sol^red. tka tlie oj^ “teli ^^ulpmant 


• Poor Tone Quality. A Westinghouse 
WR 116 was brought in with poor 

quality of tone, with all voices raspy 
arid guttural. After tubes and voltages 
were checked, all bypass, filter and 
coupling condensers were disconnected 
and checked. Since this set is A.C.-D.C, 
the chassis is isolated from the “live*’ 
circuit, yet a careful measurement with 
a Weston Model 772 Analyzer showed 
approximately 0.5-volt D.C. from chassis 
to “B-” leg. The D.C. resistance was 
600,000 ohms and careful tracing showed 
the leakage to be caused by a cardboard 
filter condenser covering having ab¬ 
sorbed moisture, allowing a leakage 
path to chassis. This trouble would not 
have been located with an old-type volt- 
ohmmeter. 

Walter A. Cobb 

• Intermittent Drop in Volume. A GE 
M-81 receiver used in a sick-room 

was received for test, to be returned the 
same day. Intermittently, the radio set 
would drop in volume. On the slightest 
provocation, such as a static impulse or 
the contact of the test leads, the set 
would snap on and play perfectly for a 
long time. This condition made ordinary 
test methods impractical. The only solu¬ 
tion was to let the set operate with an 
oscillator feeding the input and a V.T.- 
VM. progressively connected to the vari¬ 
ous circuits to determine if the signal 
voltage at any point would drop simul¬ 
taneously with the drop in volume when 
the set acted-up. 

The first time the set dropped in 
volume, the V.T.-VM. was connected 
across the volume control and no deflec¬ 
tion was noted when the receiver 
dropped in volume. This localized the 
trouble to the A.F. end. The only time 1 
would devote to this set was when the 
audio signal in the speaker would drop. 
The following was the result of the read¬ 
ings taken at the intervals of volume 
decrease: Volume control—no change; 
grid of 75 tube—no change; plate of 75 
—change. The test also showed no A.C. 
voltage across the cathode resistor un¬ 
til a drop in volume would occur, in¬ 
dicating an intermittently-open 10-mf. 
cathode bypass condenser. 

A. R. Davidson 

• Intermittent Fading. A Majestic 200 

receiver was brought in for fading. 

operating for days at a time, and then 
fading for a like period. All tubes, cou¬ 
pling and screen condensers were checked 
and found OK, No voltage changes on 
the fade. Finally a high-resistance volt¬ 
meter showed an intermittently-open 
A.V.C. condenser located on top of one 
of the shielded coils. 

J. D. Harrington 

• Insensitive on Sections of Shortwave 

Band. A Philco 116 X receiver was 


No. 3 


Jh the rerent U'^eston Contest, in 
reiehration of the 50th Anniversary of 
if eston Electrical Instrument Corp,, 
on “//oic Modern Test Etjuipment 
Helped Me Solve o Difficult Servicing 
Problem** many letters were submitted 
tchich have general interest as typical 
of today*s servicing retjuirements, A 
third group of letters is presented here 
in the form of servicing notes which 
may prove of value in enabling the 
Serviceman to obtain the greatest pos^ 
sible usefulness from his test equips 
ment. 


found to be very insensitive on sections 
of the shortwave band. All the voltages 
and resistances were checked with the 
factory wiring diagi am and found with¬ 
in normal limits. Alignment of the set 
was tried, hut still it would not function 
properly. Condensers were checked and 
found OK. A sensitive ohmmeter was 
used to locate a high-resistance leak, 
caused by humidity, in the tuning con¬ 
denser from the stator of the oscillator 
plates through the insulators to the 
ground. 

Robert H. Douglas 

• Fading After Short Operation. The 
radio set under consideration was a 
Fada 42. Fading persisted after check¬ 
ing of usual parts causing such trouble. 
A Weston Model 772 Analyzer was used 
for checking of all tube voltages and 
currents. (The set uses a 21-type diode 
detector with a detector amplifier, for 
A.V.C. action on the R.F.) 

Readings showed that the A.V.C. tube 
current increased gradually after the 
set was turned on, and the controlled 
R.F. bias increased with this A.V.C. 
action. Also, the filament voltage on all 
tubes was slightly high. After recheck¬ 
ing resistors for change in value, the 
filament voltage was considered. 

In this section, line voltage runs about 
130 V., A.C. The transformer voltage 
switch was in the High position so 
there should have been no trouble from 
that source, but the low scale of the 772 
ohmmeter showed less than J4-ohm 
across the switch terminals. The low- 
voltage tap was disconnected from the 
switch and the fading ceased. The switch 
was shorted internally. 

My theory is that the high filament 
voltages increased the signal through 
the R.F. tubes to the A.V.C. tube and 
also caused the A.V.C. tube to ab¬ 
normally bias the controlled tubes be¬ 


cause of the greater rectified current as 
the cathodes heated. 

Howell B. .\xtell 

• No Volume; and Distortion. This com¬ 
plaint was mai!e on an older radio 

set, a Model 290 Majestic having A.V.(\ 
and interstation noise suppression. A 
quick check with a 1000 ohms/volt meter 
revealed that the coupling condenser be¬ 
tween the 57 1st audio and the type 47 
output tubes was leaking. After replac¬ 
ing the condenser, the set played just 
about the same as before. 

Further voltage measurements in- 
dicate<i very little due to the high- 
resistance circuits employed in detector 
and A.V.C. One clue to the trouble was 
apparent when the volume control was 
advanced from minimum to maximum. 
At or near minimum the set played 
weakly, but as the control was ad¬ 
vanced, the signal disappeared entirely. 
In circuits of this t>T)e, where the aver¬ 
age meter renders any reading useless 
because of the comparatively large cur¬ 
rent necessary to operate the meter, 
the use of a supersensitive voltmeter is 
imperative. 

The sensitive meter immediately 
showed that the type 57 1st audio grid 
voltage assumed a higher negative bias 
as the volume control was advanced. 
Finally this voltage reached a value 
suflicient to bias the tube to cutoff. 
Actually the faulty part was the cou¬ 
pling condenser between the 2d-detector 
diode load resistor and the 57 tube's 
grid. The condenser was leaking enough 
to impress a negative potential from the 
A.V.C. buss on the 1st audio grid. 

John W. Nicholls 

• Occasional Popping Noises. An RCA 
281 was brought in with an unusual 

complaint of occasional popping noises 
at infrequent intervals sounding like 
static discharges from metal structures 
to ground. 

After isolating to A.F., I applied A.F. 
surges (400 cycles) stage by stage, 
noting output on a db. meter. It proved 
to be the driver transformer which oper¬ 
ates with no D.C. in primary. The A.F. 
is fed through coupling transfer con¬ 
densers from preceding stages. Putting 
D.C. through the primary, an ma. 
meter gave another check showing in¬ 
termittent jumps in current. 

Omar A. Bean 

• Weakening Volume Until Signal In¬ 
audible. After about 5 minutes of 

normal operation, a Philco 37-116 re¬ 
ceiver would begin to weaken in volume 
until the signal became inaudible. Re¬ 
tuning would bring in the signal, though 
several kilocycles off calibration. This 
peculiarity would develop only on the 
Broadcast band with the Magnetic Tun¬ 
ing switch in the “off*' position. All 
(Continued on page 575) 
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RECENT ADVANCES IN 

Within the past year several marked advances in oscillator design— 
mg in frequency stability heretofore obtainable only with elaborate 
yond the scope of most experimenters and Servicemen. Three 


T hree especially notable advances 
in oscillator design will be described 
with the thought that they will be 
of service whenever a source of 
radio or audio frequency voltage hav¬ 
ing improved stability from frequency 
drift is required, such as in superhet. 
receivers, service oscillators, beat-fre¬ 
quency oscillators, electronic musical in¬ 
struments, amateur radio stations, etc. 

LAMPKIN "RELATIVE IMPEDANCE" 
OSCILLATOR 

Circuit No, 1.—The 1st development 
to be considered is generally attributed 
to G. F, Lampkin, though his work is 
supplementary to that of F. B, Llewel¬ 
lyn who is responsible for much of the 
basic research in stabilized oscillators, 
Mr, Lampkin’s development is de- 



C W. PALMER, E.E. 

pendent upon well-known principles of 
the relative inagnitades of imjyedances 
in tube circuits. In the Proceedhigs of 
the LR,E\ for March 1939 he explains— 
useful concept in regard to stability 
of oscillators is that of relative im¬ 
pedances, An oscillator in general con¬ 
sists of a tube exciting a tuned circuit. 
The frequency of oscillations depends 
upon the net impedances of the tube 
and circuit in combination. The imped¬ 
ance of the tuned circuit itself very 
nearly can be fixed, since it depends 
chiefly on physical dimensions. Then any 
method which will minimize the imped¬ 
ance of the tube relative to that of the 
circuit will result in greater stability. 
This will be true for variations from 
tube to tube, for variations in a given 
tube due to changes in temperature, 
operating voltages, physical dimensions, 
and aging, and for variations in load 
applied through the tube,*' 

The above concept can be applied 
directly to most crystal-controlled oscil¬ 
lators in which the crystal functions at 
series resonance. The tube capacity lies 
in series with, and is several hundred 
times larger than the equivalent reso¬ 
nant capacity of the crystal. Any change 
of capacity in the tube appears, in the 
combination, reduced by the ratio of 
crystal-to^tube capacity and thus can 
vary the oscillation frequency only 
slightly. In the well-known hi-C oscilla¬ 
tor, the tube capacity is eflfectively in 
parallel with a much larger lumped 
capacity so that changes in the tube are 
a relatively small part of the whole. 

In Figs, lA and IB are shown meth¬ 
ods whereby the tube impedance may 
be reduced relative to the circuit im¬ 
pedance, In lA is shown a Hartley-type 
oscillator, with one side of the circuit 
grounded and the tube connected across 
the entire circuit in the usual way. In 
IB the tube is tapped down into the coil 
and includes only a portion of the cir¬ 
cuit, For the circuit of Fig, lA the fac¬ 
tor (N2/N1)3 is equal to unity (1), In 
Fig, IB the same quantity can become 
as small as 0,05, The reduction applies 
not only to temperature effects but in 
general to all influences of the tube on 
the oscillator frequency. 

As the tube is tapped down into the 
coil a point is reached where it tends to 
take off into parasitic oscillation at a 
frequency determined by the inter-ele¬ 
ment capacities and the included turns 
(only a part of the coil). Such oscilla¬ 
tions can effectively be suppressed if a 
non-inductive resistance having a low 
distributed capacity is connected in the 
grid or plate circuit of the oscillator. 


It should be located close to the tube. 
The best value ranges from 50 to 26,000 
ohms depending upon the frequency and 
circuit conditions, 

BRUNETTI "TRANSITRON" OSCILLATOR 
Circuit No, 2,—The 2nd development 
to be described is a new circuit known 
as the “transitron” oscillator. This os¬ 
cillator is similar in many respects to 
the dynafron or secondetry-emission os¬ 
cillator which found favor a few years 
ago in radio receivers and testing equip¬ 
ment. 

The trouble with dynatron oscillators 
was that they varied with aging of 
tubes. The result, of course, was varia¬ 
tion in calibration over a period of time 
and eventually complete failure of the 
oscillator when the secondary emission 
from the plate dropped below a certain 
critical value. 

In describing the “transitron” oscilla¬ 
tor in the Proceedings of the LR,E, for 
February 1939, C, Brunetti explained 
the following facts—“The solution of 
the difficulty with dynatron oscillators 
was supplied with the introduction of 
the triple-grid tube employing negative 
transconductance but it appears that 
not all are aware of this. It is the 
logical tube to replace the dynatron 
since it has all the advantages of the 
latter without the disadvantages. It 
possesses essentially the same type of 
negative-resistance characteristic as the 
dynatron but has the advantage in that 
its characteristic is independent of sec¬ 
ondary emission and remains practically 
constant throughout the life of the tube. 
To this similarity may be added the 
convenience that with only a slight 
modification of the circuit any triple- 
grid tube if originally employed as a 
dynatron may be converted to one dis¬ 
playing negative transconductance,” 

A type 58 variable-mu pentode con¬ 
nected as a transitron is shown in Fig, 2, 
The voltage Vg is chosen so as to make 
grid No. 3 negative with respect to the 
cathode. Electrons attracted by the high 
positive potential of grid No, 2 (virtual 
anode) are repelled by the negative 
potential of grid No. 3, Thus grid No, 3 
with its retarding field acts as a virtual 
cathode, A slight negative increase in 
voltage across terminals A and B is 
transmitted simultaneously to both the 
virtual anode and grid No. 3 causing 
the latter to repel more electrons and 
the net current to the virtual anode to 
increase. The transconductance between 
grid No, 3 and the virtual anode is 
therefore negative, 

A current-voltage curve for the cir¬ 
cuit of Fig. 2 is shown in Fig. 3, If the 
voltage V2 is set at 86 volts a direct 
current of 5 milliamperes will flow. This 
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OSCILLATOR CIRCUITS 

one of radio’s bases—have been made in research laboratories resuli- 
])iezocryslal setups, combined with compensating networks far be- 
espccially notable advances in such oscillators are here described. 


is illustrated by point 0 which is cal loti 
the “operating point.” At this point the 
slope of the characteristic curve is fairly 
constant and negative, A small alter¬ 
nating voltage applied across A and B 
will cause an alternating current to flow 
180 degrees out of phase with the volt¬ 
age. This indicates that the voltage is 
working into a negative resistance. 

By applying a small negative bias to 
grid No, 1 the total current flow to the 
anode may be controlled and the nega¬ 
tive slope of the current-voltage char¬ 
acteristic may be varied. An increase 
in negative bias will cause a decrease 
in the slope, A more practical circuit 
than that shown in Fig, 2 may be had 
by replacing the bias between grids Nos, 
2 and 3 with a large condenser as in 
Fig. 3. The bias for grid No. 3 is then 
supplied directly from the cathode 
through the high resistance (1 megohm) 
in the circuit. 

If a condenser in parallel with an 
inductance and its associated resistance 
is connected across terminals A-B of 
Fig, 2 the circuit will oscillate. Oscilla¬ 
tions in the parallel “tank” circuit will 
begin when the quantity h/\iC is just 
equal to the reciprocal of the sloi)e of 
the current - voltage characteristic at 
the operating point. The quantity L/RC 
is approximately the parallel impedance 
of the “tank” or tuned circuit at the 
frequency of oscillation. 

Under normal conditions the transitron 
oscillator will not experience changes 
in frequency of more than a few hun- 
flredths of 1 per cent for relatively large 
variations in the “B” voltage if the 
change in the tube capacity is negligible. 

“A typical set of experimental data 
showing the operation of the transitron 
oscillator i.s given in Table I, These data 
are obtained using a type 58 tube with 
Vp^ll volts, V2 —100 volts, Vg— -10 
volts; Cl=0.1-nif. and Rl = l meg. Volt¬ 
age V2 is chosen so that the operating 
point falls near the center of the char¬ 
acteristic. The No. 1 grid is tied to the 
cathode. The anode and plate direct cur¬ 
rents do not exceed 3 milliamperes. The 
minimum value of negative resistance is 
-2800 ohms.” 

“The upper frequency limit shown in 
Table I does not represent, by far, the 


highc.st frequency obtainable. It repre¬ 
sents only the highest frequency at 
which a good waveform still obtains as 
shown by insi>ection on an oscilloscope. 
In all cases the ratio Dz=L/C is less 
than 30,000,000. If a good waveform 
were not a prerequisite the upper fre¬ 
quency limit could be extended consider¬ 
ably into the R.F. region, with the 
coils of Table I by additional reduction 
of C. If a good waveform is desired at 
still higher frequencies it is necessary 
only to decrease both L and C to keep 
the ratio L/C from becoming too large. 
With ordinary tubes the transitron os¬ 
cillator will produce oscillations from 
the lowest audio frequency to about 
20 mega cycles! With the type 954 acorn 
this range may be extended at least 2 
or 3 times.” 

Transitron action may be obtained 
with any ordinary 3-grid tube. Some 
other suitable types are; 57, 58, 59, 89, 
flCfl, 6J7 and 6K7. 

The magnitude of condenser Cl is 
governe<l only by the requirement that 
its reactance at the lowest frequency be 
small in comparison with Rl. The value 
of Rl may be any value larger than 
1 meg., though very good results may 
be had if its value is kept less than 10 
meg.s. Condenser Cl may also have any 
value from 1 mf. to 100 mmf., depend¬ 
ing upon the desired frequency range. 

MEACHAM ’ WHEATSTONE BRIDGE* 

OSCILLATOR 

Circuit No. 3.—The 3rd constant-fre¬ 
quency o.scillator is attributed to L, A. 
Meacham of Bell Telephone Labs., and 
was described in the Hell System Tech- 
mcal Journal for Oct. 1938. It consists 
of an amplifier combined with a Wheat¬ 
stone bridge as shown in Fig. 5. 

The amplifier output is impressed 
across one of the diagonals of the bridge 
and the unbalance potential, appearing 
across the opposite diagonal is applied 
to the amplifier input terminals. One of 
the 4 bridge arms Rl is a thermally-con¬ 
trolled resistance; 2 others, R2 and R3, 
are fixe<i resistances; and the 4th is a 
quartz crystal suitable for operation at 
its low impedance or series resonance. 
A coil and condenser in series could be 
substituted, and even a parallel res¬ 


TABLE I 



L 

R Range of C 

Frequency Range 

L 

L 

Coil 

(Henries) (Ohms at C. CMin, 

Low 

High 

Max. 

(X!0^) 



low freq.) (C in mmf.) 

(kc.) 

RC 

C. Min. 






(C in mmf,) 

1 

6.00 

200 9.00 0.200 

2 :\ 

159 

2,780 

2B.0 

2 

0.506 

30 6.00 0.020 

91 

1,580 

2,810 

25.3 

3 

0.301 

120 0.90 0.016 

300 

2,292 

2,790 

18.8 

4 

0.0285 

18 0.56 0.001 

1,270 

29,800 

2,830 

28.5 
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onance circuit (coil and condenser in 
parallel) might he used by exchang¬ 
ing its position in the bridge with R2 
nr \i:l 

In order that the circuit may os¬ 
cillate, a slight unbalance is required. 
Accordingly Rl must be given some 

R2.R3 

value slightly smaller than - so 

R4 

that the attenuation through the bridge 
is just equal to the gain of the ampli¬ 
fier. 

It is evident that if all the bridge 
arms had fixed values of resistance the 
attenuation of the bridge w^ould be very 
critical with slight changes in any arm. 
The thermally-controlled resistance Rl 
eliminated this difficulty. This arm has a 
large positive temperature coefficient of 
(Confhiued on page 569) 
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SERVICING "ORPHANS" 

Even experienced Servicemen occasionally are stumped by the problem of servicing a 
products of companies now out of business; private-brands”—radio sets for which the 
marking on the set; or perhaps “loft” receivers—sets manufactured by small cenn- 
or even ‘‘custom-built” or “special” sets. It is the problems that may arise in connection 


CHARLES R. LEUTZ 


P RESENT-DAY radio receiver serv¬ 
ice practice calls for the use of 
service manuals to locate the exact 
wiring diagram of the set involved. 
Provided with a wiring diagram and a 
reasonable amount of service equipment, 
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the average radio technician has little 
difficulty restoring a standard receiver 
to its original operating condition. In 
following this practice day in and day 
out the Serviceman finds that the inevit¬ 
able schematic becomes a necessity and 
unless it is available the proper service 
procedure is not instantly apparent. 

For example there are receivers man¬ 
ufactured by major companies but mar¬ 
keted under private brands; also so- 
called *fioft” receivers manufactured by 
smaller companies on contract; also 
numerous custom-built or special receiv¬ 
ers, any one of which may be brought 
in for service and the service manual 
or wiring diagram not immediately 
available. 

To service such receivers, the Service¬ 
man needs a fair knowledge of the fun¬ 
damentals common to all radio receivers 
regardless of type or manufacture. 
Standard service practice calls for re¬ 
storing the circuit to its original condi¬ 
tion and little thought given to the 
possibility of simple changes that will 
add improved operation and eliminate 
frequent disability. With few exceptions 
broadcast receivers are manufactured to 
a certain minimum cost and that calls 
for low safety factors of critical parts 
and sacrifice of desirable features in 
many instances. The Serviceman coming 
in close contact with his customers can 
often point out the advisability of 
changes or improvements versus simple 
repair of one defective part, a procedure 
that will add profits to the till. 

The purpose of this article is tivo~ 
fold, first it gives fxdl information rc- 
garding the proper method of sei'vicing 
“odd” rcceivters, or as a matter of fact 
any receiver, without the use of a dia¬ 
gram. or service manual. Secondly, the 
same information tvill be fotoid useful 
hi improving radio receivers during the 
servicing operations. 

EQUIPMENT 

The following minimum service equip¬ 
ment should be available: 

(1) Tube-Tester. 

(2) Combination A.C.-D.C. Voltme¬ 
ter, D.C. Milliammeter and Ohmmeter 
(the latter feature is also available for 
continuity tests). 

(3) Pair of Headphones. 

The following additional equipment is 
desirable, and given in the order of 
importance: 

(1) Signal Generator. 

(2) Condenser Tester. 

(3) Vacuum-Tube Voltmeter. 


BASIC CIRCUITS 

Basically, all radio broadcast receiv¬ 
ers and their circuits are essentially the 
same in that they employ (1) radio¬ 
frequency amplification; (2) rectifica¬ 
tion; (3) audio-frequency amplification; 

(4) a loudspeaker; and, (5) a power 
supply. Factors 1, 2, 3 and 4 are common 
to both tuned-radio-frequency and super¬ 
heterodyne receivers, and the latter also 
calls for additional radio-frequency am¬ 
plification at an intermediate frequency 
in conjunction with 1 of 3 oscillator- 
mixer methods, viz: 

(1) A Mixer tube, either a triode, 
tetrode or pentode, and an Oscillator 
tube; the oscillator and signal voltages 
are applied to the same grid. The 2 
circuits may be coupled by a condenser 
(capacity-coupled, through C4) as 
shown in Fig. lA; or they may be induc¬ 
tively-coupled by suitable mechanical 
relation of the inductances LI and L2, 
L3. This method was very common prior 
to the introduction of special tubes for 
this application. 

(2) A Pentagrid Converter Tube may 
be used, wherein the oscillator tube and 
mixer tube are combined in 1 shell and 
the 2 circuits electron-coupled, as shown 
in Fig. IB. 

(3) A Pentagrid Mixer (especially 
designed for shortwave or all-wave cir¬ 
cuits), having 2 separate control-grids, 
1 for the R.F. signal and 1 grid for the 
oscillator voltage, and used with a 
separate oscillator tube, as shown in 
Fig. 1C. 

While on the subject of oscillators, 
it is well to point out there are prac¬ 
tically only 2 types of oscillator-coils 
used, one without a tickler winding and 
the other with a tickler winding, these 
are shown in Figs. ID and IE. The cir¬ 
cuit in Fig, ID, without the tickler, 
oscillates due to capacity feedback across 
the padding condenser Cl, and is used 
principally for the broadcast band or 
lower frequencies. For the shortwave 
bands, the tickler method (Fig, IE) 
gives more stable operation, especially 
on the higher frequencies and is pre¬ 
ferred and used for that reason. Tests 
and adjustment to mixer-oscillator cir¬ 
cuits will be described further on in this 
article. 

CIRCUIT FEATURES 

Aside from the fundamental circuit 
divisions previously mentioned, various 
receivers include one or more features 
developed in recent years including auto¬ 
matic volume control; automatic fre¬ 
quency control; noise limiters; signal 
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PRIVATE-BRAND SETS 

receiver for which they can find no diagram. Such receivers may be so-called “orphans ”— 
dealer has no diagram, and the manufacturer of which cannot be determined by any 
panies on contract and having circuits that may vary during the run of the contract; 
with receivers of these types which Mr. Leutz analyzes in detail m this useful article. 

PART I 


(gain) limiters; volume expansion for 
record reproduction; devices to regulate 
selectivity, sensitivity, audio volume and 
audio characteristics, etc. Initial discus¬ 
sions will be confined to basic circuit 
factors. 

HOW TO START? 

There are 2 approaches in starting 
on a defective receiver, the proper one 
depends entirely un how thoroughly the 
customer wants the receiver serviced and 
his willingness to pay accordingly. If 
the repairs and repair costs are to be 
confined to the single defect involved, 
the difficulty may be located promptly 
in many instances without elaborate 
meter tests. The tubes are checked, re¬ 
placed where necessary and the set 
placed in operation. Under these circum¬ 
stances experience is often useful in 
quickly determining the source of trou¬ 
ble, and the correct procedure has been 
previously described in the August and 
October, 1939, and the January, 1940, 
issues of Radio-Craft under the title 
^‘Emergency Servicing Without Test 
Meters.” 

The second approach, where the owner 
requires a Ist-class repair job, and will 
pay a fair price accordingly, calls for a 
systematic check of the complete receiv¬ 
er. An efficient procedure is as follows: 

1. Check ami test all tubes, making 
replacements where necessary. 

2. Test loudspeaker circuit; resistance 
and continuity of the electrodynaniic 
speaker field; the i-esistance and con¬ 
tinuity of the speaker voice coil, and the 
output transformer voice winding, in¬ 
dividually, by disconnecting one from 
the other. Test for grounds or high- 
resistance leakage between the speaker 
field, voice coil and transformer voice 
coil winding to ground. While testing 
the continuity of the voice coil, the coil 
itself should be moved back and forth 
vigorously to determine that the flexible 
leads to the voice coil are not partially 
broken. Check the mechanical clearance 
between the voice coil and pole piece. 

3. Check the power supply, which may 
utilize one of the following systems: 

(a) Transformer, and either full- 
wave or half-wave rectifier tubes, 
as shown in Fig. 2A. 

(b) Transformerless, A.C.-D.C. sys¬ 
tem, with series filaments and a 
rectifier; see Fig. 2B. 

(c) A Voltage-Doubler Rectifier Cir¬ 
cuit, per Fig. 2C. 

(d) A Vibrator Power Pack, per Fig. 
2D. 


(e) Batteries. 

(f) A Motor-Generator, Dynamotor 
or Rotary Converter. 

POWER SUPPLIES 

A large majority of all transformer 
power supplies use a full-wave rectifier 
tube. Occasionally a power pack will 
have a single half-wave rectifier, and 
for practical purposes, it can be con¬ 
sidered either half of a full-wave circuit. 
In some high-voltage power supplies, we 
find 2 half-wave rectifiers used to make 
a full-wave circuit; for example, two 
281 tubes as shown in diagram 2A. 

The principal difference between 
transformer rectifier circuits is the mat¬ 
ter of either choke or condenser input 
to the filter. The choke itipat has the 
advantage of better regulation, tending 
to keep plate current constant and pre¬ 
venting distortion in R.F. or A,F. tubes 
due to current fluctuations. It also has 
the advantage of less voltage strain 
on the 1st filter condenser, Cl, as shown 
in the Choke Input circuit. 

The condenser, C, in the condenser 
hipi{f type of circuit must be capable of 
withstanding the instantaneous peak 
A.C. input voltages (1.4 times the r.ni.s. 
value indicated on an A.C. voltmeter), 
and consequently, this is a common point 
of failure due to insufficient rating. To 
correct this condition when a sufficiently 
high-rating condenser is not available, 
2 lower-voltage condensers may be con¬ 
nected in series to get the desired result, 
viz., two 16-mf., 400-working-volts con¬ 
densers in series in place of one 8-mf., 
475-working-volts condenser. When us¬ 
ing series condensers for this purpose, 
they should be shunted by equal, high 
resistances to equally divide the total 
strain across the 2 condensers; this is 
shown by dotted lines in Fig. 2A. For 
the above case, equal resistors of about 
50,000 to 100,000 ohms would be satis¬ 
factory. 

To properly check a power supply, the 

plus” lead to the receiver should be 
disconnected and a dummy load substi¬ 
tuted in the form of a resistor having 
a value which will duplicate the receiver 
plate load. The proper resistor can be 
calculated from Ohm's law, estimating 
the receiver's total plate load in milli- 
amperes an<l the estimated plate voltage. 

_Ep 

R-This is resistor R in Fig. 

Ip 

2A. Under this condition, tests on the 
power supply are independent of any 
influence from possible defects in the 



FIG.2P 
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typical circuit pOR ac.-D.C.^ 






other parts of the receiver circuit. 

The power supply tests then consist 
of the following (under load) : 

(1) Line voltage across primary of 
transformer 

(2) Rectifier filament voltage. 

(3) Filament voltage to receiver 
tubes. 

(4) A.C. voltage input to rectifier 
plates (Y to ground). 

(5) Unfiltered D.(3. (X-1 to ground). 

(6) Voltage drop across filter choke 
or chokes. Knowing the total 
(C<yntinued on page 571) 
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F 19 , 2* Disfortion and power curves, for single 4L6, 
plotted against varying loads. 

F rom the type of questions ijeneral- 
ly asked about Speaker Matchinj' 
Practice, the writer believes that 
some basic knowledjje about this 
sadly overlooked interconnecting^ link, 
between amplifier and load, will prove 
helpful to many readers. 

For the sake of brevity, this discus¬ 
sion will be confined to fundamental 
output transformer considerations, aside 
from their general academic treatment, 
i.e., relationship of impedance, turns, 
current and voltapjes, except where 
these characteristics are of an unusual 
nature. 

For the sake of simplicity, the etfects 
of leakap^e reactance, core losses, in¬ 
ductance, copper losses, capacitative 
reactance, and the coefficient of coupling 
will not be considered unless they affect 
the basic problems involved, 

THE SIMPLE OUTPUT TRANSFORMER 
—AND Its Implications 

The first important point to remem¬ 
ber about output t runs fanners is that 
the primary and secondary windings are 
not completely isolated from each other. 
While they may be electrically insulated, 
they are closely coupled magnetically. 
In fact, this close magnetic coupling 
accounts for the reason that any circuit 
connected to one winding, will produce 
an equivalent reflected circuit in the 
other. The relative magnitude of these 


circuits will be propor¬ 
tional to the square of 
the turns ratio between both windings. 

As is well known, a transformer will 
transform (step-up or step-down) volt¬ 
age and currents (proportionately to 
turns ratio). It will similarly transform 
capacity, inductance and impedance 
(proportionately to the square of the 
turns ratio). 

If a 1-mf. condenser is connected to 
the primary of an ideal transformer 
having a primary-to-secondary turns 
ratio of 1:2, the secondary will behave 
like a 4 mf, condenser! See Fig. lA. In 
other words, if the primary of the 
transformer ‘Mooks into” (connects to) 
a 1-mf. condenser, the secondary will 
l>e looking out of (appear to be con¬ 
nected to a reflected) 4-mf. condenser, 
(If the turns ratio was 1 to 1, then the 
secondary would be looking out of a 
1-mf. condenser*) 

This means that the secondary will 
no longer exhibit ideal characteristics, 
but will definitely become frequency dis¬ 
criminating, i.e,, present a low im¬ 
pedance at high frequencies; and a high 
impedance at low freciuencies. 

Likewise, if an inductance of 1 henry 
is connected to the primary of this same 
transformer, the secondary will exhibit 
an inductive reactance equivalent to 4 
henries. See Fig, IB, Assuming that the 
transformer itself is ideal (has an in¬ 
finite inductive reactance), its sec¬ 
ondary will become decidedly frequency- 
discriminating inductively, and present 
a high impedance at high frequencies; 
and a low impedance at low frequencies. 

Similarly, if a resistance (having a 
constant impedance at all frequencies) 
of 10 ohms, is connected to the primary 
of the same transformer, it will cause 
a reflected impedance of 40 ohms to 
appear in the secondary. See Fig. 1C. 
Inasmuch as the impedance of the 
primary resistor will not vary with fre- 
(luency, the secondary will likewise pre¬ 
sent a constant impedance at all fre¬ 
quencies. 

These examples show how the sec- 
ontlary of the same transformer can be 
made to behave 3 different ways though 
nothing is actually connected to it! 
They furthermore stress the eflect of 


reflection from an in¬ 
sulated primary to a mag¬ 
netically-coupled secondary. 

This Intaic phenomenon is the corner^ 
.stime in onr f<nintItition for correct match* 
ing techniipte, 

THE FIRST TRANSFORMATION 

The selection of the best load re¬ 
sistance into which a power tube works 
is based upon a load which produces the 
highest output with the least distortion. 
Figure 2 gives characteristic power out¬ 
put and distortion curves, of a single 
0L6 tube, plotted against varying loads* 
Although a 3,500-ohm load provides 
for highest power output with minimum 
total distortion, a 2,500-ohm is actually 
recommended because the 3rd-harmonic 
(w'hich is very objectionable to the ear) 
is less than 50of its value at the 
3,500-ohm load. This decreased load 
condition causes a drop in pow'er output 
from 7.3 to 6.5 watts; and an increase 
in total distortion from 6.8to 9.4%. 
Actual laboratory tests show the ad¬ 
vantage of losing some pow'er and in¬ 
creasing the total distortion as long as 
the 3rd-harmonic is kept low\ (In actual 
practice, distortion is considerably re¬ 
duced by push-pull operation and in¬ 
verse feedback.) 

Assuming we desire to match an 
8-ohm speaker to the output of the am¬ 
plifier, the turns ratio of our output 
transformer w'ould be 



Th T Z. ' S 1 

Ti- = Primary Turns 
Ta = Secondary Turns 
Zi‘ =: Primary Load Resistance 
Za = Secondary Load Resistance 

Although the turns ratio w^ould be 
17.7 to 1, its impedance ratio would be 
Zp 2500 312.5 

Za 8 1 

If an 8-ohm resistor is connected to 
the primary of our ideal transformer, 
the secondary would present an im¬ 
pedance of 2,500 ohms to the tube at 
all frequencies. See Fig. 3A. 

THE FIRST RESULTS 

When we connect an 8-ohm speaker, 
however, the picture becomes entirely 
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LOAD-MATCHING TECHNIQUE 

of matching the output of an amplifier to a wide variety of loads under varying 
or amplifier enthusiast should miss this expert and authoritative discussion. 


different. In the first place, the speaker 
is partly inductive, because of the iron 
pole-piece inside the voice coil. There¬ 
fore it cannot be 8 ohms at all fre¬ 
quencies. See Fig. 3B. 

Assuming it was rated 8 ohms at 400 
cycles, it is quite feasible that its im¬ 
pedance would drop to 5 ohms at 60 
cycles and gradually rise to 11.2 ohms 
at 3,000 cycles. Knowing that the im¬ 
pedance ratio of our transformer is 
312.5 to 1, it follows that the reflected 
load impedance ‘"facing the tube” will 
vary from 1,560 ohms at 60 cycles to 
3,500 ohms at 3,000 cycles. Figure 2 tells 
us that at 60 cycles (1,560-ohm reflected 
load) our tube will deliver 4.8 watts 
instead of 6.5 watts (at 400 cycles). 
This accounts for the apparent poor 
low-frequency response of many speak¬ 
ers. Similarly, at 3,000 cycles (3,500- 
ohm reflected load), the power output 
increases to 7.3 watts at 1.3r- 3rd- 
harmonic instead of 0.6-% (at 400 
cycles). This accounts for the increased 
distortion at the high frequencies and 
its associated irritating quality. 

An analysis of these observations 
crystallizes 2 interesting and annoying 
facts. Under supposedly ideal speaker 
matching conditions, we have: 

(1) Amplitude Distortion —Varying 
power output with frequency — 
and it varies in a very unfavor¬ 
able way. The low frequencies, to 
which we are normally insensi¬ 
tive, drop out. 

(2) Frequency Distortion —Varying 
distortion with frequency —and 
this, too, varies unfavorably. The 
high harmonics, to which we are 
normally very sensitive, build up. 

The disconcerting part of these dis¬ 
closures is that feiv laboratories check 
for these conditions of varying reflected 
impedance during routine amplifier per¬ 
formance measurements. 

THE SPEAKER LINE 
—AND Its Complications 

For the sake of studying the effect of 
speaker lines on performance, let us 
assume our installation requires that 
our speaker be placed 100 feet from the 
amplifier. (Here, again, for the sake of 
simplicity, line losses of negligible effect. 


such as change of resistance with tem¬ 
perature, etc., will not be considered.) 

If a No. 20 wire cable is installed, this 
line will have a resistance of 0.0164-ohm 
per foot, or a total of 200 x 0.0164 = 
3.288 ohms (200 ft. of single-conductor 
wire is required, or 100 feet up and 100 
feet back). This series resistance adds 
to the impedance of the speaker to make 
a total of 11.28 ohms, at 400 cycles. See 
Fig. 3C. This means that our reflected 
load, at 400 cycles will now be 11.28 X 
312.5 = 3,550 ohms, which is very sim¬ 
ilar to our original set-up (without the 
line) at 3,000 cycles. 

Naturally, the increased reflected load 
increases the 3rd-harmonic, and strange¬ 
ly enough, actually puts more power 
into the line (7.3 watts at 400 cycles, 
compared to 6.5 watts without the line) ! 
This unusual condition, is characteristic 
of most output circuits, wherein the 
operating plate load is less than load 
indicated for optimum power output. 
Charts showing the loss of power due 
to mismatch do not take this into con¬ 
sideration and may therefore be mis¬ 
leading. 

Although more power may be fed into 
the line, it may not reach the speaker 
because of the effective series resistance 
of the line. The loss of watts power 
across the line is 



2.2 watts 

Wr = Watts loss in line 
Zk = Resistance of line 
Zi. = Total Impedance of Load 
Wo = Total Power put into line 

The actual power delivered to the 
speaker equals 

W.= ^ \7.3 = 

\ Zl -f- Zh J V 11.288 / 

5.1 watts 

2.2 

Loss of power =:-= 30.5% 

7.3 

CORRECTING THE FAULTS 

If a 500-ohm line is run, of the same- 
size wire, the loss of power would be 
considerably less. It would also he easier 
to reflect the optimum load to the output 
tube. To offset this, however, the effi¬ 
ciency of the line-to-speaker transform¬ 


^an 

1. —How long can an 8-ohnn speaker line 

be run? 

2. —How do you calculate power loss in 

speaker lines? 

3. —Whaf is the disadvantage of run¬ 

ning long, high-impedance output 
lines? 

4. —^What detrimental effects are pro¬ 

duced by long, low-impedance speak¬ 
er lines? 

5. —How do you calculate the impedance 

of in-between taps of an output 
transformer? 

6 . —How would you automatically com¬ 

pensate for variations in impedance 
of cutting heads and speakers? 

T.—What is the basic formula for design 
of speaker power distribution net¬ 
works? 

All these, and many other questions 
are answered by Mr, A, C, Shaney in 
this article. 


er would enter into the calculations of 
the actual power fed into the speaker. 
If its losses exceed that of the low- 
impedance line loss, it should not be 
used. It is difficult to state any fixed 
rules as to when a line transformer 
should, or should not be used. The best 
procedure is to check the relative effi¬ 
ciencies and effects on output character¬ 
istics with varying load impedances. 

FEEDBACK 

—Automatic Compensation 

The generous use of feedback will be 
of material aid in compensating for 
wide variations in speaker impedances. 
It is important, however, that the feed¬ 
back loop encircle the output transform¬ 
er. For maximum compensation, it 
should be connected to the load termi¬ 
nals and not to the primary or a tertiary 
winding. See Fig. 4A. This circuit is 
known as a constant voltage feedback 
circuit. 

When constant current is desired in 
the output circuit, the circuit shown in 
(Continued on page 575) 
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SERVICING 

HISS IN AUTO-RADIO SET 

(149) John W. Me Arthur, Ailey, Ga. 

(Q.) I have a Phileu auto-radio 
set which has me completely baffled. It 
is beinK used with a J. F. D. eowl-type 
antenna (100-inch) which should cer¬ 
tainly pive plenty of volume. It has been 
tested and was found to be all ripht; and 
aliened, which helped not at all. The 
complaints are: 

(1) All station.s during the day, come 
in with a hiss which varies in pitch. 
When the station is in exact tune the 
hiss is low in frequency but quite annoy¬ 
ing. On weak stations the hi.ss almost 
drowns out the speech or music. TurniiiK 
the tone control down reduces it a little 
but the program more. 

(2) Vibrator harsh and hiss (no station 
tuned-in) which is helped little by differ¬ 
ent vibrator, buffer condenser, etc. 
Shorting the 1st R.F. grid cap to ground 
.stops it completely. In fact it is not very 
l»a<i when the antenna is disconnected, 
but increases enormously when it is con¬ 
nected and extende<l for playing. 

I might add this is a rather unsatis¬ 
factory location for daytime reception, 
being over 100 miles from a station 
<a 5 kw. outfit). But other auto-radio 
receivers, some less expensive and of 


C OMPETITION today requires that the 
modern funeral home offer its com¬ 
munity every service and convenience 
available. We learned that.an old-esUblished 
funeral director contemplated building a 
new Funeral Homo and contacted him as u 
prospect for a Public Address system. 

We first suggested a musical reproduction 
system with turntable and amplifier in the 
Service Room, and speakers in the Audi¬ 
torium and the private Family Room. Such 
;i system offers organ music, vibraharp and 
fhimes or vocal music without the expense 
of installing an organ or paying musicians. 



QUESTIONS & 

poorer (juality, perform almost like a 
house set. 

Would it be worthw’hile, from the 
standpoint of improvement of perform¬ 
ance, to replace the l.F. tran.sfonner 
with new high-gain iron-core coils? 

If you think the above mentioned an¬ 
tenna doesn’t match the set kindly ad¬ 
vise me how I may change it to do so, 
as I don’t want to get another antenna. 

(A.) To oveivume the condition you 
described, realign the l.F. transformers 
and R.F. circuits completely. Then short- 
circuit the choke coil in the antenna cir¬ 
cuit and realign the R.F. tnmmer with 
“rod” antenna connected. 

"IGNITION'' NOISE 

(150) B, D. Cooke, Sidney, N. Y. 

(Q.) I have in for service, a Delco, 
Chevrolet car-radio set, model 985283; 
complaint, motor noise. The set was in¬ 
stalled in a 1938 Chevrolet coach. 

All the usual precautions were taken 
to overcome the noise—such a.s sup¬ 
pressors, bonding, etc.—and this seemed 
to help temporarily, but the inteiTer- 
ence returned whenever passing under a 
high-tension line and would continue for 
a few minutes after the car was stopped 
and the ignition turned off. 


We then suggested the use of a micro¬ 
phone in the Music Room and another ut 
the Portable Pulpit for the Minister. When 
this met with their approval we suggested 
they install hearing-aids to make the serv¬ 
ice outstanding in completeness. Our cus¬ 
tomers left the entire job up to us. We 
itemized equipment and stated the price 
which met with their approval and we 
were given the contract. 

In the main auditorium (40 by 20 ft.) 
we used two 10-inch speakers in angle wall 
baffles and 3 hearing-aid outlets. In the 
family room (15 by 18 ft.) we used one 
10-inch speaker with wall baffle and T-pad, 
and one hearing-aid outlet. 

All 4 hearing-aids have individual volume 
controls and have dummy load in each aid 
so that any number of them may be used 
without affecting the operation of the 
others. Two styles of earphones were used, 
2 of the headband type and 2 of lorgnette 
type. 

The turntable has a crystal pickup and is 
for 33 1/3 r.p.m. long-playing records. 

Microphones are crystal with frequency re¬ 
sponse of 40 to 10,000 cycles. 

All this is powered with an 8-tube, 20- 
watt amplifier with remote mixer, dual tone 
and 4 mixing circuits. Gain is -130 db. on 
microphone, and -80 db. on phono. 

All wiring is concealed, with outlets in 
the walls for microphones, speakers and 
hearing-aids. The speaker line transformers 
are installed in the speaker baffles. 

While this is installed as a permanent 
job, it can be made portable in a minimum 
amount of time with extra speaker and 
microphone cables. The diagram is here 
shown in block form. Webster-C’hicago am¬ 
plifier, speakers and microphones, and 
(Co7ifimied on page 551) 


ANSWERS 

This seenicHl to indicate that the 
trouble might be in the set but it per¬ 
forms very nicely on the bench. 

It is a deep, staccato noise, and ap¬ 
parently .synchronized with the firing 
of the plugs, as it varies in frequency 
with the speed of the motor. However, 
after the motor is shut off it maintains 
a frequency similar to that of motor¬ 
boating, then gradually dies out. 

(A.) The symptoms described indicate 
thiit the trouble lies within the receiver. 
We suggest that the A.V.C. system be 
checked carefully for open-circuited con¬ 
densers or any that have changed 
capacity. It is possible that the time con¬ 
stant has been disturbed. Test also the 
0.5-mf. bypass condensers in the input 
filter circuits. 


HUMS ONLY IN CUSTOMER'S 
HOME 

161) C. J. Swan, Buffalo, N, Y. 

(Q.) We are experiencing trouble in 
a Bush and Lane No. 12, a T.R.F. job, 
using 24’s in the R.F., 27’s as detector 
and 1st audio, and 45’s in the push-pull 
output stage. 

At the customer’s house this set has a 
modulated hum on stations between 650 
and 900 kc., stations above this range 
are not affected. Brought into the shop, 
the set plays OK; there is no noticeable 
hum present on any station. Tubes test 
OK, by-pass condensers were installed 
across the power transformer primary; 
all other condensers test OK. The tuning 
condenser is encased and it would neces¬ 
sitate the dismantling of the entire 
R.F. section to get at them, a piece of 
braided copper wire was soldered to the 
protniding condenser shaft and ground 
so as to insure good connection. Despite 
all the precautions the hum was present 
when the set was returned to the cus¬ 
tomer’s house. There is but a slight 
variation in line voltages between the 
shop and the customer’s home. -A pre¬ 
liminary survey of the house wiring 
gave no clue. 

(A.) The trouble is caused by 1 of 2 
conditions both of which are external to 
the receiver. 

One condition is a pick-up from an 
A.C. line. That is, the antenna or lead-in 
absorbs the radio energy directly from 
an A.C. line in the vicinity. We suggest 
changing the direction of the antenna; 
and, the use of a gocKl ground. Perhaps 
the pick-up may be from wiring in the 
walls, the only cure for which is to 
change the location of the receiver. 

The other condition which is similar 
is a type of cross-modulation, and gen¬ 
erally exists in the vicinity of powerful 
stations. Some external rectifying ele¬ 
ment causes rectification of the strong 
signals and new or modulated frequen¬ 
cies are produced; in your case, with 
hum. The only cure is locating the recti¬ 
fier element and its elimination. Gen¬ 
erally it is caused by poor grounds on 
the A.C. feeder system. Check the condi¬ 
tion location with a battery portable. 

(Continued on page 575) 
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THE BEGINNERS' ALL-WAVER 

Suild “fkii 2-‘Tu(te )^lu^-in-3oil Exaadifoatd J^eceii^et 

Experimental radio sets incorporating new ideas, for receiving programs on wavelengths 
below 51t5 meters, have been described in radio piddicationsfroni time to time. The neivest 
design, isa swell, all-around job which utilizes2of the new,H V. low-drain battery tubes. 

M. N. BEITMAN 


T HIS 2-Tul>e All-Waver is a depend- 
able, battery-operated a 11-wave re¬ 
ceiver which can be built quickly 
and easily. The tuning range is 15 
to 500 meters when used with proper 
coils, covering the important foreign 
and domestic 'phone and code Amateur 
bands, as well as regular standard 
broadcast programs. 

You will find this circuit very interesting and educational. 
The beginner can learn the essentials of radio building and 
operation. The finished receiver is very neat in appearance 
and will bring in plenty of real DX on all bands. 

Before you begin to wire, you should mount all the parts 
as indicated on the pictorial diagram. This is extremely 
important for effective results. You can then start the wiring, 
following the schematic diagram and checking your work 
from time to time with the pictorial diagram. As you proceed, 
trace the completed connections with a colored pencil. This 
will help you to remember exactly which connections have 
already been made. 

TESTING 

After the set has been wired, and one of the coils and the 
two 1.4-volt tubes are in place, connect the “A" cell and 
notice the filament glow in the tubes. This will serve as a 
safety check to see if the filaments are wired correctly. No 
glow indicates that an error has been made in the filament 
circuit. When the filament glows, connect the "‘B” battery 
and insert the headphones into the proper Fahnestock clips. 

Now test the set to see if it will regenerate. Advance the 
regeneration control to the right, and a whistle will be heard. 
If you do not hear this whistle, check the connections to the 
coil socket and the ‘*B" batteries to see that they are wired 
correctly. 

Next, connect the antenna and ground. With these in place 
and the regeneration control just below oscillation (whistling 
point), turn the tuning control and you will receive several 
stations. You will find that adjusting the antenna trimmer 
will help a great deal. The antenna condenser should be 
adjusted, so that the detector tube will oscillate at all points 



on the tuning dial. The point of adjustment depends entirely 
upon the degree of absorption of the antenna circuit from 
the tuning circuit. Once the trimmer is adjusted for any one 
of the coils, no other changes need be made until a different 
coil is used. This adjustment is not critical except when you 
actually want some real DX. It is worth mentioning here 
that a good aerial is essential for efficient shortwave recep¬ 
tion, particularly for a set of the ^*DX" (long-distance) type. 
Both the aerial and lead-in should be well insulated and kept 
as far away from walls, roofs, etc., as possible. 

You will soon learn in using the All-Waver that broadcast 
(CmitiuHcd 071 page 553) 
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STEWART-WARNER MODELS 01-5H1 TO 01-5H9 (CHASSIS MODEL 01-5H) 

5-Tube Superhet.t 2 Bands, Broadcast and Foreign; Automatic Volume Control; Phono Connection; Auto¬ 
matic Pushbutton tuning; Fidelity Control. 


TRAP 

w<th 

TRiMMIR 


I.F.»45SKC. 





..Aker 
PLUd 



Stewart-Warner 01-SH?, 



m TUlCa. TO HQ 


SOCKET VOLTAGES 

P KC _^ 


ANTENNA GftQUWOCD 


BOTTOM VIEW Of CHASSIS 


V4C3 VOLTAGES MEASURED BETWEEN 

TlFlER SOCKET TERMINALS AND 
280AC. CHASSIS 



Thesp rRodinqi lak*n u»inq a volimeler ol y)00 ohmi p«r volt. 
NOTE A: The blai on the conlrol-qrtde of the 6SA7 and 6SX7 
lube* and on the diode platee ol the 6SQ7 tube ie —2.7 volte 
meaeured aCiOM remioi No. 32. ... ....... 

NOTE B; The bioe on the control-arid of the 6F6G tube le 
— 18 volts meaeured acroes reeieioiB No. 39 and 48. 

NOTE Cs The bias on the contiol-grid of the 6SQ7 lube ie 
—4 volts measured ocroes resistor No. 39. 

Normal operating socket voltages. 


To ali^n the l.F. stages, feed a 455-kc. sig¬ 
nal through a 0.1-mf. dummy antenna to the 
front lug of the gang condenser and adjust 
trimmers 1-2 and 3-4 for maximum response 
in the order given. To adjust the wavetrap, 
use a 455-kc. signal through a 200-mmf. 
dummy antenna applied to terminal A and 
adjust trimmer 6 for minimum response. 
Next, feed a 1,500-kc. signal to terminal A 
through the same dummy antenna, turn dial 
to 1,500 kc. and adjust the broadcast oscillator 
shunt, trimmer 6, for maxirnum resp<)nse. 
Under these same conditions adjust the broad¬ 
cast antenna trimmer No. 7 for maximum 
resr>on 80 . Then turn the dial to 600 kc. and 
with a 600-kc. signal adjust the broadcast 
oscillator Padder for maximum response. 

To adjust the foreign band use a 14-mega- 
cycle signal through a 400-ohm dummy an¬ 
tenna applied to terminal A. Turn the dial to 
14 me. and adjust the foreign oscillator shunt 
trimmer No. 9 for maximum output. Check to 


see if proper peak was obtained by tuning-in 
image at approximately 13.1 megacycles. If 
image docs not appear, realign at 14 mega¬ 
cycles with trimmer screw further out. Rt‘- 
check image. Under these same conditions 
adjust the foreign-band antenna trimmer No. 
10 for maximum output. 

Connect the output meter across the voice 
coil or between thc^ plate of the 6F6G output 
tube and ground in series with a 0.1-mf. 
condenser, depending on the type of mexer. 
(The more sensitive type should be connected 
across the voice coil.) Ckinnect the ground 
lead of the signal generator to the G ter¬ 
minal or the chassis. NOTE: Remove the con¬ 
nector from between the A and X terminals. 
Turn the volume control to the maximum 
volume position and keep it in this position 
throughout the entire alignment procedure. 
With the gang condenser in full-mesh, set the 
pointer at a point 1% ins. from the left flange 
of the brown dial plate. This point corresponds 


to the last mark on the low-fr^uency end of 
the dial scale. If the pointer is incorrectly set, 
it is only necessary to loosen the setscrews on 
the dial drive drum and push the gang con¬ 
denser in full-mesh, with the pointer properly 
set, then retighten the setscrews. 

The volume control is a 1-meg. unit. 


SERVICEMEN 

Please let us know whether there are any par¬ 
ticular types of radio receivers, or any particular 
titles of servicing procedure, not described In 
past Radio Service l>ata Sheets but which you 
would like to see in forthcoming Issues. Address 
your letter to: 

Editor. Radio Service Data Sheets 
RADIO-CRAFT Magazine, 

99 Hudson St., 

New York. N. Y. 
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Radio Service Data Sheet 


ZENITH MODEL 6MF490 AUTO-RADIO (Ford Radio Model 91A-18805 Roto-motic) 

6 -Tube Auto Radio; Roto-matic tuning (single button for 5 stations); Beam-Tube Power Output. 4.5 W.; Tuning Range, 540 to 1,520 kc.; 

Automatic Volume Control; Current Consumption, 7 Amps. 



This receiver is eqiiippwl with a “fixed-variabl#*** s^'nsitivity con¬ 
trol located on the niile of the charts a« tthown in Kik- It. The 
control i« set at the factory to a position which Kivea a sensitivity 
of 7 microvolts at I W. output. It is found advisable to hold the 
receiver at this level as any hiirher sensitivity may T<*»ult in mot 4 >r 
noise or excessive backttround noise and unless laboratory e<iuip- 
ment is available for measurinir sensitivity, it is not advisable to 
change this settinif. 

ALIGNMENT 

The sifimal for the entire alignment procwlure. both i.F. and R.K.. 
is fed throuKh a special Zenith dummy (Part number S7HS2 k The 
capacities in the Zenith dummy antenna as shown in Fitr. 1 are 
Mentical with the standard Ford antenna. If the Zenith dummy 
is not available, you can substitute the values shown in Fi^. 

Caution; Care ^hould be taken while makinR all adjustments 
on the receiver to have the volume control turneil full-on. The 
intensity of the siKnal should be reduced only at the signal 
generator. 

The tuninf? condenser is fully meshed (640 kc.K The word 
‘‘dial** muat appear in the Uoto-matic window. The siKnal generator 
is set at 455 kc. and fe<l through the antenna dummy to 
the receiver. The wavetrap adjustment screw A, soe 
Fi^. 2 and S. is adjusted for maximum response. The 
adjusting screws D. C, D and K are then adjusted, in 
order, to maximum response on the output meter. iSw 
Figs. 2 and 3.) Wavetrap A is then adjusted for mini¬ 
mum response. 

R.F.: The tuning control is rotated until the condenser 
plates arc completely out of mesh 11.520 kc.i. Set thr 
surnal generator t4> 1,620 kc. Adjust the 1.520 kc. trim¬ 
mer shown in Fig. 4 for maximum response. 

Set the slKnal m-rurator to 1.400 kc. Rotate the toning control 
until the FlRnal Is heur»i and adjust the l.-llHJ kc. antenna trlnirni-r 
(see rlR. >). tor maxlmuiu response. 

Reset the sijtnai Renerafor to 600 kc.. and rotate the ttinhiK 
control until a slsnal Is heard. The condenser Rant; U then rn<kivl 
sllRhtty uhilo adjust iiiR the 600 kc. padder (see FlR. It T.t 
maxlmuni reading on the output meter. 

An opening below tho speaker on (he front of the receiver la 
Provided so that the otitpnt meter may be connected to the voice 
toll. 

If you have the tJT)e of output meter which U usually connected 
to the plate of the tKJtPut tube, it may be adapteil for this t>ih 
of connection by using an output transformer with the output meter 
leads coiinectrii to the primary. The secondary leads are then 
connected across the voice coil. 


FlG.4'^ I 


Use I 000 ohms/volt meter; measure to chassis 
ground. Ant. disconnected; vol. at min.; battery, 5V. 


FiG.5 


■■h*H AMT 
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3 NEW TUBES 


A series of 3 mw mall-space tubes is now available for manufacturers of convertible battery- 
electric portables. The 3-in-l battery tube in the group provides for either series or parallel 
arrangement of the filament connections. New 117-volt-filament tubes, including a 2-in-l rectifier 
and beam pmver amplifier, eliminate the need for either a ballast tube or a resistance potver cord. 

R. D. WASHBURNE 





A 3-in»l battery tube; and a rectifier, and 
rectifier and beam power tube, each 
with n7'V. filaments, are shown above. 


A set of 3 new or ‘‘glass- 

midget” tubes was introduced by 
Arcturus Radio Tube Co. last 
month. The feature of these tubes 
is not alone that they are new additions 
to the line of glass midgets but also that 
2 of these tubes introduce the use of 
117-V. filaments which connect directly 
across the light-line. This general idea 
is not new to Radin-Craft I’eaders,* but 
the fact is new that the 117-V,-filament 
power output tube (plus a rectifier sec¬ 
tion), which Radio-Cruft forecast, is in¬ 
cluded in the group. These tubes are 
described individually as follows: 

3A8GT Midget Diode-Triode-Pentode 
Detector-Amplifier 

This triple-purpose tube is designed 
for use in receivers operating from a 
low-voltage battery filament supply^ 

It consists of a pentode section and a 
diode-triodc section with a common fila¬ 
ment in 1 envelope. The pentode section 
can be used as a high-frequency ampli¬ 
fier, and the diode-triode section as a 
combined diode detector and resistance- 
coupled audio-frequency amplifier. 

• St'o "0 New Tubes." Radio.Craft. Sept.. 1939. 


Filaments may be operated in series at 
2.8 volts or hi parallel at 1.4 volts. In 
parallel, the filaments may be operated 
directly from a 1.5-volt drycell; and in 
series, from a 3-volt dry battery. (The 
older, type 1D8GT operates only from 
a I.5.V. “A” supply.) 

The pentode filament is connected be¬ 
tween pins 1 and 2 and the diode-triode 
filament between pins 1 and 7. The diode 
plate is located at the negative end of 
the filament. 

This tube may be mounted in any 
position. The cap connection is what is 
known as a “skirted miniature.” Maxi¬ 
mum dimensions follow: 

Overall length, 3 7/16 ins.; seated 
height, 2% ins.; dia., 1 5/16 ins. Char¬ 
acteristics data on this tube are given 
at the end of this article. This tube uses 
an 8-pin octal base. 

l)7L7GT Midget Rectifier - Beam Power 
Amplifier 

This tube like the 117Z6GT is of the 
uni-potential cathode type and has been 
designed primarily for use as a com¬ 
bined output tube and half-w'ave recti¬ 
fier in A.C.-D.C. battery receiver com¬ 
binations as a source of filament current 
and plate supply for light-line operation. 

The output of the amplifier section at 
90 V. is 1 watt. The rectifier D.C. output 
is 70 ma. Base is 8-pin octal. Maximum 
dimensions: overall length, 3 7 16 ins.; 
seated height, 2% ins.; dia,, ins. 
May be mounted in any position. Char¬ 
acteristics data at end of article. 

M7Z6GT Midget HigS-Vacuum Full-Wave 
Rectifier 

In addition to its feature of having a 
117-V. filament this tube introduces a 
new small-space size for this type of 
construction. This midget rectifier is of 
the uni-potential or indirect-heater 
type, designed for operation, like the 
117L7GT, directly across a 117-V, line. 

By bringing the center-tap of the 
heaters out to No. 1 pin, it is possible 
to operate the heaters in parallel on 
58.5 V. with a heater current of 150 
milliamperes. This tube utilizes a 7-pin 
octal base. It may 
be mounted in any 
position. Maximum 
dimensions are as 
follow'^s: Overall 

length, 3 5/16 ins.; 
seated height, 2% 
ins.; dia., ins. 
C ha racteristies 
data are given in 
the tabulations 
which follow. 



CHARACTERISTICS 

3A8GT 

Series Parallel 
Connec- Connec¬ 
tion lion 


Filament voltage* 

2.8 D.C. 1.4 D.C. 

volts 

Filament current 

U.U5 0.1 


volts 

Maximum plate 




voltage 


90 

volts 

Typical Amplifier Operation—Class A 


Triode 

Pentode 



Section 

Section 


Plate voltage 

90 

90 

volts 

Screen-grid voltage 

— 

90 

volts 

Grid bias** 

0 

0 

volts 

Amplification factor 

65 

— 

volts 

Plate resistance 




(approx.) 

0.24 

0.6 

megohm 

Transconductance 

275 

750 

mmhos 

Plate current 

0.15 

1.2 

ma. 

Screen-grid current 

— 

0.3 

ma. 


With standard tube shield connected to 
cathode. 


•The filaments in parallel may be operated 
directly from a 1.5 volt drycell; and in scries, 
from a 3-volt dry battery. 

Grid bias measured from the negative fila¬ 
ment of each section. With the parallel filament 
connection, pin No. 7 is the negative filament for 
both sections. With the series filament connec¬ 
tion, pin No. 7 is the negative filament for the 
triode section and pin No. 1 is the neKalive for 
the pentode section. 


Direct Interelcctrode Capacities 


Pentode grid to plate 

0.015 

max. mmf. 

Pentode input 

2.6 

nimf. 

Pentode output 

10 

mmf. 

Triode grid to plate 

2.2 

mmf. 

Triode input 

2.6 

mmf. 

Triode output 

4.6 

mmf. 


117L7GT 

Heater voltage 117 volts 

Heater current .090 ampere 

Ratings and Characteristics 


Amplifier Section 


Plate voltage 

90 

volts 

Screen-grid voltage 

90 

volts 

Control-grid voltage 

-5.2 

volts 

Plate current 

45 

ma. 

Screen-grid current 

4.0 

ma. 

Mutual conductance 

5.500 

micromhos 

Plate resistance 

20.000 

ohms (approx.) 

Load resistance 

2.000 

ohms 

Power output 

1 

watt 

Total distortion 

8 

% 

Rectifier 

Section 


A.C. plate voltage 

117 

volts 

D.C. output current 

70 

ma. 

Voltage drop at 140 ma. 

20 

volts (avg.) 

117Z6GT 


Heater voltage 

58.5 

117 volts 

Healer current 

0.150 0.075 ampere 

Max. D.C. heater to 
cathoilo voltiige 

350 

350 volts 

Max. peak inverse 
voltage 

700 

700 volts 

Tube voltage drop at 

120 ma. per plate 

15.5 

15.5 volU 

Operating Conditions 

and Characteristics 

Voltage 

Doubler 


Heater voltage 


117 volts 

A.C. voltage per plate 
(r.m.a.) 


Il7 volts max. 

D.C. output current 


60 ma. max. 

Peak plate current 


350 ma. max. 


Plate supply impcilance per plate 
(min,)* 

(Continued on page 551) 
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All the worfhwhile 
Radio Trade News 
of the past Month— 
Digested for busy 
radio men. 



IMPORTANT HAPPENINGS OF THE MONTH IN THE RADIO INDUSTRY 


A PLEDGE: — To 
print the important 
news of the radio 
industry; to review 
major news events; 
to help point a path 
to radio profits. 
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RADIO INDUSTRY NEEDS “CZAR” SAY 
DEALERS AS PRICE CUTTERS SLASH 

I'hat in liast^ball iS: .UoriVs, U ill 
Stabilize Sales & Insure Profits^ According to 
Merchandisers^ Group 


RECORDS SAVE HERO DOG 


TELLY GOES TO TOWN 
IN NEW 1940 MARKET 

Better Biz for New Season Seen as 
Mfrs, Get Doicn to Earth 
tm Pri('e Schedule 

Long-heralded television reached the mar¬ 
ket in 1939 hut should really go to town in 
1940. The new art had its U.S. debut with 
the opening of the N.Y. World’s Fair and 
a moderate amount of advertising in the 
metropolitan area. Estimates on set sales 
at prices ranging from $135 for complete 
,5-in. kit to $d00 for 12-in, telly-radio com¬ 
bination ran from 500 to 1.000 units. This 
was disappointing to mfrs. & dealers who 
had envisioned a boom equal to that which 
radio experienced in the early 1920’s. 

Many reasons for the non-appearance of 
said boom were given; most logical seems to 
be that kid with $5 coubi assemble simple 
radio set. while man with bankroll was 
needed to make telly customer. 

Evi<lence toward this end was adduced 
when a pre-Christmas sales drive in an up¬ 
state New York city offered $600 sets at 
$395; $400 sets for $295. with the result 
that 100 units were sold in a single week. 

Similar probable price reduction for 1940. 
coupled with fact that NBC plans additional 
stations while G,E.. CBS. Philco, et oL, are 
scheduled to open soon & Tom Lee plans 
expansion, should do much to give telly a 
big boost for *40. 

Only jjossible factor to retard telly sales 
(in RTI> reporter’s opinion) is spottiness of 
programs. NBC now provides 2 to 3 excel¬ 
lent hrs. per wk. out of 20 on the air. with 
balance ranging from good to awfuL Pro¬ 
gram competition as other nets take air 
should result in greater audience interest 
& therefore greater sales. 

Another move to this end would be better 
servicing of receivers now installed as dealer 
demonstrators & in purchasers’ homes. Al¬ 
most every home set is now acting as dem¬ 
onstrator. as friends of family w'ander in 
to see show, now a novelty. The reaction 
(tf visitors varies from **Is it snowing 
there?” to “Isn't this a marvelous age we're 
living in?” with former (and similar) com¬ 
ments predominating. Wise policy on part 
of dealers & mfrs, would be to make sure 
that every installation would give demon¬ 
strations of the sort that really sells sets. 


BIZ OP-In War Area 

There may be a war in China, but biz 
goes on as usual, according to a request 
by the Chinese Radio Laboratory. Kow¬ 
loon Factory, Ma Tau Wei Road. Kow¬ 
loon. They want complete catalogs, 
literature, price sheets and discount 
schedules on any and all lines intimate¬ 
ly or remotely connected with railio 
and the electric sjjecialties. This in¬ 
cludes tools and machinery for pro¬ 
ducing radio and electrical products. 





"Duke," 2nd from left, chased armed bandits who 
tried to hold up his master, Gustav A. Schwoeri, 
left. He was awarded gold medal by governor of 
N.J. & was to bark thanks over WCAM. Mike shy, 
although not gunshv "Duke” lost his voice in studio; 
refused to bark! RCA came to rescue with record^ 
ings of barks. Day was saved. Picture above shows 
"Duke” & Schwoeri meeting rescuer "Nipper," 
RCA's trademark tyke. 


BEG PARDON 

On pg. 492 in the RTD section of Feb.. 1940. a 
statement ascribed to Commander E. F. McDonald, 
J r.. should read that he sugire.'^ted television trans¬ 
mitters be license(i for commerciat operation only 
in the New York area. The word commercial w'as 
omitted and Is here emphasized. 


A “price armistice”—but not of the sort 
you might think—is being recommended by 
Sayre M. Ramsdell. v,-p. of Philco. Mr. 
Ramsdell in a statement to the press ex¬ 
presses the fear that prices will rise too 
rapidly & too soon, now that markets are 
expanding. 

While Mr, Ramsdell's ideas are sound, in 
the opinions of radio dealers surveyed by 
RTD. their replies indicate that the trade 
is seeking a different sort of price armistice 
—an armistice on price cutting. Despite the 
legislative protection of mfrs.' list prices, 
dealers of a certain sort find means to cut 
& get away with it. The public, always bar¬ 
gain conscious, rushes for cut-rate mdse, 
without thought of fact that something must 
be sacrificed—e.g,. .service—in order to get 
lower rate. This leaves dealer w'ho stands 
back of mdse, holding large & heavy bag. 

Some dealers covered in survey suggest 
retail trade needs its own Judge Landis or 
Will Hays in order that industry can police 
itself & protect the majority against the 
price-cutting minority. 

Group of several—and not the largest— 
dealers have met in Secret session to dis¬ 
cuss plans for forming national body where¬ 
by industry can regulate itself. 

RTD would be glad to hear from Service¬ 
men & dealers interested in joining such an 
organization. Those who feel that coopera¬ 
tion within the industry to avoid price- 
cutting w'ould insure better business at a 
reasonable profit should address their let¬ 
ters to Robert Eichberg. editor. Radio Trade 
Digest., Radio-Craft, 99 Hudson St., N.Y.C. 


F. C. COMMISSIONERS ASSEMBLE AT TELLY SET 


F.C.CommIssioners (1. to 
r.) Frederick I. Thomp¬ 
son,^ T. A. M. Craven. 
Chairman James Law¬ 
rence Fly. Thad H, 
Brown. & Norman S. 
Case, assembled in Crav¬ 
en's office to see results 
of new RCA telly pick-up 
as they appeared on 
TRK-12. Transmitter was 
outside Washington, D.C,. 
Post Office short dis¬ 
tance away. Apparatus 
should make outside pick¬ 
ups more easily feasible. 
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P.A. SYSTEM OPENS N.Y.C. MUNICIPAL AIRPORT TO MAMMOTH CROWDS 



Mor« than 324^000 persons turned out for the inauguration of N.Y.C/s new municipal airport, LaGuardia Field, North Beach. The problem was to bring the 
Voices of the speakers to the ears of all, despite the noise from idling airplanes. Engineers of WYNC. using Lafayette equipment, solved the problem with 
3 Lafayette model 490T 100 W. amplifiers (one being in reserve) and 8 Cinaudagraph 30-W. air-column speakers; arrows in pnoto Indicate 5, along edge of 

gallery. White circle In photo shows location of the 3 amplifiers. 


Persona! 

FLOYD IL MASTERS, afttr 17 yrs. in the 
radio & appliance field, has been appointed special 
factory rep. for Sfeu’arf-M'arnt’r Corp.'d radio 
div. 

EDWARD J. REUFELDT. for yrs. a market- 
inK exec, with Thordaraott Eire. Mfy. Co., has 
recently been appointed dir. of f«trei(rn snles. 

HARRY L. SOMMERER, formerly asff't to the 
oxec, v.-p. of RCA Mfii. Co., hiih Ihhmi apiHdntetl 
of mff?. for all the cu.'s plants. 

B, G. ERSKISE. pres, of Ihjffrode .Sylvania 
Corp., was written-iip on the front pk- of the 
Comeron County Rreaa. Factory is located in 
Emporium, Pa., & the article features the growth 
of the town durinj^ the yrs. which Hygradc 
Sylvania baa been operating there. 

BENSON K. PRATT, armor press ageiu for 
.V/<C*s Blue network, resigned to become press 
airent for Thomas E. IVewcy's campaign for the 
presidential Kepiiblican nomination. Uen handled 
The radio campaign for G.O.l*. in He is 

'•ucceeded by ART DONEOAN who has been 
handling NRC trade news. 

DAVE KUBRICK, ^alea rep for ^Impcrffr Cit. 
in the N.Y. Metn}politaii area, is hizxy handling 
the “A'onfaA*'* mike Ui the radi<i & music trutlcH. 
for amplifying orchestral iiistninieiit.-:. 

tt'. C. NORL is now mgr. of product service 
for G.E.*it appliance & merchandi'te dept.. Bridge- 
port. Conn. 

PHIL (ilLLIG, for 15 yrs. an exec. v.*p. of the 
l.uditng Baumavn store chain in metropolitan 
X.Y. in charge of ra<lio & appliancfs. ha.s become 
sales promotion mgr. of Emoraon Radio dt Phono 
Corp. 

RALPH L. POWER, radio counselor, just back 
from a lengthy trip, writes; "There is such a high 
larifT on certain radio part.4, and other parts and 
complete sets arc absolutely prohihiteil, so I do 
not think it w^ruld be interesting reading or 
advisable to say anything." 

CHRISTOPHER L. SNYDER, formerly with 
the radio div. of Philctdelpkia Storage Battery Co., 
U now sales mgr. of the Steatite (insulator) div. 
of General Ceramiee Co. 

There are 5 new faces on the staff of .rlmrrtcan 
Steel Expert Co., export distrihs. of /*Atlco prod¬ 
ucts. They’re worn by TIMOTHY WILLIAMS, 
HORACrO LIMA, HANS STAUDER, CAM¬ 
ERON S. HERBERT dr ALBERT A. BOMBE: 
Williams will handle all export sales on the co.'s 
refrigerator & air conditioner; Lima is resident 
mgr. for Brazil; while Stauder and Herbert till 
the same positions in Mexico and Colombo, respec¬ 
tively; Bombe will handle radio A refrigerator 
salca in South & Central America. 


$'s & N"' ’5 Dept. 


BILLINGS UP 9,0% for NBC networks 
for the 1st 11 mos. of 1939 compared with 
corresponding period in 1938. Gross client 
expenditures totaled $40,964,606, compared 
with $37,576,607 for same period in 1938, 
Gross billings cover Blue and Ked networks. 
Red far ahead of Blue. 

EMPLOYEES GET $2,400,000 of General 
Electric Co.'s earnings this year under Gen¬ 
eral Profit Sharing Plan authorized by 
stockholders in 1934. Last year they re¬ 
ceived only $557,000. Eligible employees with 
5 or more years of service received 3.75Ve) 
of their earnings as payment for last half 


of 1939. First half received in August, 1939. 
Company now has 67,000 employees, 10,000 
more than a year ago. 

DIVIDENDS OF 25c per share were an¬ 
nounced last month by directors of Stewart- 
Warner Corp. Increased business and better 
outlook for 1940 made it possible, said Pres. 
Knowlsun. 

RCA DIVIDENDS for period from Octo¬ 
ber 1, 1939 to December 31, 1939 were an¬ 
nounced as follows: $3.50 1st Preferred 
stock, 87^4c per share; *'B" Preferred stock, 
$1.25 per share. Outstanding shares of coni- 
nion stock, 20c per share. 


PIIILCO-R.M.S. PLANS 

EXTENSIVE RADIO 

SERVICE CAMPAIGN 


Sales Helps and Deals 

Netv Paths to More Business 


In a nation-wide plan of cooperation between 
I'hilco & its distributors, the co. plans to make 
available radio receiver parts in all sections of 
U.S. for Philco home & auto radios at nominal 
prices, A comprehensive i-ducational program 
will be instituted, consisting of numerous inti¬ 
mate service meetings to disseminate important 
servicing and hiz-getting info., and encourage 
greater Serviceman cooperation. Philco plans to 
keep the ball spinning all-yeuT round. 


A tie-up with the new technicolor cartoon, 
‘'Gulliver's Travels.*' has been arranged by 

SrA'lVAfJr-irARNA;/? corp,, which will 

introduce 2 sets each bearing u full-color 
reproduction of Gulliver & other characters. 
Local theatre mgrs. and Stewart-Warner 
dealers will be supplied with lobby & win¬ 
dow displays, cooperative advertising for 
local papers & other merchandising aids. 


N.R.P.D.A. Reports Increased Membership 

Arthur Moss, pres, of National Radio 
Parts Distributors* Assoc., returning from a 
recent tour covering Eastern Pennsy and 
New England, reports the organization as 
being represented now in these territories 
by almost 100% of the eligible parts whole¬ 
salers. Latest members in these territories to 
be added to N.R.P,D.A. roll are: 


Eastern Pennsylvania 

J. R. S. Distributors, 
York. 

M & H Sporting Goods 
Co.. Phila. 

Consolidated Radio 
Ck)rp,, Phila. 

Herbacb A Rademan. 

Eugene G. Wile, Phila. 

Kratz Bros., Norriii- 
town. 

New England 

Ware Radio Supply, 
Brockton, Maas. 


Electrical Radio Supply, 
Cambridge. Moss. 

Springlield Radio Co., 
Springfield. Mass. 

Pittsfield Radio Co., 
Pittsfield. Mass. 

Wm. Dandreta Co., 
Providence, R. L 

A. W. Mayer Co., Bos¬ 
ton, Mass. 

Radio Shack Corp., 
Boston, Mass. 

Radio Wire Television, 
Inc., Boston, Mass. 


A special demonstration record album 
with everything from swing to classics is 
being supplied to PIIILCO salesmen. The 
idea is that the customer can hear a swell 
recording of w'hatever type of music he 
likes best in order to sell him on having a 
phono. 

MIDWEST RADIO CORP. is offering a 
free midget set with every console sold at 
$49,95. 

A sales-help package containing 300 let¬ 
ters A costing the dealer only $1.20 is being 
used by PIIILCO to boost the sales of its 
Greek-letter radio sets to members of frater¬ 
nities & sororities. 

RCA is using educational films “Televi¬ 
sion'* and “Air Waves" to get biz and good- 
w'ill. 244,707 persons saw films in one month 
alone. 
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RADIO TRADE DIGEST 


MN EDITORIAL 

** By Artie Dee 

One of the easiest things to do is to fall 
out of step with the parade—to remain on 
the sidelines while progress speeds past. 
While this is easy, the trouble is that profits 
pass you by at the same time. lt*s up to 
you to put on your running shoes if you 
want to keep up with all the advances that 
are being made in radio and—still more 
important—make them put cash into your 
till. 

Millions of dollars worth of publicity arc 
being given to developments which have 
taken place, at least as far 
Thrpp as sales are concerned, 

- j within the past year. Three 

LiQQQQtS such developments are Tele¬ 

vision. Frequency Modula¬ 
tion and Facsimile. 

This column has said so much about tele¬ 
vision during the past few months that no 
more will be written concerning it today, 
although the editor believes it to be the 
most fruitful source of imme<]iate profits if 
iVs handled right. 

Instead, turn to F.M .—this as you no 
doubt know is a transmission - reception sys¬ 
tem which is relatively free from static. As 
it uses w'ide channels, greater fidelity both 
as to audible frequencies and dynamic re- 
.''ponse is made possible. A demonstration of 
an “F.M.’' set should sell 
any real music lover on the 
desirability of having such 
equipment in his home. Jiut 
are yon equipped to demon¬ 
strate F.MJ If youVe not. you are missing 
chances to make some worthwhile sales. 

Facsimile is also on the market and you 
should be equipped to demonstrate and sell 
these units. While they do not represent as 
big sales as television an<l F.M. receivers, 
they have even more novelty appeal. The 
man who wants the latest in everything is 
an almost certain customer of such ap¬ 
paratus. 

Do}t*t fall behind the parade. Be equipped 
to make those extra dollars! 


F.M. and 
Faesy 


BROADCAST SERIES PEPS 
SALES FOR SERVICEMEN 

As announced in “Snoops & Scoops** 
last month, a new series of weekly pro¬ 
grams called “Radio Masters of the 
Air“ and devoted to the welfare of 
radio Servicemen is now being aired 
by WCNW (N.Y.C., 1,500 kc.) every 
Wed. from 10:00 to 10:30 P.M. An¬ 
nouncements of new merchandise—why 
needed & how used, service hints, trou¬ 
bles & solutions and business-building 
suggestions will be the bill of fare. 
Jack Grand, dir. of the program, says 
that a free monthly bulletin, contain¬ 
ing highlights of the broadcasts and 
other sales-promotion features, will be 
sent to all Servicemen and radio deal¬ 
ers. The early broadcasts will be of 
an experimental nature which, if suc¬ 
cessful, may be put on big. If you get 
an invitation to cooperate—do. Give the 
Serviceman a helping hand! 



Watch for Finch Labs, to open their own factory somew'here in Jersey. Early reports 
are that they’re taking 15,000 sq. ft. in Jersey City to turn out faesy sets for airmen 
& cops . . . G.F.*8 new 7-tube, 2-band console H-73C with 6 pushbuttons will sell com¬ 
plete with record player for about what you should expect to get for the set itself, plus 
the customer’s old set . . . iTuportcrs^ I Ad., South India, is interested in getting hold of 
new lines 


the addre.ss is United Motors 
Bldgs., Coiml)atore, &. the boss’ name is 
G. I). Naidu. 

A Jefferson-Travis model marine-radic^ 
phone has just been installed on a 52-ft, 
cruiser owned by G. J. Altfilisch (and isn't 
it time yon went after your Spring boat 
businessO • . . G.E.’s cheapest phono-radio 
combo is the lowest-price outfit of this sort 
the CO. has ever produced—make a 
good leader . . . Electronic music will be 
the entertainment used to sell gas for 8 
metropolitan gas utilitif cos.; the instrument 
is the Novachord —the station WMCA. 

A new mode! Unichord is being pushed 
by Universal Microphone Co.; though port¬ 
able size it’s a professional recording job 
& will take up to 7 min. on a 12-in. blank 
. . . New Stations in Mich.; 2 being built 
2 improving equip’t & 5th just installed new 
transmitter. New* stations are going up at 
Sault Stc. Marie & Saginaw'; WMBC & 
WKAR are erecting new antennas, w'hile 


RCA, G.E. & WESTINGHOUSE IN 
NEW PATENT COMBINE 

New patent aifreemenls supplementinK 
those made in 1932 have just been an- 
nouneetl. RCA Ket}^ riirht to sell, and ^rant 
licenses to others for the sale of, most types 
of radio tubes for many uses. (J.E. & West- 
in^house Kct ri^ht to S(>II ru<lio Kiuipment. 
includinf? tubes, for broadcasting transmit¬ 
ters, television and f.'icsimile apparatus, 
airport eciuipment, etc. The asfreement 
w'idens scope of activities of the 3 cos.. 
I^ivinp to each a broader market for its 
products & services. 


Changes & New Addresses 

Where to Reach Old and New Companies 

ATLAS SOUND CORP. has appointed 
P. D. Terwilligcr sales rep. for N.Y. State. 
His address is 505 University Ave., Roches¬ 
ter, N.Y. 

NON-OX CO. of 3533 E. Slauson Ave., 
Mayw'ood, Calif., has just been organized to 
make & market chemicals for use by the 
trade, such as speaker cement, solder paste, 
cabinet polish, etc. The co. is now producing 
a light mineral oil. Non-Ox. which is said 
to reduce oxidation. 

SPEAK-O-PHONE RECORDING & 
EQUIP’T CO. has appointed several new 
sales representatives as follows: Paul Cor¬ 
nell, 3292 ('edarbrook Rd., Cleveland 
Heights, Ohio; Mel F’oster. 601 Cedar Lake 
Rd., Minneapolis, Minn.; Henry Segel, 235 
Pine St., Gardner, Mass.; Royal Stenim, 21 
E. Van Huron St., Chicago. 111.; Royal 
Smith, 912 Commerce St., Dallas, Tex.; 
Byron Moore, 191 Starin Ave., Buffalo, N.Y.; 
and Don Wallace. 4214 (’ountry Club Dr., 
Long Beach, C’alif. 

A new company has just been formed, 
known as TAYBERN EQUIP.MENT CO., 
INC., 135 Liberty St.. N. Y. C., headed by 
Duncan Taylor and Joseph T. Bernsley. 
They are manufacturing police, aviation and 
marine-radio equipment, as well as elec¬ 
tronic instruments and hearing-aid devices. 
“Joe” is well-known to Radio-Craft readers 
for his articles on many different technical- 
radio topics. 


WXYZ has moved its transmitter from 
downtown Detroit to a point 6 mi. out of 
town. . . . G.E. has a new line of trans¬ 
mitter tubes; also a new 3-w'ay portable. 

Sidney L. Co pell, Toronto, managing dir. 
of Philco Prods., Ltd., Canada, credits radio 
as a 'yoi'emost factor in uniting the British 
Empire for U'ar” (And you remember the 
days when they were talking about radio 
«« *Ahe greatest force for peaceC') . . . 
Maybe this isn't such a bad War—reports 
are that public is buying costlier sets to be 
assured of picking-up European stations 
direct. . . . Floyd Fausett, former v-p & 
chief eng. of Supreme, now heads his own 
Radio Instruments Mfg. Co., which makes 
the Rimeo Dynalyzer. being pushed by NaVl 
Union. 


NEWEST SIDELINE_ 

«EW LIGHT kATTEHIES THAT DO NOT liETWiJC^ATE 



=«in, 

M«r»MKT U*** tar Airp^ 




>ufQcturMj by TRIUMPH EXPLOSIVES, IMC EU^ 

Lights for use in emergency only, are being pro¬ 
duced by Triumph Explosives, Inc.. Elkton, Md. No 
deterioration before use as cells are packed & 
sealed dry, and activated only %vhen battery bottom 
ii struck against solid object! Should sell to auto, 
home A boat owners. Same type cell, made to tit 
wherever regular drycells operate. RTO suggests 
should be OK as emergency current source for 
operating battery-portables, always being 100% 
"fresh*’ until wanted. 

TRANSCRIPTION IMPORTS 

BARRED BY AUSTRALIA 

Australian war emergency legislation now 
prohibits entry of transcriptions, pressings 
and stampers from the dollar countries. 
Australia however will permit importation 
of Mother Matrices in proportion to tran¬ 
scription purchases during year ended June, 
1939. Importers must apply for licenses 
from Canberra. Free sample discs are still 
allowed until F’cb. 29, 1940. American pro¬ 
ducers can still ship <liscs ordered and paid- 
for, but arrival in Australian ports must 
be before Feb. date. This info, according to 
cabled advice from Macquarie Network of 
Sydney to its Amer. rep., Dr. Ralph T*. 
Power, Los Angeles. 
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CO. OFFERS ITS LOWEST PRICE PHONO-RADIO CONSOLE 


As a n«w phono-fadio 
saasonat pric« l«ade^ 
G.E» has produced ht-ft 
model HJ-626 to sell at 
the lowest retail price m 
the Co.'s history. Set has 
full-length lid over dial 
scale, i "Feathertouch" 
tuning keys, turntable, 
pickup & controls; cabi¬ 
net contains 14-in. speak- 


records, too. 




$Biosman $am $Byss — 

Data imsHvd by V, S* Govt* Far more detail eel information is 
available from the Bureau of Foreign & Domestic Commerce* 
Washington, D*C* Publications to request are: World Radio 
Markets covering countries wanted & The Klectrical & Radio 
World Trade IVews. 


er, Deamascope anrenna 
& 6-tube chassis, tuning 
from 550 to 1.600 Itc. Con¬ 
sole 33 Ins. nigh, 20 ins. 
wide & l4>/a Ins. deep Is 
big enough to take 12-In. 



TURKEY—tS.OOO nets in by ld.200/)0<^ 

tx)piitatiun. Potential demand very larKe. Eurtn 
I»ean nets »old more than American last year but 
new Turkey-American trade aKreement is ex- 
j>ected to throw ratio in Uncle Sam’s favor. Auto 
sets exclusively American. Five- and 6-tube 
table-model sets are best sellers. Current is 110- 
volts A.C. in Istanbul and 200 elsewhere, where 
available. 

CUBA—170.000 sets in use by 4,260.000 popu¬ 
lation. Competition is keen—40 different brands 
oil market. American-made sets moet popular, 
lieferred-payment plan used almost exclusively. 
Period of heaviest demands is durintr cooler 
months. Medium- and short-wave sets of 6 to 7 
tubes best sellers. These retail from 66 to 00 
pesos (peso—$1), Electric s<TVice mostly 110- 
volts 60-cycles, A.C. Only lO'Pt of autos in use 
have ra<tio sets. All sets should be proofed aKainst 
humidity. Very limited demand for A.C.-D,C.. 
straUrht D.C. or battery sets. Set imports durinK 
1st 10 mo. of 1939 numbered 16,894 units amount¬ 
ing to $313,373. 


MEW SERVICING 
MANUAL 

Cornell-Dubilier's new “Capacitor Manual 
for Radio Servicing” is a “pip" for the serv¬ 
icing profession. In its 256 pages there is a 
complete listing of all the radio receivers to 
date and the corresponding Cornell-Dubilier 
replacement condenser numbers. Included 
also is the page in Rider's Manuals on which 
each of the circuits may be found. In the 
rear of the book there are pages of diagrams 
on filter and bypass circuits as well as elec¬ 
trolytic condenser diagrams. Book is gratis 
to all Servicemen. 


NIUHKIA—Larir<'st Britijsh Wtwt African de¬ 
pendency. Pupulatiuii 21,000,000, of w'hich only 
7.000 are Whites. Total number of seta in use 
is 1,037. Demand small—about 750 new seta 
beintr Jiobl annually, American sets not sold: 
cheaper ones tl<» not stand up and tropic-proofed 
ones too expensive. Netherlands sets enjoy Kreat- 
est sales, 

(IIIIRALTAR—2,800 sets in use by 24.000 
population. This is war zone. Need we say more? 

Itl’KMA—3.790 sets in use by nearly 15.000.000 
population, mostly not prospects. Poor market, 

BOLIVIA—Mupplemimtary report just issued 
tleals with internal reifulations on radio. Order 
as Bolivia Supplement 113-117. 

FRENCH OCEANIA—425 sHs in use by 48.000 
|K>PuIation, 93^,« not prosiHi’ts. Less than 50 
sets sold last yr. 


OFF THE PRESS 

CIRCULAR. Form GEA-2021B. General Elec¬ 
tric Co. 6 pp. Complete list of transmitting con¬ 
densers. .vt>ecificatioiis and prices, 

CATALOG. No. 79 (Gift Edition). Radio Wire 
Television (formerly Wholesale Radio Service 
Co.. Inc.) 56 pp. Ravljos. toys, photographic ap¬ 
paratus. elec, appliances, etc. 

CATALOG-PREVIEW’ CIRCULAR, Presto Re¬ 
cording Corp. 4 Pp. Recording and transcription 
(Kiuipment. accessories, heads, blank discs, etc. 

CATALOG. No. 40A. Hanimurlun<l Mfg. Co- 
20 pp. Complete listing of transmitting com¬ 
ponents for amateurs and professionals. Con¬ 
densers, coils, trimmers. R.F, chokes. I.F.’s. in¬ 
sulators. foundation transmitter assemblies and 
complete "Super-Pro’s." 

BOOKLET. No- 16B, Same co, 16 pp. Interest¬ 
ing technical data and diagrams on the 1940 
"Super-Pro’s," Yours for asking. 

FOLDER. Non-Ox Co. 4 pp, Dt'seribes new 
liipiid for eliminating oxide film (causing con¬ 
tact resistance and heating) on nickel switch 
contacts, 

ELECTRIC-EYE FOLDER. Photobell Corp, 
4 pp. Describes photoelectric "Sentinel” single 
unit containing both light source and P.E.C, 
Suggests interesting aales-getting angles. 

BOOKLET. Weston Electrical Instruments 
Corp. 8 pp. Titled "Ideas for Profitable Serv¬ 
icing," Lives up to title. Tells how to: organize 
tube- and battery-selling efforts: organize service 
procedure: create customer confidence and cut 
overhead—by using W’e^ton ettuipment. Gratis 
to you. 

NEWSPAPER: The Cameron County Press- 
Emporium Independent. Devotes 4 full pages to 
Hygrade Sylvania on its 83rd Anniversary. One 
page gives complete, illustrated history of Syl¬ 
vania : other 3 cuntain congratulatory and good 
will advertisements. 

CHART. Unitwl Transformer Corp. One side 
gives tabulation of tU'cibels vs, voltage and 
power: other side permits quick calculation of 
reactance and frequency of all types of coils. 

PARTS PRICE LIST MANUAL. Emerson 
Radio and Phonograph Corp. 16 pp. Replacement 
parts and cabinets for all Emerson models re¬ 
leased prior to Aug. 1. 1939, 

CATALOG. W'right, Inc,, 8 pp. In a logical, 
easy-to-iinderstand manner, this catalog individu¬ 
ally lists and di*scribes a complete line of speakers 
from 4-in, sizes up to larvc 15-in. P,A. speakers. 
These include permanent-magnet and electro¬ 
dynamic typos. Available free, 

RECORD CATALOt;. RCA Manufacturing 
Co.. Victor Div. 568 pp. Listing of all Victor 
Ri-ii Seal records up to Nov. 1, 1939 and all 
Black Seal records up to Oct, 1, 1939, Supple¬ 
ment at end lists later records, up to end of 1939. 

CATALOG. No, 168A, Cornell-Dubilier Elec. 
Corp, 8 pp. Describes and illustrates 2 interest¬ 
ing con denser-testing and -replacing instruments 
for use mainly in the motor-starting ’’capacitor" 
field, 

BULLETIN. No, P-1. Atlas Sound Corp. Shows 
new line of "Hold-Tite” shielded connectors for 
single-conductor cables. 

BULLETIN. No. BS-35, Same co. Describes « 
new "Uoom'’-type de luxe mike floor-stand. 


"F.M." BROADCASTING DEMONSTRATIONS AND LECTURES 
HELD BY BOSTON RSA CHAPTER 

Boston Chapter RSA, one of the pioneer chapters of the RSA, has just completed 
a series of lectures and demonstrations on frequevcy modulation. From reports 
received, this demonstration participated-in by outstanding engineers and other 
interested people in the industry was given before a capacity audience in Boston. 

The talk was led by *Mr. Glenn Browning who gave a very interesting discourse 
on the history of Frequency Modulation, followed by a very thorough chalk-talk on 
the F.M, Circuit and Diagram Analysis of the receiver he is putting out. This was 
followed by a demonstration of the receiver under discussion. Associated equipment 
was loaned to the Boston Chapter by Mr, Harold Sampson of the General Electric 
Company, the Demanibro Radio Company and the Lansing Manufacturing Company, 
A very prominent participant in the evening discussion was Mr, Irving Robinson, 
Manager of the Yankee Network which has pioneered in the New England area 
the operation of Frequency-Modulated Stations. 

Boston Chapter RSA is proud to have been able to bring before its members 
and guests this exceptional development, and desires to take this means of thanking 
all of the men and manufacturers who cooperated to make the program such an 
outstanding success. 

* S«>e Mr. Browninc’* arllde. "Fr«juenc3' Modulation I’nwrams on your Present Hecelver!”, in the Dec. 
1933 and Jan. 1940. Issues of Radle*Craft. 
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PERFORMANCE 

1^044/ue, Aee 4 i> 

^044A4> AmtU Mie> Aie4iA 

"'TRAFFIC-MASTER'' 



The complete answer to the Ham's prayer — especially if he doesn't have a small 
fortune to spend. The Meissner "Traffic-Master" will stand up under the severest 
reception conditions and dra^ the QSO's out of the mud when other receivers faill 
Check this receiver — feature by feature — against much more expensive sets. 
Check it in your shack — side by side with any ham set on the market — compare 
results first then take a look at the difference in cost! 

High.gain "television" type tubes used in the RF section — ceramic sockets — two- 
stage IF channel with crystal filter — air-tuned transformers throughout. A perfected 
noise silencer circuit — operating ahead of the crystal filter — eliminates a large 
percentage of interference. Controlled pitch BFO for CW reception. Audio and 
phase-inverter with push-pull GVB's provide 8.5 watts undistorted output. Last — 
but far from least—of the important features of this receiver —the Voltage Regu¬ 
lated power supply to maintain perfect frequency stability! 

Years of experience and development have gone into making of this receiver the 
finest that can be built for the dyed-in-the-wool Ham. Although it is furnished in 
kit form — the important components are factory-wired and tested — complete as- 
surance of ultimate satisfaction. The entire RF-Mixer-Oscillator section is ready 
built»sockets for the three tubes# ceramic^insulated band-spread tuning con- 
denser# dual-control fly-wheel dial and all associated small parts, assembled, 
wired and aligned — on a special sub-chassis ready to be connected to the I.F. 
channel. 

The Crystal Filter ond Beat Frequency Oscillator are also supplied as seporate 
complete units. Every part is furnished (except tubes and speaker) — down to the 
smallest detail. All guess-work has been eliminated — the chassis and panel are 
completely punched — full printed instructions together with Schematic and Pic¬ 
torial Wiring Diagrams make this superior receiver really easy to buildl 


NEW CIRCUITS 
IN MODERN RADIO RECEIVERS 

(Continued from page 532) 

maKrnitude and phase as at the rectifier 
cathode, there is no drop across the output 
transformer primary due to the hum com¬ 
ponent and hence the hum is reduced to 
the vanishing- point, without an elaborate 
filter in the power supply. 

(3) SEPARATE OSCILLATOR FOR PUSH- 
BUnON TUNING 

Garod Models 1649 and 4159— 

3.). By using a separate oscillator circuit 
for pushbutton tuning it is 7iot necessary to 
change the tuave^band setting in order to 
tise the pTishbutton tuning systenit a mini¬ 
mum number of switch contacts need be 
used in high-frequeyicy circuits and separate 
control of the oscUlator component is pro- 
x*ided. Mixer cadency is greatly improved. 

A transfer from manual to pushbutton 
tuning is made by the manual-pushbutton 
switch sw., as in Fig. 3, the important sec¬ 
tion of which is shown. It removes the 
plate voltage from the regular oscillator 
{6K8 triode section) and places it on the 
pushbutton tuning tube screen-grid and 
oscillator anode circuits. The pushbutton 
oscillator is of the Colpitts type, modified 
by auxiliary magnetic coupling between the 
signal and oscillator control-grids. To the 
former is applied the A.V.C. voltage so that 
the oscillator and signal components are 
more nearly uniform. 

|4) feedback improves both sensi¬ 
tivity AND SELECTIVITY OF INPUT 
CIRCUIT 

Gamble Skogmo Inc, Model 15C6— 
<Pig. 4.). Finding a single tuned input cir¬ 
cuit inadequate for this automobile receiver^ 
feedback for coyitroUed regeneration has 
6«en added which improves both selectimty 
and sensitivity. In this way the single tuned 
input circuit may be made to have the per¬ 
formance of a double tuned filter. 

As shown in Fig. 4, the 1st I.F. primary 
tuning trimmer is not connected to “B-f-” 
as usual but rather to a small feedback 
coil, Ll, coupled to the 6A8G signal grid 
input coil. Through adjustment of Cl alone, 
the closed circuit Cl—Ll—C2—L2, is 
tuned to the IJ^. peak value, but radio fre¬ 
quencies may readily pass through Cl—Ll, 
thus feeding energy back to the signal grid. 
By this means much of the R.F. resistance 
of L3 is compensated or neutralized, and 
the Q of the circuit L3—C3 is of course 
materially raised. Regeneration also in¬ 
creases the R,F, gain of the 6A8G tube. 

(5) DEGENERATION ACHIEVED BY CON¬ 
DUCTIVE PLATE COUPLING 

Sentinel Model 143L—(Fig. 5.). TT'it/i* 
out any othir circuit revisurns degeneration 
is achieved in this receivert simply by con¬ 
necting the 2 A,F, plates u^Y/i the proper 
lvalue of resistance. 

The signal gain from 1 plate to the other 
is about 10 and of course the signals at the 
2 plates are in reverse phase. In effect, the 
signal voltage fed back from the 6C5G plate 
in Fig. 5 is divided by the ratio of the 
impedance from the 6Ci7G tube plate-to- 
ground, to the sum of this and the 0.5-meg. 
resistor. Something less than 10% of the 
signal is fed back to the 6Q7G plate so that 
the reverse phase signal is less than the 
original signal. The 2 signals approach 
equality at some low limiting frequency, and 
the circuit tends to greatly equalize the 
frequency response characteristics of the 
circuit, as for any other degenerative circuit. 


tJfot Mto Pw4a! 

A brand new 16R- 
page book, full of 
live, interesting, 
up - to - the - min¬ 
ute radio construc¬ 
tional data and 
information. Con¬ 
tains complete dia¬ 
grams and instruc¬ 
tions for all the 
Meissner Kit Re¬ 
ceivers as well as 
complete data on 
ready-wired units. 
IS-paffes of latest Television data cov¬ 
ering theory and practical application 
in plain lanffuaKe. See your Jobber at 
once or order your ropy direct from 
factory. Only 5Qc net. 


Use the easy Meissner 
Time Payment Plan 

The "Traffic-Master" and many other 
Meissner products may be painlessly pur¬ 
chased on a simple monthly payment 
basis. See your Jobber for details of this 
plan. 

Write for Free Catalog 

For further information on this remark¬ 
able receiver, as well as complete descrip¬ 
tions and prices on all Meissner products, 
write today for your free copy of the big 
48-page complete catalog. Just cut off the 
lower portion of this ad. write your name 
and address on the page margin and mail 
to the address below. 

DEPT. C*3 



FAMOUS NAME FOR TWO DECADES 



Please Say That I’o/i .Sriir /( in Kaj>IO-('raft 
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BEST BUY in U/iteleii 

INTERCOMMUNICATING 

S^5tc§n5 



CROSLEY CHATTABOX 

50 P®*" consisfing of TWO 

u'fr n!y. complete master stations. 


Complefe fwo-wdy wireless loud speelcing sys¬ 
tem. Perfect performance. Plug into any IIO 
volt socket, AC or DC. Equipped with CALL- 
LISTEN-TALK switch and volume control. Write 
for information or catalogue. 

Sold on 10-day trial with Money-Back Guarantee. 
Order today. 

Jobbers, Dealers and Distributors write for special 
quantity discount. 

AMPLIFIERS - DISTRIBUTORS CORP. 

DEPT. R.C., CHRYSLER BLDG., NEW YORK 

Cable Address DEBACK, NEW YORK 

So/e Distributors of the 

CROSLEY CHATTABOX 


Are You The Man For This Joh? 

ARE You prel)ar<.*d to take advanlasce of the op¬ 
portunities that the new TELEVISION induHtry 
is creating? Train yourself now, while Television 
is younP, for a better job. Write for FREE IL¬ 
LUSTRATED BOOKLET, “A Tested Plan for a 
Future in Radio & Television.*' CAPITOL RADIO 
ENGINEERING INSTITUTE, Dept. RC-3, 3224- 
16th St., N.W., Washington, D. C. 


SERVICE MANUAL 



DIAGRAMS YOU NEED 

In one handy manual you lia\e all 
the (liaKrums of tlie nnt^t uflen 
servired radios tiKlav. Over of 
all 8Vt8 vuu ser\lre every day arw 
incliiiltd TIkm important hint ■ 
gl\iriit. trinihU shoolin-! niniiis 
mak( your joh easier, permit faster 
and Letter repairs 

HOW TO SAVE TIME 

Circuit data, hints. Information 
are time-savers anil money maker!, 
for ^Oll l.it this dlaitram iniiiijal 
be vniir tin Mo lo bmutr profits and 
easier sou ice work. WtiV work 
blind fob lid wiitn 4 out <'f % dm 
,,nms juii Mill eu r med an iti 
fliidid in till" tu« Ion pm id 
manual, f'ompiled l*v M. Iieltinan. 

r.idio ser\itvinan. author 
tcaclier of Radio in * lin a„o mIiooIs 

LIMITED EDITION 

Cet Miur (opj of tins radioman ■ 
bikkist tin I M\< r No nnd to 
spind money for bulky, space* 
Wastintr iilaiiMals Imh ?1 u . to 
day. brlnits your iop\ ut tlu 
Jiandiist "on tlu job ■ li indbitok of 
Useful iltaftrams. (Mo^IcIn I'ljt, to 
date.) Well printed, utth Hlti>tra 
tiuns, larRe Ki/.e \ 11 imlus 
Ijimited quantity at the special 
price. Uush order no\i. 


FREE EXAMINATION COUPON 


I 

I 

I 

I 

I 


Supreme Publication* 

372 7 West ,13th Street 
Chicago, Illinois 

Ship com,ilPte Servlet Mamijd. I may return Uic 
manual fur a full ea^h refuiul if I am nut aaiuried. 

□ I am cneloBinfT Sl-OTt. send iw.^itliaid. 

□ Send r.O.D. I will pay iwsimaii St .05 .1011 a. few 
renlK i>os«laife. 


Wrtle address treluw and send this Comer. 


I 

I 

I 

I 

I 



Fig. 14. Schsmatic circuit of swell pedal as employed by W. S. Pollock in the Robb Wave Organ. 


BUILD YOUR OWN EXPERIMENTAL ELECTRONIC ORGAN 

(Continued from page 623) 


Sasavant Freres who acquires them in re¬ 
building jobs. Two 68-note manuals with 
Sectional bookcases of the same width 
formed the author's first “console.’' as pic¬ 
tured in Fig, 10. 

Pneumatic Console. —A church had its 
roof and entire organ loft destroyed by fire 
after which the lead tubing leading from the 
pneumatic console to the loft was sold. Since 
pneumatic actions are obsolete, the console 
was of no value for rebuilding, and after 
gathering dust over 10 years in a store¬ 
room they were glad to sell it very cheaply. 
The bulky pneumatic co7t8ole is ideal for 
experiments since there is room to place the 
apparatus inside, as Fig. 11 shows. 

Pallets. —Having secured your pedals, 
your piano-case organ is almost sure to con¬ 
tain an 8-foot (unison) stop and a 4-foot 
(one octave above normal) set of reeds. 
Since the bottom octave of each set is not 
used on the 5-octave manuals, the bottom 
12 valves or palletSt if removed and replaced 
by magnetically-operated ones opening the 
4-ft. and 8-ft. reeds separately, will provide 
2 octaves of pedal notes. Magnets like those 
shown in Fig. 12 are made by August Klann 
or Wicks Co. 

If your reed organ with vibration pickup 
is to be included in the pipe-organ console 
along with other types of organs don't for¬ 
get that the key widths of reed-organs and 
pipe-organ manuals are not the same, the 
ree<ls being slightly closer together. To over¬ 
come this, the regular rods connecting keys 
to pallets were replaced by longer brass 
welding rods (threaded for adjustment) 
which were fastened to extensions on the 
back of the manual keys. This enabled the 
reed action to he placed upside-down, and 
far enough away that the difference of spac¬ 
ing did not matter. See Figs. 1 and 4. 

If you can afford magnetic valves to re¬ 
place all the pallets, the reeds may be uni¬ 
fied, i.e., made available in sub, unison, 
super, or 2-octave.s-highcr on any manual, 
but you may be troubled with key clicks if 
you use a wide-range audio amplifier. This 
means a condenser on each contact; or, 
plenty of shielding and grounding. 

STOP EFFECTS 

New efferta can be produced in 

electronic organs by various circuit 
changes. 

Inten.sity; Harmonics; Keenforcement. 
—A straight change in iittcnsitg can make 
a Dulciaita into a Sa/iVio«n/; and, with still 
further amplification, into a Trumpet, High¬ 
er harmonics can be acrentuated by a scries 
condenser; or, by a shunting con¬ 

denser. A car ignition coil with secondary 
shunted by a condenser of 0.l5-mf, can 
shift the resonant point to the bottom of 
the keyboard for hass 7’€cnforceme7tt, 

Tremolo. A good /remo/o can be pro¬ 
duced by a rotating fibre shutter in front 
of the lou<lspeaker. An aluminum-disc-type 
phonograph motor with governor removed 


will do for the drive; Fig. 13. Adjust the 
speed to about 5 revolutions per second by 
altering the size of the shutter. 

Little will be said of straight sound or 
acoustic pickup type of electronic organ ex¬ 
cept to remark that it is much more sus¬ 
ceptible to feedback. Since the Vox ffitmana 
is the hardest common stop to imitate and 
because it uses small pipes often boxed-in, 
on a pipe organ, a rank of these pipes en¬ 
closed with a microphone is probably the 
most promising application. You might try 
imitating the RCA chimes with a mike, and 
spiral chimes from striking clocks. 



Fig. 10. The first console—2 manuals and a “loan" 
of the family bookcases! 


The following are descriptions of the 
drawings which do not include captions. 

Fig. 2.—PreSdwood sounding board, con¬ 
tact mike with weight removed, reservoir 
bellows, and extension rods on stop shut¬ 
ter hinge. 

Fig. 3.—Bellows from reproducing piano 
for suction supply. 

Fig. 5.—Turbine mounting. The turbine 
is mounted from a flat board with a 

hole in the center which connects with the 
wind chest. If the motor shaft is vertical 
the motor may be suspended on springs. 
(Gravity prtwents the turbine blades being 
sucked against the board. See Fig. 5A.) 

Fig. 6.—Blower wheel for 1,760-r.p.m. mo¬ 
tor and blower wheel for 3,G00-r.p.m. or 
series motor 

Fig. 7.—Swell pedals or volume controls- 
Note pedal contacts. 


Please Sag That Voa Sair It in Radio-Craft 
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Fi*?. 8.^—Conslruction of the contact as¬ 
sembly. 

Fipr. 9.—Pedal contacts; it is the con¬ 
struction of these which is shown in Fig. 8. 
Also view of manual contacts, 1 feed and 
3 contacts per note. 

Fig. 12.—Specially-shaped pole and arma¬ 
ture to open pallets at 15 volts and a few 
milliamperes. 

Fig. 13.—Tremolo. Adjust frequency by 
altering size of shutter. 

In addition to thv ntotv than iiitrreMtni; 

articles ulilch Radio*Craft has publtslu'd, the folium-in k. 
hioro recent ones a-e iiienttnin'd; 

"latest Tone-I'ontrolled Kleetronte I'tuno." Jaii, 

PK, 4o2. 

■■The IMpele$s OrKan.'* I'art I. MarHi Ipyth p*:. 

Tart [I. April 1930. ptt. .'.01. 

''Aiitioutii'iiiff the ■Xoiarhord'—Kleeironif Miplr's .N'eu 
id^-Tube ‘Ilaby* .\pr. 1939, py. .'.sp. 
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CASE HISTORIES OF 
P.A. SALES 

(ContitiHvd frvm puye 540 1 



ND OTHER RADIO IN 
THE WORLD HAS ALL 
THESE FINER FEATURES 


1. Built from tuch high quality 
parti that they are guaranteed 
aqainit defects or broahdown for 
riVE FULL YEARS~init#ad of thO 
usual 90 days. 

any 
t in 

limited numbers by highly skilled 
technicians with years of spe* 
cialized experience in making fine 
laboratory instruments. 

3. Affords the listener at least 
TWICE the tonal range ho has 
been accustomed to hearing. 


3. Guaranteed to outperform 
other radio in the world. Bui 


4. Reproduces your selection of 
recorded music through the loud 
speaker,system with a naturalness 
Which in every way equals that 
of a fine High Fidelity studio 
broadcast from a nearby station. 


5. Can bo adjusted for the Pur* 
chaser's own location character* 
istics within cerUin broad limits. 


6. Electrical interference and 
static can be reduced, compen¬ 
sated for, or often almost entirely 
eliminated. 


7. Incorporates auxiliary controls 
so operator can improve the qual* 
ity of many records or radio trans¬ 
missions to adjust tone to suit his 
taste and acoustical properties of 
the room. 


8. About two to three times as 
selective as the average radio 
receiver. 


9. .Incorporates such high sensi. 
tivity that it brings in distant 
foreign stations which ars often 
beyond the receiving range of or. 
dinary receivers. 


10. ^ So accurately calibrated, ad* 
justed and tested that it is widely 
used by leading universities, 
broadcasting stations and scien. 
tific laboratories where extreme 
precision is imperative. 

11. Incorporates modern improve* 
ments used in fine radio PLUS 
patented features of our own 
laboratories not found In home* 
type receivers. 


la. Backed by an organization 
having over 600 specialized ezpc-t 
service and installation engineers 
located in nearly every part of 
the United States* 



THE SHERATON . 
many distinguished Scott Custom 
Built Cabineto with special acous¬ 
tical Properties. 


CLEARER, Quieter RECEPTION 



_^ 

The Result of <3 

NOISE REDUCING SYSTEMS 

Many kiiid^ of di^turliing in ratlio and recorded 

niiisic* have been greatly rediircil in the Ciisloni Built 
SCOTT. Distant American and F’oreign programs can 
now be tiiorouglily enjoyed. Surface noises have lieen 
removed from record reproduction without affecting 
tone at normal volumes. 

“THE WORLD'S FINEST RADIO" 

The precision built Scott is generally acknowledged 
^‘'the wurlcfs finest radio.” Because sold direct from our 
Laboratories only, it costs little more than many re* 
reivers made in factories by mass production methods 
and .sold through jobbers and dealers. Noise reduction 
is only one of many amazing Scott features. Get all the 
facts. Mail the coupon, loflay! 

M.A:IL THE COUPON...GET SPECIAL OFFER! 


E* H. SCOTT RADIO LABORATORIES, INC* 

4404 Raventwood Ave., Dept. 24 C 40 , Chicacor DL 

Send all facts. kpeciB] offer, order blank, and Scott Record 
Review. No ohlifatiun. 


Name 
St r get 


Trimin hearing-aids were put in. Tliis sys¬ 
tem was installed by Keeshan Advertising 
Service, last Fall, at u total cost to the cus¬ 
tomer of $397.50, and a profit of 40^4. 

H. 11. Keeshan, 

Mayihattatif Katitfnft. 


Mr. Keeshan’s description of this Public 
Address Installation won him a Transducer 
Microphone as his prize in the 4th Section 
of the recent liadio-Craft P.A. Contest.— 
Editor 


3 NEW TUBES 

(Continued front page 544) 


Half-Wave Rectifier 


Heater voltage 

117 

117 

117 

volts 

A.C. voltage per plate 
(r.m.s.) 

117 

150 

235 

max. volts 

D.C. output current 
per Plate 

60 

60 

60 

ma. msut. 

Plate supply impedance 
per plate (min.)* 

0 

40 

100 

ohms min. 


* Sufficient impedance to limit maximum peak 
Plato current to value shown. 


—City . State . 

STUDIOS: NEW YORK. CHICAGO. BUFFALO, DETROIT, LOS ANGELES 


GET A REAL ELECTROPLATING KIT ABSOLUTELY FREEI 

Complete details as to how it is possible to get a Real Electroplating Kit FREE, appear on Page 546 
of this issue. TURN TO IT NOW! 



4 STANDARD 

AuperJIe 

negulalorp 
a ver SjOO typEB oE 
AC DC EdUajL Tubos now In uh-. . . . Jfas 
pcilejmcd' Liuf^picdrc lesJsdar. 

Liol (L 04 

VmVL FOH JtEPLACEHEfJT CKAJtT "S“ 
Aciperiie Co SAL Brard^irr. K. Y. CL 


AMPEMTE 



TELEVisiON;:;::£wi£L, 

No nutter where you are or what y«a 
do. National has a complete tralntni; 
plan for you—to fit your rircumstances. 

National's plan Is for those seeklni; Im¬ 
mediate shoo-training as well as for 
those who cannot irlve up present em- 
pioyment and income. Mail coupon for 
fttEE literature. 

NATIONA L SCH OOLS 

[National schoou. o*pt ao-3 
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ALLIED RADIO CORPORATION 
833 W. Jack»on Blvd., Dept.2-CB.O 
Chicago. Illinois 

□ Ititsh me your FREE 204 uaKe C'alalog of I*. a. 1 
Sy^iems ami complete radio supplies. ^ 


Name . ) 

Address . M 


DATAl'KIA^TS 

vVif/y TESLA-OUDIN Hl-FREQ. 

COILS 

— ^■*- ‘.ijc 20c Ea. in order for 10 
'll (Data and Drawings Only.) 
36" Sl>*k Tesla-Ondin Coil 40c 
(1 K.W. Exc. Trf. Data, 
included FREE!) 

8" Sp*k Tesla-Oudin Coil 40c 
(V4 K.W. Exc. Trf. Data, 
included FREE!) 

8" Sp‘k Oudin ; 110 Vt. 

'‘Kick Coir* type.40f 

3" Sp*k Tesla Works on 

Ford Sp*k Coil.....40c 

1" Sp*k Violetta Hi-Freq. Coil.. .40c 

Model Warships—Get List of Flans 




Induction PIPE & 
ORE LOCATOR 


'nnstruction Dtt* .40e 


The DATAPRINT Co. 

Lock Box 322C, Ramsey, N. J. 


UNIVERSAL 5MM. 

All puriMue microphone IncludlnR amatcur8. 
P.a.. Bchool*. stoRe. etc. Beautiful in ap¬ 
pearance. Small in size. Superlative in per¬ 
formance. Hlirh fidelity reproduction voire 
and music. Inch locking Plun ami 25 ft. 
cable. Direct to nid or any desired im¬ 
pedance. In De Luxe packajce at your Job' 
bera now. 

UNIVERSAL MICROPHONE CO., LTD. 

424 Warren Lane. Inglewood. Calif.. U.S.A. 


RADIO COURSES 


RADIO OPERATING—BROADCASTIKO 
RADIO SERVICING — a practical course 
RADIO AMATEUR CODE • TELEVISION 
• ELECTRONICS^I yr. day course 2 yrs. eve. 
Day and Evening Classes. Booklet Upon Ilei|uest. 

New York Y.M.C.A. Schools 

4 W. 64th Street New Vo-k C 


• iueet. y 

W 


THE "NEW" KDKA 

(^CoMfinitcd from page 527) 


As these photos show, the new 50-kw. 
transmitter is a preat improvement over the 
old W'^estinghouse transmitter at Saxonburg. 
Pa. Descriptions of the photos are as 
follows. 

1. —Against a backdrop of the 718-ft. 
broadcast antenna at KDKA*s new trans¬ 
mitter station near Pittsburgh, linemen con¬ 
nect the radio-frequency transmission line 
through which program signals travel on 
their way into the ether. 

2. —The high-voltage rectifier installed in 
the new transmitting station obviates man¬ 
ual changing of tubes during broadcast pe¬ 
riods. In the forefront are the rectifier tubes 
which change alternating current to direct 
current. In the background are automatic 
relays for changing tubes without interrupt¬ 
ing broadcasts. 

3. —George Saviers, installation engineer 
of the Westinghouse Electric & Mfg. Co.'s 
radio division, connecting new air-cooled 
tube in the modulator unit of “new" station 
KDKA. On the sloping panel at his left are 
the meters for the speech amplifier and 
radio-frequency exciter unit of the trans¬ 
mitter. 

4. —Final connections are shown being 
made to 1 of the 2 radio-frequency power 
amplifier units in the new transmitter. The 
2 tubes produce Vs of the 50-kilowatt carrier 
and Vs of the 200-kilowatt peak power of 
the station. 

(’over IMiotn.—A “spare tube changer" is 
here shown being connected for service in 
the new transmitter; 2 of these 4 air-cooled 
modulator tubes are “spares." By moans of 
a pushbutton relay device, the “spares" can 
be put into service, without removal of a 
defective tube, during the station’s trans¬ 
mission period. Each tube has a maximum 
output of 50,000 watts! 

SELF-AIRCONDITIONfNG RADIO SYSTEM 

Characteristic of the technical advances 
incorporated in the new station is a “radio 
air conditioning" system developed by West¬ 
inghouse engineers and used for the first 
time both to cool the giant transmitting 
tubes and to heat the building. Supplanting 
the conventional practice of circulating 
streams of water around the tubes and tar¬ 
rying off the heat generatetl by them, air 
ducts and fins circulate cool air about the 
tubes and then recirculate the heated air 
through the building. As the station will be 
on the air approximately 18 hours a day, 
electrical heating units housed inside the 
ventilating ducts of the building will be 
able to provide efficient heat for the remain¬ 
ing G hours. 

S.W. AND ULTRA-S.W. BROADCASTING 

Although for the present the new trans¬ 
mitter station will send out only the stand¬ 
ard broadcasts of KDKA, it is designed ulti¬ 
mately to assume the broadcasting of short¬ 
wave programs over the Westinghouse inter¬ 
national station WPIT (formerly W8XK), 
which is now operating at Saxonburg, and 
to inaugurate noise-free experimental short¬ 
wave programs over a “pick-a-back" (cross- 
arm) aerial which will perch atop the 718- 
foot standard bromlcnst tow'er. 

Standard-wavelength broadcasting facili¬ 
ties of the station have been transferred 
from Saxonburg to Allison Park in order 
to provide more powerful radio reception 
for Pittsburgh’s metropolitan area. Recep¬ 
tion surveys made with a test transmitter 
from the new site indicate that the altered 
broadcast signal will be from 5 to 10 times 
stronger. 

In addition to bringing the transmitter 


within miles of downtown Pittsburgh, 
the move also enables it to broadcast its 
radio signal from one of the highest points 
in Allegheny County. At the top of the 
broadcasting tower, which is one of the 
tallest electrically-welded structures in the 
world, the elevation is approximately 1,900 
feet. Because of its height above the sur¬ 
rounding country, the station has been 
equipped with a 36-inch rotating aviation 
beacon mounted on a 60-foot tower. The 
antenna tower has been protected by a 12- 
inch fiashing beacon. 

Eventually a cro88-arm aerial U'ill he 
superimposed on the main tower for the 
transmission of programs on high frequen¬ 
cies free from the usual interfering at¬ 
mospheric noises. These signals will be 
limited, in the main, to a radius of 35 miles 
in line-of-sight from the tower to the hori¬ 
zon; reflection and refraction, however, may 
at times extend this maximum service 
radius. These signals are thus circumscribed 
because the high-frequency signals travel in 
almost direct lines like rays of light. The 
experiment will be undertaken by the engi¬ 
neers to learn whether any change from fo- 
day*8 broadcasting practice is feasible. 

Meanwhile, the Allison Park transmitter 
is devoting itself to taking the program as 
it comes over a special high-quality broad¬ 
cast telephone cable from the studios in the 
Grant Building, with an input power of 
approximately one sixty-millionth of u watt, 
and sending it over the air with the power 
of 50,000 w’atts. 

Two 22,000-volt power lines from the 
Duqucsne Light Company supply the elec¬ 
trical energy to the transmitter. At a sub¬ 
station, three 200-kilovoU-ampere trans¬ 
formers step the incoming power down to 
2.300 volts, at which potential it is taken 
through underground cables to the trans¬ 
mitter building. The cables enter a switch- 
gear structure designed to distribute the 
power to 3 independent transmitters. Equip¬ 
ment for handling this power will ultimately 
include 2-dozen transformers. 

TRANSMIHER NO. I 

First of the 3 transmitters to be placed 
in operation, the standard broadcast trans¬ 
mitter consists of 3 principal units: a power 
control unit, exciter modulator, and a radio¬ 
frequency power amplifier. The power con¬ 
trol unit starts and shuts off the trans¬ 
mitter, and includes protective devices for 
all the equipment. 

A speech amplifier, part of the exciter 
modulator unit, amplifies the sixty-niillionth- 
watt program signal to a power of 25i) 
watts, which is powerful enough to control 
the two 15-kilowatt modulator tubes. 

In the radio-frequency exciter section of 
the exciter modulator unit, a quartz-crystal 
determines the wavelength or frequency of 
the transmitter. The output of this quartz- 
crystal, oscillating at 980,000 cycles per sec¬ 
ond, is amplified to a power of 1,000 watts, 
which is strong enough to drive the 4 radio¬ 
frequency pow’er amplifier output tubes. 
Each of these 4 output tubes is capable of 
a maximum power of 50,000 watts or a 
combined output of 200,000 watts when the 
transmitter is fully modulated and broad¬ 
casting; however, when no program is going 
on the air the power output is 50.000 watts 
or 50 kilowatts. The 2 modulator tubes 
driven by the 250-watt program signal con¬ 
trol the power output of these 4 radio-fre¬ 
quency power tubes, by means of a 10-ton 
modulation transformer, in direct unison 
with the program signal. 

The radio-frequency power output is car- 
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ricd over an R.F. transmission line to the 
broadcast antenna an<l radiated into the 
ether. 

A (iuplicate set of controls for each of 
the 3 transmitters wiil enable an operator 
in the plass-enclosed master control room 
to supervise the proprrams beinp carried by 
all 3 transmitters when they are in service 
simultaneously. He will be able to ‘*tune-in” 
on them and regulate their quality and 
volume. 

AUTOMATIC SWITCHING OF TUBES 

In addition to the master control, the air¬ 
cooled tubes and streamlined apparatus, 
the transmitting station boasts another 
“first'' in radio in a pushbutton relay de¬ 
vice which banishes interruptions of broad¬ 
casts due to rectifier tube failure. 

Until now radio engineers have had to 
take stations off the air while they replaced 
rectifier tubes. The new device eliminates 
this interruption as it is equipped with a 
spare tube and a relay which automatically 
brings it into service when one of the 6 
regular tubes becomes inoperative. At the 
press of a button the inoperative tube is 
selected and cut out of the circuit, and a 
reserve tube takes up its work immediately 
with no loss of station time or hazard to 
the operators. 


THE BEGINNERS' ALL-WAVER 


(Continued from page 541) 


and amateur *phone stations come in best 
when the regeneration control is below the 
point where oscillation starts. Code signals, 
however, come in best above this point. In 
working on the shortwave bands, keep the 
circuit just oscillating, and tune very slow¬ 
ly, The incoming “dit-dit-dah" will tell you 
that you have a code station. A whistle, on 
the other hand, should serve as a warning 
to reduce the regeneration control setting, 
and then to listen to a 'phone station at 
this dial setting. 

While there is nothing tricky about the 
operation of the All-Waver, it is well to 
spend some time in learning how to tune 
it so that you may derive maximum re¬ 
ception. 


This article has been prepared from data 
supplied by courtesy of Allied Radio Corp. 


LIST OF PARTS 

One R.F. choke; 

One variable condenser, 140 mmf,; 

One antenna trimmer condenser; 

One mica condenser, 100 mmf,; 

One mica condenser, 0.001-mf.; 

One condenser, 0.05-mf., 400 V.; 

One resistor, 0.3-meg., V&-W.; 

One resistor, 3 megs., H-W.; 

One resistor, 0.5-meg., V4-W.; 

One resistor, 0.25-meg., ^-W.; 

One regeneration control, 50,000 ohms; 
Eight Fahnestock single clips; 

One Kurz Kasch vernier dial; 

One rotary “on-off" switch; 

One masonite panel 7x9 ins.; 

One Eby 4-prong socket; 

Two Eby octal sockets; 

Hardware (grid clips, screws, knobs base¬ 
board, etc.). 

Accessories 

One coil kit for 16 to 217 meters; 

One coil kit for 190 to 550 meters; 

One Raytheon type 1H5G tube; 

One Raytheon type 1N5G tube; 

One 1 ^-V. drycell; 

Two “B" batteries. 

One pair Brandes 2,400-ohm headphones. 


NATIONAL UNION GIVES 
DYNALYZER signail tracer 
on special LIMITED OFFER 



tins. DEPOSIT ^ 
(Regularly $88.50 Dealer Price) 

1600 pcihtA*, . . 
and thU cmplete 
3 chaHHel teAtef 


b ifCutA! 


^Points are easy to make when you sell National Union Tubes and Condensers. 


OFFER EXPIRES MARCH 15th .. . ACT NOW 


Look at these great features. Read why you 
should own a DYNALYZER for better work! 


1 Accurately measures sig- 
, nals from 95 K.C. to 15 
M.C. in ANY LF or R.F. Chan¬ 
nel— 

Only 1 tuning control required. 


2 Meter enables visual tests 
. oi Osc. or Control Chem- 
nels. voltage measurements up 
to 2.000,000 ohms per volt, and 
resistances up to 10 megohms. 


3 Built-in Speaker enables 'Xistening- 
. in" on (1) any other channel while 
(2) meter being xised for Osc. Tests 
and while (3) speaker of radio is used 
to listen to audio channel of radio. 


It Pays to Sell National Union Tubes and Condensers! 

National Union Equipment Offers Build 
Better Business! Ask Your Parts Wholesaler 


Get COMPLETE information on the 
DYNALYZER and SPECiAL LIMiTED 

OFFER now! 


National Union Radio Corporation 


Newark, New Jerse/ 


A NEW BOOK ON PUBLIC ADDRESS 

An important announcement about the greatest book on the subject of sound and allied subjects 
appears on Page 570 of this issue. TURN TO THE ANNOUNCEMENT NOWI 


!F R E E, 
CATALOG 


- necus 

in 

•uppiies " ' parts and 
eystei^ " * address 

PncM. Wri,. || 

j] 

mompmhvjce 


BURSTEIN-APPLEBEE COMPANY 

lEin-l. MtSEE SIBEtl. HAHEAS flTV, rtllCOUHl 



FACTO RY-TO-YOU 
SAVES YOU V; 50% 


EASY TEQM 9 



pfV yUH MW* 


FOREIGN 
RECEPTION 

TRIMTOtW vodeli from 5to 17Tubes* 
snri up to 6 Wave Banda. 

• Write for FBEB 104 0 caUloff. 
ibowinK complete line. (User*aoe nts* 
paU extra nonoyl) Sea tllDWEST'S Anteror to TRADE-IMSI 


mio west radio corporation 

P-Twl-IKffSi ' Cincpiinalii. 
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VOIT-OHM-MILLIAMMETER 

P0«kct Volt-OhfTfMHIIammcter with Selector 
Switch. Molded Cate. . , Precision 3-Inch 
Meter with 2 Genuine Sapphire Jewel Bearings. 
AC and DC Volts 0-15-150-7500500; DC MA. 
0-1.5-15*150; High and Low Ohms Scales. . . 
Dealer Net Price, including all accessories. S9.ni 

WRITE FOR CATALOG 


SECTION 316 COLLEGE AVENUE 


RtADIlTE METER WOIKS, SluITton, Uhto 





A. G. Mohaupt, 
■ .A., M.S. 
Wetl-known 
Radip Coit- 
sulUnt 

and Lecturar. 
Directing 
engineer, 
R.T.A. 


lear. simple, rasrlnatlne lesions -prar 
tical work with experimental kits—niakr 
training eaRjr and fast. TjP to date RT A 
meiiirMis, tmaer personal Kuiiianre of 
Tiromlnent enfilneer an<l educator. hlKhly 
fiiJorsed hy leaders In radio industry. 
Spare'tiino profits soon pay for traitiltiR. 

UflW_have ynur own busi- 

OlAni nUfT-ne«a or fit youraetf 

fnr well luild work with radio dealers, 
in fartoriea, police, marine or television 
fields. DO?fT DELAY 1 


.Send AT ONCE for eomplete ii»> DAAV f 

formation and Rur Opportunity DwwA m n&S « 

RADIO TRAINING ASS’N. OF AMERICA 

4525 RAVENSWOOO AVE., Dept. RC-30. CHICAGO. ILL. 


HELP WANTED: 

Radii! salesmt'n in small towns- One of 
Amerioa's oldt*st radio set manufaotiirrrs 
now has available an attractive pniiinsitiim 
for liirect facUiry salesmen. 

If you can H|>preciatc the finest in rsdu} re- 
ccivt'Fs. you can earn extra t»rofiU- Sell the 
hij£h(*st prade receivers made, to dealers, 
stnres* and professiunal iieople. at factory 
jirict's. 

Send your name today for details of Jiri>fit 
Ijlan. 

RADIO -1721 Belmont- Chicago, III. 



ISN'T IT ABOUT 
TIME YOU 
FOUND OUT 
JUST WHAT 
THIS UNUSUAL 

amplifier 

REALLY CAN 
DO? 

f L' ilNEERED BY 


A C SHA 


Write For Compl^fe Details ond Attrocrive l■■m^.■-■■l:tlon 


1 AMPLIFIER 

COMPANY AMERICA | 

.-.I.-;:- 

! :.W 1 :*■ ;■ c-T-i # frynK 



Converting a 5-Inch. Telly Kit 

FOR RECEIVING A 9dNCH IMAGE 

(Continued from page 530) 


ALIGNMENT—SOUND CHANNEL 

It is a good plan at this point to chock 
the alignment of the soand LF, channel. 

Shift the oscillator frequencj' to 8.25 me. 
and 1,000 microvolts with modulation, re¬ 
move the V.-T.Vm. from the junction of 
the 2 chokes in the image detector, and 
connect the V.-T.Vm. from grid to chassis 
of the 6V6G sound output tube. 

Trim the sound grid coil, and the primary 
and secondary plungers of the sound I-F. 
transformer, to a single maximum peak at 
8.25 me. If resonance occurs off-side of 
8.25 me. then the 2 bus wires on the sound 
I.F. transformer should be spread apart 
or brought closer together until resonance 
does occur at 8.25 me. 

Proper alignment of the sound channel 
enables one to tune-in the image carrier 
of 12,75 me. (which would be hard to find) 
coincidentally with the sounti carrier, at its 
maximum peak, at 8.25 me. 

Remove the 10,000-ohm resistor and align 
the R.F. and oscillator trimmers by means 
of the station signal,—preferably, the test 
pattern. 

In the New York metropolitan area, Sta¬ 
tion W2XBS (N.B.C.) at the present time 
is operating on a regular schedule and 
transmits the test pattern referred-to. To 
the trained eye this pattern tells the w’hole 
story of receiver performance at a glance. 

We shall say more on the subject later 
on. For the present, while still using a 
r>-inch tube, note closely how far in towards 
the “bull's eye” extend the black lines form¬ 
ing the vertical wedges. These lines, black 
and w'hite. should be clearly defined to about 
Vi-in. from the outer circle of the “bull's 
eye" and will merge into a uniform gray 
in this ^4-in, region. This represents the 
best that a 5-inch tube can give, and so, 
we will now take up the construction of 
the sweep chassis for electromagnetic de¬ 
flection. 

CONSTRUCTION—UNIT NO. 2 

Prepare the small sweep chassis from the 
drilling layout of Fig. 7 in the same man¬ 
ner as the small image I.F. chassis. After 
assembling the 2 output transformers, the 
2 sockets, and the centering and linearity 
controls, it will be necessary to dismantle 
the sweep circuits on the main chassis. The 
4 sweep controls arc rcmove<l and reassem¬ 
bled on the small chassis as shown in Fig. 8. 
Note that the socket layout has been altered 
to conform with Fig. 9. 

The circuit changes required in the hori¬ 


zontal sweep are shown in the schematic 
of Fig. 10 while the revised vertical sweep 
circuit is shown in Fig. 11. The vertical 
centering control requires a rearrangement 
of the “B" supply wiring as shown in Fig. 
12. Study these diagrams very carefully as 
a small mistake here may do a lot of 
damage. 

When all components have been complete¬ 
ly assembled on the small chassis, check 
against Fig. 8 for correct placement of 
parts. Wiring of this unit should be done 
before fastening to the main chassis. All 
the leads which run from the controls on 
the small chassis to terminating points on 
the main chassis may be passed through the 
4 holes which previously were occupied by 
the electrostatic sw'eep controls. These 4 
holes should be enlarged to at least %-in. 
size to prevent interaction between leads. 

One of these leads, namely the Horizontal 
Amplitude i>ot.'s moving arm must be shield¬ 
ed up to within Vi-in. of the 50,000-ohm 
limiting resistor which terminates at the 
plate of the 6N7 Horizontal oscillator, VI. 
All other leads are not critical providing 
that a little space is left between them. A 
6-prong socket is used for the deflecting 
yoke, with pin No. 3 grounded. Four sep¬ 
arate wires should be connected to the j'oke, 
the shield lug on the yoke need not be 
grounded. 

Do 7iot attempt to .substitute this yoke or 
the Horizontal and Vertical output trans¬ 
former with that of some other make, as 
the result will be an unsatisfactory image. 
In fact, you cannot substitute any 1 of the 
3 companion units, unless you also change 
the other 2 parts to match. 

THE DAMPING TUBE 

The filament power of the damping tube 
is supplied by the winding which formerly 
was used on the 5-inch cathode ray tube. 
Note that the 4.5-ohm metal-sheathed re¬ 
sistor is discarded and that two 1-ohm wire- 
w'ound resistors are connected, 1 in each 
green filament lead, before reaching the 
damping-tube socket. These resistors con¬ 
trol to some extent the horizontal linearity 
and their value may have to be changed up 
or down in some special cases. 

The bias resistor for the 6L6 Horizontal 
Amplifier should be of the variable-slider 
type, adjusted to the full amount of resist¬ 
ance at the start. Later on, when the set 
is working properly, the slider may be ad¬ 
justed to about the half-way mark, or un¬ 
til the inner and outer large circles of the 
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test pattern are an equal distance apart. 
We will describe the purpose and operation 
ef the 7 sweep controls under “Test and 
Operation.” In the meantime let us build 
Tnit No. 3. the High-Voltage Power Sup¬ 
ply. 

CONSTRUCTION—UNIT NO. 3 

The Snfeti) Bor. Preparation of the steel 
l*ox and cover of this unit represents a con¬ 
siderable amount of hart! work. It is <le- 
-igned first for maximum safety and next 
for maximum ease of accessibility and serv¬ 
icing. Only 1 tiangerous wire emerges from 
this boXt that is, the wire (insulated for 
KJ.OOO volts) coming out of the top of the 
box and terminated in a bakelite cup which 
fits over the Ano«Ie 2 metal cap on the side 
of the Kinescope. Thus the safety box may 
be removed from the main chassis and 
}dacetl at a distance if alterations in lay¬ 
out are tiesiruble. 

It is advisable to center-punch the sheet 
metal while still fiat, on each indicated hole, 
after which the folding may be done, and 
finally, each hole drilled to size. Drilling 
layouts for the safety box and cover are 
given in Figs. 13 and 14. 

The arrangement of the parts within the 
box is given in Fig. 15; while the ui)per 
portion of Fig. Id gives the schematic wir¬ 
ing of the unit. 

The drilling layout of the bakelite strip 
which holds the two 0.03-mf. condensers 
an ’ the 2X2 rectifier is given in Fig. 17. 

The bakelite strip which holds the volt¬ 
age divider resistors and fuse is shown in 
Fig. 18. The position of these resistors is 
shown in Fig. 19. 

Wiring of these 2 panels should be done 
first, then partial assembly in the box and 
final assembly and wiving when the unit is 
fastened to the main chassis. The photo 
shows the completely assembled unit with 
cover removed. 

SAFETY FIRST! 

The set should never be operated with 
this cover removed. If at any time it is 
necessary to service the unit, first shut off 
all power and next discharge each high- 
voltage condenser to ground by touching 
an insulated screwdriver between ground 
and the Condenser terminal lugs. 

In onlcr to keep the box size within rea¬ 
son the spacing of components with respect 
to the metal box is already at a minimum. 
I’nder certain conditions of excessive mois¬ 
ture it is possible that arcs may leap from 
the rectifier socket prongs to the shell of 
the })ower transformer %-inch below. Do not 
be alarmed, as a piece of oiled cambric or a 
thin sheet of bakelite inserted between 
socket and transformer will prevent any 
further arcs. 

Testing the maximum high-voltage should 
not be done with the usual 1000 ohms/volt 
meter. Instead use either a 25,000 ohms/volt 
tester or an electrostatic voltmeter with 
10,000-volt range. For safety’s sake test only 
from within the bakelite cup lead of Anode 
2 (which is fused), to ground, or frame of 
box. The voltage should he between 6,800 
and 7.200 V. depending on the line source. 

CONSTRUCTION—UNIT NO. 4 

There remains o?ily one more item to be 
d<-ne—the construction of Unit No. 4, the 
wooden box which holds the 9-inch tube. The 
box is nnule of ’ 4 -inch plywood reinforced 
at the inside corners with ’^-inch-square 
runners. The exact dimensions of the box 
and mask are given in Figs. 20 and 21. 
Small metal tabs are used for fastening the 
box to the front and rear chassis partitions. 

The tube support at the rear of the Kine¬ 
scope is made according to Fig. 22. The 
mounting holes must be drilled so that they 
fall in between the perforations on the slope 



IMxtciiUI) I'oitiineruial sound 
prcxlurts an* as iinportaiil to 
your cnstoiner*® u.se and satis- 
faction as Ilia(clird skiing 
inriit is to the fellow in the pic¬ 
ture above. Because hy offering 
^^natched” equipment, you <*aii 
easily present a more eon- 
viiH'ing sales story to prospects. 

Co-ordiiiat ion of design is one 
of tlie many reasons w hy it w ill 


pay you to recommend RCA 
Commer<*ial Soiiml. Kvery unit 
- from thesmallest inierophoiie 
to the largest sound distrilm- 
tion system is <lesigiied to op¬ 
erate jierfeetly with all other 
units. Xml that's the sort of per- 
formaiue eflieieiiey your eus- 
loniers will gladly pay for. 1‘fie 
sort of enieieney that means in¬ 
creased sales and prohtsfor you! 



For finer sound system performance—use RCA Tubes 
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GET A REAL ELECTROPLATING KIT ABSOLUTELY FREE! 

Complete details as to how it Is possible to get a Real Electroplating Kit FREE, appear on 
Page 566 of this issue. TURN TO IT NOW! 


Fukk! 


The latest Hammarlund catalog with 
complete data, illustrations, draw¬ 
ings and curves on the entire Ham¬ 
marlund line. Address Department 
KC-3t for your free copy. 


HAMMARLUND MFG. CO., INC. 

424-438 West 33rd Street. New York City 


HAMMARLUND 
NEW "40" 
RADIO CATALOG 
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OPPORTUNITY 

FOR servicemen! 



CASH IN ON 
RADIO NOISE 
ELIMINATION 
PROFITS! 


WHAT TO 00- 
HOW TO 00 IT 

and now 


Itadio noise elimination 
Is one of the liveliest 
subjects In the trude to* 
da;—a real potenilal 
money-maker for the man 
who qualifies as a spe¬ 
cialist new. Jobbers are 
taklnR it Up—public util - 
Ity companies hare specl- 
flM their wllllnEnesi to 

_ _ ^pfaRue, after years of field 

work, shows you eiactly what to do, how to do it 
und Just what equipment Id use In the new 
l^l-pafce SpraRue Inierference Manual. 

Just off prehs. Contains more than lOO 
I'lrruit dlasrams, many Illustrations 
Kaay to understand. An Indispen¬ 
sable book. Order today, 

N»t . ...25c Q 

IT PAYS TO USE ATOMS 

Kor Incxpennlve radio serv¬ 
ice roiiilenaer replacement h 
use >Prai^e Atoma—the 
rastcst Belllnir, moat re¬ 
liable mldset drys on : 
the ntarket today. All 
vfiLtairea-^ll smirle and I 
dual capacltlea. Save 
t ime—money—apace! 

B mrd. 450 V. Atom, 
only 36c net 




SPRAGUE PRODUCTS CO. 

NdiPth Adom-ij Mdii. 



• EASY — SIMPLIFIED — PRACTICAL • 

ELEMERTARY MATHEMATICS 


H ere is « book for the business man. the tech¬ 
nician and craftsman explainins and answering 
every operation and meaning with Interpreting 
illustrations and examples. 

It li the key to a simple understanding of many 
Perplexing problems in dally life. 

In clear, positive and definite language, the author 
popularizes and clarifies every subject and helps the 
reader to overcome any apparent difficulty In the study 
of mathomatici. 

A real homo study*course In mathematics for the 
student or the man who wants to achieve proficiency 
or desires to brush-up on hli knowledge. 

Entire Chapter on Special Math- 
ematice for the Radio Technician — 

SEND TODAY FOR YOUR COPY OF THIS 
INDISPENSABLE BOOK. "PRACTICAL 
MATHEMATICS" CAN BE CARRIED READI¬ 
LY IN YOUR POCKET. 


CONTENTS OF BOOK, 


CHAPTER I. Arithmetie-Addltton—Subtractloii—Multlptt- 
ration—Division. 

CHAPTER II. FactorlnE and CancelUtLon— Fractions— Deci¬ 
mals I^rccntairv—Ratio—and ITorK>rtUui, 

CHAPTER III. The Metric- Syalem, 

CHAPTER IV. How to Measure Surfaces and Cai»acUy 
^Geometry). 

CHAPTER V. Pow'ers and Involution—Roots and Evolu¬ 
tion. 

CHAPTER VI. Mathematics for the Man. 
ual and Technical Craftsman—.Ther¬ 
mometer converstona — Gratths or 
Curve PlottlnR—Loirarllhins—Use of 
the Stiite Rule. 

CHAPTER VII. KPCriat Mathematics for 
the Radio Teohnician. 

CHAPTER VII I, Commercial Calculations— 

Interests — PliK'ounU — Short Cut 
Arithmetic. ^ 

CHARTER IK. Weights and Measures 
Useful Tables. 



Stamps, Cash or Money Order. 


Itl7 S. State St. 


TKOHiVIFAX 




III. 



WEBSTER 

PHONO-MOTOR 


Self-starting, rim-drlven. constant-speed (TSRPM). 
Frlctlon-drlve is Preferable wherever driving torques 
are lew and quietness It all Important, as in a phone- 
graph. Motor with 9* felt covered turn- » a 
fable oporatee on 117 volt, fio cycle 
only. Shipp, wt. 6 lbs. Price Each A 

WE REQUIRE A as% DEPOSIT WITH ORDER 
Write For Onr Latest Bargain Part* Bmltetin 

ARROW SALES COMPANY 

619 W. RANDOLPH ST. CHICABO, ILL. 



(Cotiti^ntcd fruni prvredinff jxtf/e J 
of the Meissner safety cover. The 6-pronir 
socket and wiring for the Kinescope passes 
through a lartre hole (socket size) punched 
into the flat top surface of the Meissner 
safety cover thence throujfh a similar hole 
in the bottom of the wooden box. The signal 
grid lead should be spaced away from the 
other 5 wires as much as practicable. 

The former high-voltage supply for the 
5-inch tube (2.000 V.) is rewired accord¬ 
ing to the lower portion of the schematic. 
Fig. 16, where it now serves as a separate 
source of focusing voltage. The voltage di¬ 
vider resistor should be within 10 per cent of 
the values given. After all connections have 
been checked the safety cover must be re¬ 
placed to close the interlock switch. Voltage 
tests may be made umler operating condi¬ 
tions, at the prongs of the Kinescope socket. 

The construction of these 4 units will 
require about a month of spare-time work 
so we w'ill defer “Test and Operation’" to 
next month's issue. The parts recommended 
for this conversion are given in the list 
below. 

LIST OF parts 

Tubes 

One RCA Kinescope, 1R04-P4 Jl-iru or 1803- 
P4 12-in.; 

One RCA 6L6, V3; 

One RCA 5V4G, V4; 

One RCA 6J6, V5; 

One RCA 2X2, V6; 

Two RCA 1852".s, VI and V2. 

Sockets 

Three Amphenol sockets, bakelite octal; 
One Amphenol socket, 4-prong isolantite; 
One Amphenol socket, S-jirong isolantite; 
One Amphenol socket, 6-prong isolantite. 

Inductance Units 

One Meissner sound-trap, No. 17-3467, Ll; 
Tw'o Meissner I.F. transformers No. 17-3462, 
Tl, T2; 

One Thordarson power transformer, No. 
17-R-33, T3; 

One Jefferson deflecting yoke, No. 465-311; 
One Jefferson Horizontal output transform¬ 
er, No. 467-548, T4; 


One Jetferson Vertical output transformer. 
No. 467-549, T5. 

i’ONDENSERS 

Two Solar high-voltage, type XAT-1, 0.03- 
mf.; 

One Cornell-Dubilier silver-mica, 2.5 mmf., 
Cl; 

Three Cornell-Duliilier bakelite mica, 0.001 
mf., C2, ('3. C4; 

One Cornell-Dubilier bakelite mica, 500 
mmf., C5; 

One Cornell-Dubilier paper tubular, 0.05-mf., 
400V.. Cll; 

Two Cornell-Dubilier paper tubular, 0,1-mf., 
400V., C12. C13; 

One Cornell-Dubilier paper tubular, 1,0 mf., 
600V., CIO; 

One Cornell-Dubilier electro-tubular, 10 mf., 
25V., C6; 

Three Cornell-Dubilier electro-Tubular, 25 
mf., 25V., C7, 08, C14; 

One Cornell Dubilier electro-tubular, 40 mf., 
TiOV., C9. 

Resistors 

One I.K.(\ 5,000-ohm potentiometer, R22; 

One I.R.C. 20-ohm potentiometer, with fixed 
center-tap, R23; 

One I.R.C. 50-ohm potentiometer with fixed 
center-tap, R16; 

Two I.R.C. 1-ohm wire-w'ound resistors, 10 
watts AB, R17, RI8; 

One I.R.C. 200-ohm wdre-wound resistor, 10 
watts AB, Rid; 

Five I.R.C. 1.5-meg., 2 watts. R26 to R30; 

One I.R.C, 1-meg., 2 watts, R33; 

One I.R.C- 3,000-ohms, 2 watts, R38; 

One I.R.C. *0,5-mcg., R31; 

Two I.R.C. *0,45-meg., R34, K35: 

One I.R.C. *0.3-meg., R37; 

One I.R.C. *0.25-meg., R36; 

One I.R.C. *0.1-meg., U32; 

Cine I.R.C. *50,000-ohm, R25; 

One I.R.C. ♦1,200-ohm, R24; 

One I.R.C. **l.-meg.. R19; 

One I.R.C. **10,000-ohm, R20; 

Two I.R.C. **0.1-meg., R6, R8; 

Two I.R.C. **60,000-ohm, R3, RlO; 

One I.R.C. **5,000-ohm, R39; 

Three I.R.C. **3,000-ohm, R4, R12. R21; 

Two I.R.C. **2,000-ohm, R5, Rll; 

Two I.R.C, **200-ohm, R7. R9; 


Please Say That You Saiv It in Radio-Craft 













































































RADIO-CRAFT for MARCH, 


1940 


557 


Three LR.C. **100-ohm, R2, Rl3, R14; 

One I.R.C. *60-ohm, Rl. 

* 1-watt. 

•* H-watt. 

Miscellaneous 

One Alden insulated cap for Kinescope, No. 
92TINL; 

One Alden insulated cap for 2X2, No. 
91TINL; 

One Littelfuse, 1 milliampcre, with mount¬ 
ing clips; 

One Amphenol plug, 5-prong; 

One piece sheet steel. Image chassis, 6H x 15 
X 1/32-in.; 

One piece sheet steel, Sweep chassis, 6V^ x 15 
X 1/32-in.; 

One piece sheet steel. Power Box, 15xl9x 
1/32-in.; 

One piece sheet steel, cover, 9 x 13 x 1/32-in.; 
One piece bakelite, voltage-divider panel, 
2 X 8 X 3/16 in.; 

One piece bakelite, condenser panel, 3 x 8 x 
3/16 in.; 

One piece sheet brass, 1 x 8% x Vii-in.; 

One piece sheet brass, Vi x 6 x 1/16-in.; 
Wooden box <per specitications); 

Hardware, etc. 


PUBLIC ADDRESS IN 
OCEANARIUM 

(Continued from page 627) 

Studios, Johnny Whitmore, chief announcer, 
is shown at the controls. Over this system 
are broadcast daily descriptive lectures of 
the many specimens in the huge Ocean¬ 
arium. 

B. —Installation of headphones for diver. 

C. —The diver goes below to feed a banana 
to one of the large porpoises by hand. With 
the installation of the helmet microphone 
and headphones, he is able to converse with 
the announcer in the Information Lounge, 
discuss over the loudspeaking system activi¬ 
ties in the bottoms of the tanks and at the 
same time can receive instructions as to 
how to proceeil with the underwater feed¬ 
ing, mechanical inspections, etc. 

D. *—There arc 3 regular feeding programs 
daily at Marine Studios, at 11:00 A.M., 2:00 
P.M,, and 4:30 P.M. Johnny Whitmore, 
chief announcer, is shown describing in de¬ 
tail to the large crowd the feeding activities 
as they procec<i. 

SUB-SEA INTERPHONE! 

A deep-sea diver, helmcted and encased in 
his heavy rubber suit, tensely watches an 
11-foot shark approaching him; he asks his 
companion on the surface to keep a sharp 
watch for other great fish which might ap¬ 
proach him unawares from behind, and re¬ 
ceives an encouraging reply as hundreds of 
spectators, who have heard the entire con¬ 
versation, gasp with suspense. 

THE P.A. SETUP 

There are 34 loudspeakers located in the 
corridors surrounding the 2 tanks for even 
distribution of sound. There is also a bat¬ 
tery of 25-watt directional speakers above 
the tanks, while a powerful 60-watt direc¬ 
tional speaker is concealed in a palm tree 
in an adjoining park to provide entertain¬ 
ment for the guests resting there. 

The system is controlled from an opera¬ 
tor's desk in the Lounge Room quarters of 
the Studios. Equipment includes in addition 
to control panels, microphones and a moni¬ 
toring loudspeaker, a turntable for playing 
recorded music through the system. An in¬ 
tercommunicating system between the oper¬ 
ator's desk and the ticket booth complete's 
the sound installation. 



MODEL 561 OSCILLATOR is an en¬ 
tirely new and beltex instrument. In 
the 561 we have for the first timei at 
moderate price* an oscillator capable 
of producing (1) a true sine wave R.F. 
signal (2) linear audio modulation (3) 
continuously variable percent ampli¬ 
tude modulation at all audio frequen- 
cieSi etc. 

A. F. OSCILLATOR. 15 to 15.000 


SUPREME MODEL S6l 


only system which proves correct, 
both mathematically and in practice. 
Positive automatic centering—no "im¬ 
age wandering"—no distortion—all is 
automatic. Ideal for aligning all R. F*« 
I. F. and A. F. C. circuits. 


cycles cover the audio spectrum. Push 
button selection of 4 output imped¬ 
ances; 50. 500. 5.000. 50.000 ohms to 
match any input. Center-tapped for 
use across push-pull inputs. Absolute 
accuracy of frequency and wave form. 
Frequency response flat ^ I D.B. 
from 30 cycles to 10.000 cycles—15 
cycles down 2 D.B. and 15.000 cycles 
down 2 D.B. Output perfectly con¬ 
trollable 0 to maximum. Output: 125 
milliwatts; 35 volts open circuit. 

R. F. OSCILLATOR. 5 bands 65/205; 
205/650; 650/2050; 2050/6500 K.C.; and 
6.5/20.5 M.C.; harmonics above 60 
M.C. Each range push-button selected 
on only two scales. All scales illu¬ 
minated. shadow type* dual ratio 
mechanism. Air-dielectric trimmers 
and iron coil inductors allow factory 
calibration at both ends of each band 
to within of 1%— guaranteed accu ¬ 
racy . Push button attenuator with fine 
control is continuously variable from 
V 2 micro-volt to 100.000 micro-volts. 

CARRIER AND MODULATION 
MONITOR. A vacuum tube voltmeter 
is used to control output level in 
actual micro-volts. The R. F. and A. F. 
Oscillators can be used separately, or 
the variable audio oscillator used to 
modulate the R.F. Read percentage of 
modulation.0 to 60%. directly on meter. 

FREQUENCY MODULATOR uses 
the SUPREME patented electronic 
"lock-center-synchronize" circuit—the 


SUPREME 

SUPIIEHI IRTiriUQKCnTS MlP. 
f icxmO^P HllianiPPI. U. ■. JL 


aUFHEME MQUtL oLvh you aU 1hii 
iat iniiSil]. lHiiiJUiw&i H-lfl 

ciibi lad It pivnaaH ol ttiy. 


STOPl LOOK! HGUREl Look over 
the specifications. Everything engi¬ 
neered and built in one unit saves 
you money. We repeat, the Model 561 
SUPREME Combination* Metered A.F. 
and R.F. Frequency Modulated Oscil¬ 
lator is new and better . We believe it 
is everything to be found in the finest 
laboratory* brought within the service* 
man's reach. Never have we had more 
faith in an instrument! No finer, more 
careful, thorough or dependable job 
of circuit work has ever been donel 
PERFORMANCE IS PROOFl We 
want every good serviceman to care¬ 
fully consider the Model 561 OSCIL¬ 
LATOR, because we believe that every 
good serviceman needs one* We want 
q ualified servicemen* who will appre- 
ciate tills new instrument, to try out 
the new Model 561 OSCILLATOR !n 
their own shop—so much so that we'll 
ship it right now—10 day free trial— 
then you be the judge. See your job¬ 
ber today or write for information. 




r:+^ lAPKH W « 


GET A REAL ELECTRIC DRY SHAVER 
ABSOLUTELY FREE! 

Complete details os to how it is possible to get o Real Electric 
Dry Shaver FREE, appear on Page 562 of this issue. TURN 
TO IT NOW! 


8-TUBE, 2-BAND SUPER AC-DC 

oarh In loin of|t4 ^ OO 
MX or S12.4H3>1 1 JLS 

when purr~ ■ ■ _ 

junfly. Regular ■ " 
«34.9tl list mrKlel STM 
(:OIJ>ENTONE. Clieck these 
lw40 foaturon: Dynamir 

slicnker. Walnxit cabinet. II. 
Iiiminnied vontior aemplano 
dial, "(.oldennrop*'"—no ae. 
rial or itmund reriiitred. Ro. 
reives Coast to Cftast oil 

^ j- Bmadraat and Pellre, Ama- 

Mur. Acniplane. etc., on Short Waves. One year ruarantee* 
Send il.OO deposit, balance C.O.D. Money back If not 
satiefied. 

GOLDENTONE RADIO CO. 0 ....%?:. V.ch. 



RADIOS SAVEr;50^ 





DEAL DfttCC T—F AC. 

TORY PRICES! Many T 
modelH to rhooae from j 
It wholesale nrirea. AC- t * 
nr mldretH •4 .or. port- f. 

^ble snd battery aets 
*8.08 up. Car aela 
SI 1.75 UP. Also con 
soles, all-wave, ctr 
■^mples at 50"e off 
Send for FRFK 1P40 
hsivafn ratalov rlvine details of 
10 day free trial and altent’a 
nropoafcion an<f aiscounis. No ob* 
litratlon, write today. 

COLDENTONE radio CO.. DEPT. RC. DEARBORN. MICH. 
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RADiO 

PHYSICS 

COURSE 

Mimm A on*"* 


1 


OJ^ 



IN ONE 

big«4 

BOOK 


ABOUT 

wow you can got your practical trainiiifr In Radio from 
Ihe ni;m who has boon ra)|pi| "ihe world's greatest 
teacher of rmhtr.' the man who has given thousands of 
Btudents their Mni-t in various hranches of the profitable 
Radl^wtth the casleftt, quickest and most thor* 
o^h ho me-study course ever €>ffered In this aubjeet, Ghlr- 
ardi gives ynu the benefit of his %'nst engineer I ng. Instruc¬ 
tion and writing experience In a form so simple, so clear 
and Ro Inexpensive that you will wonder how |t Is possl* 
ble.—Just iiiiagine! Iti one hlg 54 hii..k you get what might 
easily be sold as a $DO twm'sixnnlence course! 

A $50 Course Complete for only $4 

Ves. ll’s the e^lui^■alent of 3il different radio books 
bound together In one huge, easy-t<i-use profusely Illustrat¬ 
ed, self-insiruclIon book. It's the bigoest bargain in radio 
education to be found anywrherel That's the way Gbiranll 
wants It to l>e—he wants to open the door of Opportunity 
to everyone-^regardless of financial circumstances, reganl- 
j** of hreviouM education or training. Nnt even a knowl- 
Mge of mathemallcs is needed hefure you go to work on 
Ghlrami s course—You start right in with the basic tunda- 
mentals. Then you go on rending page after page of Ghlr- 
ardt's fascinating, absorldng explanations and gradually Uie 
science of Radio unfobls in your mind, clearly and 
vividly pictured. Almost before you know It, you find you 
nave mastered the essentials of Radio, together with all the 
anted subjects of Electricity, Sound. Television, Cathode. 
Ray Tubes, etc. Thafs the way you learn Radio from Ghir- 
anli^rnl don t bTrcl. you gel the whole Chirardl course 
all for only 54. complete! 

Widely used in Army and Navy Schools 

What Rtronger pro.T of its sunerloritv than the fact 
that aooTOfii yes huncfrecfi of rnples cif this vi^ry L'nurso 
are in daily service In the technical radio training 
schools of the Army. Navy, Mannv Corns. C.C.C. and 
Coast Guard, powerful emlorsi'nicnt this, of the soundness 
and rractical value of Ghiriirdi's Course, because th*- 
re«iulrcmchis for any Guvernmvnt-Approved In struct i•l■l 
text art* cxlrvmelv rlKld. Add in this the fact ttnit 
Chirardl s Radio phyncs Course Is used and praised bv 
more beginners and leading private radio and technical 
schools than any other radio text In the world! Why? 
Recause this Course Is THE TOPSl 

ALL YOU NEED TO KNOW 

Here are the subjects covered In the various chapters. 
Read them; 

1. Radio Broadcasting .System. 2. Sound, Speech. Music. 
3. Ele^ron The<ir>-: Elec. Current. 4. Elec. Units: Ohm's 
Law; Ri-sij,tance. 5. Elec. Circuits: Batteries. S. Mag- 
net ism. 7. Elect mmagnei ism. s. Kieciromagnetle Induc¬ 
tion. 9. Inductance. lO. Can.icltance; Condensers. 11. 

Circuits. 12. Filters. 13. Measuring Instruments. 
14. Radio Wavra. 15. Broadcasting. 16. Ilecelvliig. 17. 
Va^um Tube Principles, le. Vacuum Tube Character¬ 
istics. 19, Vacuum Tube Construction. 20. Vacuum Tube 
Detector and Amplifier Action. 21. Radio Fre^iuoncy Am- 

f dlflcatlon. 22. '‘Superhets”. 23. R.F. Ampllhers; Tun- 
ng Colls. 24. Audio Amiiltfiers. 25. .Stieakers. 26. Bat* 
tery-Ope rated Hecel%'ers. 27. Power*Supply Units. 28 . 
Elee. llecelvers. 29. Autuninhile and Aircraft Radio. 
M. Phono Pickups; Sound .Systems. 31. Shnri-Wave. 32. 
Photoelectric Cells; Cathofle.Ray Tubes. 33. TeU-vIsfon. 
34. ^tennas ami GruundH. 35. Testing; Servicing 36, 
Sound Pictures. . 856 Self-Review Questions! 

START LEARNING RIGHT NOW 

Start now—and you don't 
penny to see and examine 
this great book. Mail the 
No*Risk Order Ffirm below. 

Take advantage of our 
Special Offer of 


even need tn risk a single 



■DAY 

TRIAL 


Kvrfd me book for 
day>. If not 
fully aattafied. 
return It in Rood | 
condition and get 
your money 
iiinifetl a 
Our riah' 


RADIO & TECHNICAL PUBL. CO. 

4i Attor Place. New York. Skipped 

Dept RC*30 PnlPaid Anywiter* 

C Enrlosen Unit 14 i64.rif> foreign) f.ir my copy 
of Chinmli'a "RAliltl PH^ Mt's COUR-^K" wllh 
vmir ,'>-iLiy Money-Hark Gu.iranlee. 



NAME . ... 
ADDRB99 
CITY. 


I □ Pirate tend u* free detcrlptlra lltcratur* About 
B "RAUIO PHTSICB COURSE. ' 
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AMPlWriEB COMPANY '>l JtMEBICa 


STRO,! NCW YORK CITY. NlWJfORK 


LATEST RADIO APPARATUS 


NEW TUBE TESTER 


Earl Webber 

1313 W. Randolph St., Chicago, III. 



T O minimize obsolescence this model 200- 
SM tube tester has provisions for testing 
filaments in addition to the regular 
line voltages. This direct-reading instrument 
is suitable for portable or counter service. 


2-VOLT BATTERY SET 
ELECTRIFIER 

Electro Products Labs. 

549 W. Randolph St., Chicago, III. 



A new and "13*' battery eliminator 

for use with 4, 5, 6 or 7 tube, 2-V. fila¬ 
ment radio receivers. It delivers 90 V. of 
*‘B" and consumes 14 W. of power. Five 
combinations of battery plug sockets per¬ 
mit the battery plugs to engage this unit 
without any modifications. This Model F 
instrument measures 8^4 x 41^x2% ins., 
and weighs but Hit lbs. 


AUTOMATIC ROBOT TUBE 
TESTER 

Dayco Radio Corp. 

915 Valley St,, Dayton, Ohio 

XACTLY as the name implies this instru¬ 
ment, the model 401, is entirely auto¬ 
matic. A card index covering all tubes is 
arranged for handy, quick reference. You 
place the proper card in the slot provided, 
insert the tube in the proper testing socket, 
and pull the lever. The robot tester gives 
all the answers. The instrument automatic¬ 
ally adjusts itself to suit varying line volt¬ 
ages. It is claimed that obsolescence is en¬ 
tirely eliminated by the fact that when new 
tubes are announced, the user simply writes 
to the factory for an index card for such 
tubes, and the machine will take care of 
the rest. A total of 185 cards now provide 
for testing 580 receiving tubes now in use. 


NEW PORTABLE SET 


General Electric Co. 
Bridgeport, Conn. 



H ERE'S a "3-way” receiver, the model 
llB-412 “Carryabout," which operates 
on A.C., D.C., or batteries. Range, 540-1,600 
kc. Removing the power cord from the set 
automatically disconnects the batteries, and 
vice versa. This 4-tube superhet. has a built- 
in beamascope and requires no aerial or 
ground. Vernier tuning. Set measures 
10 X 13 X 5V^ ins. deep; weight, 14lbs., 
complete with batteries. 


POCKET MULTITESTER 

Radio City Products Co. 

88 Park Place, New York, N. Y. 


MOBILE AMPLIFIER 

Erwood Sound Equipment Co. 

224 W, Huron St., Chicago, III. 

A COMBINED C-V. D.C. and 115-V. A.C. 

public-address system, model 1420, out- 
putting 20 W.; total harmonic content, un¬ 
der 5%. Special plug-in arrangement per¬ 
mits operation from a 6-V, storage battery; 
heavy-duty vibrator changes the D.C. to 
A.C. Input accommodates pickup or mike; 
output is variable to suit speaker loads. 
Carrying case measures 16x16x12 ins. 


F or various types of measurements, 23 
ranges are available in this Pocket Multi¬ 
tester. Known as the model 413, the instru¬ 
ment offers a sensitivity of 2,500 ohms/volt 
for voltage measurements and the low D.C. 
current range of 0-400 microamperes. Meas¬ 
ures, D.C,, to 5,000 V., 400 microamperes, 
1,000 ma,, and 10 amperes; A.C., 5,000 V.; 
0.1- and 1, meg,; -10 to +69 decibels. Meas¬ 
ures only 6 ins. long, 3'-4 ins. wide by 2% 
ins. deep. 


INTERCOMMUNICATING 
SYSTEM 

Talk-A-Phone Mfg. Co. 

1847 S. Millard Ave. 

Chicago, III. 

NOWN as model LP-5 this system is of 
the master selective type and works with 
up to a total of 5 substations. Master station 
can talk with 1 or all substations at the 
same time. Substations can call back at will 
and without operating switch. Special 
"silent” feature permits calling master but 
excludes noise pick-up from substations. 
Operates from 110 V. A.C. or D.C. 



Please Say That You Saic It in Radio-Cr.xft 
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LATEST PHONO-RADIO 

RCA Victor DIvisiort 
RCA Manufacturing Co., Inc. 
Camden, N. J. 

T he model U-46 Victrola combination is 
housed in a massive iBtli Century period 
cabinet. Front doors jyive access to the auto¬ 
matic electric phonograph mechanism anti 
the radio dials aiul controls. Kecortl storage 
space is also provitled; phono-compartment 
noise has been rctiuccd by acoustical tieat- 
ment. Turntable is controlled by silent, 
mercury-contact on-off switch. The chassis 
is a 12-tube job with an undistorted power 
output of 20 W., and makes use of a built-in 
loop antenna which may be rotated by means 
of a knob on the front panel. lias motor- 
driven electric tiininj' for 9 stations. Sepa¬ 
rate bass and treble controls. 


NEW-TYPE CABLE PLUG 

Amperife Co. 

561 Broadway, New York, N. Y. 



T he new connector is designed to eliminate 
cable breakage at the connector, to hold 
the cable firmly, and to make cable replace¬ 
ments a simple matter. A rub!)er sleeve pre¬ 
vents strain on the cable at the connector. 


"UNICORD" RECORDING 
MACHINE 

Universal Microphone Co. 
Inglewood, Calif. 

T he equipment is a complete professional 
recording machine in a single portable 
carrying case—its main feature being minia¬ 
ture size. It records at 78 r.p.m. which per¬ 
mits recording a 7-min. program on a l2-in. 
blank disc. Equipped with a 100% synchro¬ 
nous motor. llea<lphone monitoring. An ex¬ 
cellent feature is a weight which automat¬ 
ically lifts the cutting head from the ilisc at 
the complet on of the rcconling process. Ex¬ 
tremely high fidelity is claimed for the out¬ 
fit. Equipped with mike and speaker (latter 
in removable lid). 


NEW CRYSTAL MIKE 

The Turner Co. 

Cedar Rapids, Iowa 

K nown as model 33X this new’ crystal 
mike has a 90-dogree lilting heail for 
semi- and non-rlirectional operation. This 
response is 30 to 10,000 cycles, free from 
peaks; feedback is said to be remarkably 
low. It has a high level of -62 db. on a wide 
range of frequencies. Blast-proof crystal is 
impregnated against moisture. Finished in 
satin-chrome along modern lines. 

(See page 560 for other articles) 
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metitj«, Ilmv Thev 
• Troubie-Shootir 
of trackInRT 


R.idiO & Tcchitical Publ. Co.. 
4S Astor Place, New York, N. 
1 nrlOM;<J fhitl I'laynient for, ik 
.’v-Day MOiiey.nnek Guarantee: 
(—I MODIIRN U\DIO 


iiitl ru.'.ti to nio T>Oftti>altj whii 

□ RADIO trouble. 

SHOOTER-S HANDBOOK 
til Sn. If ’ 'O fiireifrit) 
pcclal Comb. Price (S? for.). 


ive Illemtiirv. 


NO MORE "HEADACHES' 
in Radio Serviced Work 
— thanks to "Al" Ghirardi's 


RADIO 

HANDBOOK... 

-and MODERN 

SERVICING 


World* s Leading 
Authority on 
Short-Cut Meth¬ 
ods in Servicing 
Famous Uio world 
over fur hln irs.-itrii !cfiti 
radl.i books ■•Al” 

G h 1 1 a r«l I deservo!^ 
evi-,y \K OI-il of pm I AC 

Ui«»ri him so 
-'..vlKbJy In the bunftnMs 
<if ajipreet.itive letteiH he 
ti,nH leceiveO fi nm IDtiteful 

r"*' Vi” ;n 1 ’r^r^-lre* 
nien * rfa(1en<.. ftliimrdl h.nH 
done ,"1 Job no niio else 
niana^vcj to djual, Ih*- 
fore or slnee. iiv has 
Katlien-d toRelher a sUii:- 
iferlmr aeounitilalion of 
Oat.t In iw-o boukM that re¬ 
duce Uie iiraetiro of radio 
h. i-vlcliil' to ttio Kimplest 
AViitem iitiufrlnablcl 

Let Chirardi Go to 
Work for Youf 
All Qhtrnrdi’n vast 
knowledRc »nd esl>er{cncc 
Is yniirs to use and profit 
by. Hl!i iwxj Kre.it booka 
f' r M'rvicciren are essen- 
tial cQulpment In every 
ub-to-rlatc servicing ahop. 
TJieVIl iwy biick Irtelr 
nonilnal corL tnany. many 
tiinea oi-cr. 

Use Them 5 Days 
—OUR RISK 

Speciat Comhinotioii 
l*rive 


For 

BOTH 


SPEED UP DATA 
For Your Service Bench 


One ftoelion of CbimPill’s Tmublcs 
Shu,dor-s Handbook u-lls You bow to 
t:iko the common ••butrs” out of prac¬ 
tical ly every radio set ever made—de¬ 
tailed CaM* iMstortes of 3.313 recelv- 
erwl Don't waste your own vnlu.ablo 
time and onenry irvlnK to track down 
common troubles—that work has al¬ 
ready been done by others and Chlt- 
ardl (fives It to you here, for the first 
time. I.; one handy ehop-reference book 
conveniently nrranKed for Instant use. 
This and otlier data In the book rep- 
resenis thuusaiids of hours of .actual 
service work—think what a saving 
that nte.ans to you In time and labor! 
More money in Your (locketf A b;ir. 
(Cain at any price— A “wow” at S31 

"Case Histories" and more, too) 

• 3.313 Case Histories —Tpouldo Symp¬ 
toms and lU'inedles for 3.313 sots. 
cjinMIcd from actual service liecorJn. 

• Over 19.000 l-F Peaks—For Alltm- 
mi-nt of all Sui>erhet». old and now. 

• Auto-Radio—Gear Ratios and Dial Di¬ 
rections of Tunini; Controls of all sots: 
Instill Lat Inn and Cor-limit Ion System^ 
Data; Special inu-rferenee Klimtiiatlon 
Instructions: Electrical Wliinir; etc. 

• Other Data—Over lOO more patres of 
data Ineludlnir Quick Trouble-Shootlmc 
Chjiri.s- Ser\lclncr Home Reconters: 
Servlclntr Intercommunleators; Tmilo 
HI rectories; Ctiarts dr Tables on Tubee, 
(fUlast Kesistors. Transformers, etc. 


<.■$4.50 forelfpi) 

BOTH BOOK.S at SO.SO Special 


■ NA.Ml. 

H ADDRESS 

■ riTV 

Z '‘i I’lease sv” 


I Here's another Ghlrardl )>oak you've Kut to 
lhftvi>—a bic l.'KjU'paKc Instruction cojurse that 
jtells you all there is to know aX»ut how to do 
radio scrvlclnj? work accord Inc to the most up- 
to-date tiiro-s.aving "factory methods.” Here's 
all the basic theory of servlclnc together with 
the practical applic.ntlOns—how v> make every 
sr.rt of test ond repair, how every kind of 
tost Instrument works, how to hulUl them, how 
to 1150 them. etc., etc. And MODERN RADI (I 
STUtviClNG esplahiK how to service *H types of 
receivers. It's the One source of fssential kitowl- 
edge evcr>- serviceman nee'Is on his bench at 
all times—the only Itfiok In the vxMld with :j1! 
this mass of pr.ietical information ptieked be¬ 
tween two covers. Clear and easy to undcr- 
siaiidl Just (ret the hook and see for yourself 
If it Isn’t Inrllspeiisablc. Yon '.ake no risk with 
the money-back gu.irantcoi So fill out tho 
coupon—and don’t fontet to RWill it!—TODAY! 

~ Ail the Essential Theory: 

• Test Equipment—420 |.aKes of Theory, De- 
srripiion.s, Dia' ram'*' of all f'-vumerclal Instni- 
W’ork, CotistiTirllon Pni.a. etc. 
ig—Newest shortcut methods 
icklnfT tiow'n all types or re 
celver troubles. . . ^ 

• Repairiny_”Factory-Methods for 
Superhet AlKrnment. Interference 
Ellm'.natton, llepalrlnB of allsots.eic. 

• Special Problems—142 l>a(Jes :■ 

AuloRadIo Servlcinir and Installn- 
linn; Servicing All-Wave Pets. IHKii 
Vulpllty .Sets. A VC and QAVC fir- 
cnlt.s: SelHiKT and Advert IslnU: eT 
1300 P''GES • 706 IHus • 720 

'lew Question* • 766 Tonics a 






f 

I 



I TRANSFORMER CO, 

840 BARRY ST. NEW YORK. N. Y, 


MAKE MONEY FOR SERVICEMEN! 

The hstantaneous success of the new KENYON Cath-O-Dfive 
Amplifiers Is merited for here are units which may be built 
easily and at a saving in cost which is really remarkable. 
Although featuring Cath-O-Orive Modulation, each unit tea 
tures interchangeability of output transformers to make them 
Universal . . . for Plate Modulation or P. A. Work. 

THE KENYON ''50'* Foundation Kit rated at 5 watts 
Class A, net 

THE KENYON "150" Foundation Kit rated at 15 
watts Class AB, net 

THE KENYON "600" Foundation Kit rated at 60 


$ 18.75 
$ 22.78 
$ 35.13 

The required Kenyon Transformers and Parmetal Punched 
Chassis and Cabinets as well as literature, parts list and 
circuit diagrams are available at your jobbers. If he docs 
riot yet have his supply—write us direct. 


watts Class AB2, net 


Please Say That You Saiv It in Radio-Craft 
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of box: 
l2'/a'xa'/i' 

With thli PVRO 
PANTAGRAPH 
turn loiiure timo 
Into profllabie 
houra. Make 
money a novel, 
eaiy way—“Burn 
Your way to Ex¬ 
tra Dollari with 
Pyro Panta- 
flraph.*' 


$ 2-75 

Shipping weight. 3 Iba. 


(Continued from preceding page) 

HOME RECORDING TURNTABLE 

The General Industries Co. 

Elyria, Ohio 



A GEAR - DRIVEN, governor - controlled 
phono motor for heavy-duty work such 
as recording, etc. Pin which engages record¬ 
ing blanks retracts when regular records are 
played. Unit is furnished with a weighted 
turntable for 10- or l2-in. records for 110-V. 
A.C., 60-cycle use only. Priced low. Model 
RG, 78 r.p.ni.; model RG 3. 33 1 3 r.p.m. 


Ttatfl •laetrlcal outfit it espccUlly desired for bumlna 
parmancntly on Leather, Wood. Cork. Gourde. 
Dakellt*. etc. Sliiu>ly plug^ the Pyro-eiectrlc pencil m any 
llO-volt AC or IK: outlet and it le ready to be need, 
and cord furnlehed as part of equipment, 
e use ot a apecial Pantaaraph Included in the outfit, 
any dealan may be reproduced either In original, reduced 
or enlanr*d form. 

Outfit conalata of: one Pyro^clectric Pencil: one Panta- 
graph: three hardwood plac|uea: one bottle of Varnish: 
one Brush: one tracing tip and four-page Instruction sheet. 
Outfit utill 6« forwarded by ExpreMM CoUmet if 
mot sufllciomt poatoge included u>ith your order. 

WELLWORTH TRADING COMPANY 

l»IS S. state Street. Dept. RC-340. ChittBe. III. 


PATENTS —TRADE MARKS 

Booklet concerning Inventions A Patents 
A*arm **Evidenet of Conception'* with 
inttruclione for use and '^‘Schedule of 
Government and Attorneye Feee'^'^Free 

LANCASTER. ALLWINE & ROMMEL 

Heftistered Patent Attorneys 

436 Bowen Bldg. Washington. D» C. 


35-W. AMPLIFIER 

Allied Radio Corp. 

833 W. Jackson 8lvd., Chicago, III. 



i^CORDING to the manufxicturer. 101 
new features xire incorporated in this 
f Knight job. The circuit, for instance, fea¬ 


tures inverse feedback for fidelity, silencer 
jacks, fuses, illuminated volume meter, op¬ 
tional remote control, headphone jacks, etc. 
Interesting is the built-in phono top. Has 4 
input channels; universal output impedance 
selector; xtal pickup. 


3-WAY PORTABLE 

Emerson Radio & Phonograph Corp. 
Ill Eighth Ave., New York. N. Y. 



T his compact portable the DF-302. is a 
6-tube superhet. covering the standard 
broadcast band. Has a built-in loop antenna 
and 6%-in. P.M. dynamic speaker. The in¬ 
strument is ‘*3-way”—plays on self-con¬ 
tained batteries, 110 V. A.C. and 110 V. 
D.C. Other portable models are available. 


2-BAND MIDGET 


Majestic Radio & Television Corp. 
2600 W. 50 St., Chicago, III. 


M odel 2D60 is a no V. A.C.-D.C, tahle- 
type 6-tube superhet. affording stand¬ 
ard broadcast and foreign reception. Chassis 


Stxnccmcui, FOR BEHER BUSINESS 
...FOR BIGGER PROFITS DURING 1940... 

-pJOIN RSA!<- 


★ You belong in this big, live scrviceiueirs organization tliat is really doing things for its nieinbers! 

★ RSA secured cooperation with broadcasters to sell servicing to the public over the air. ★ RSA 
helps you to solve many difficult technical problems. ★ RSA sends you technical bulletins. ★ RSA 
does many other beneficial things—for you. Send now for complete details. 



'j CfXow 'To^etkex 

in 1940 f 


RADIO SERVICEMEN 
OF AMERICA, Irc. 

JOE MARTY. JR.. EXECUTIVE SECRETARY 
304 S. DEARBORN STREET, CHICAGO, U.S.A. 


I 

I 

I 

I 

I 

I 

I 


■ ■■■■■ MAIL THIS COUPON NOW!hhrhi 

RADIO SERVICEMEN OF AMERICA. INC. 

304 S. Dearborn St., Chicago, II). 


Xame .. 
.\ddrcss 
Citv ... 


State 


I am interested in RSA Membership. Tell me about it.□ 

I am enclosing $4.00 for National dues and initiation. Covers dues 

up to Jan. 1, 1941, in accordance with special dues concession_□ 

(Does not include Local Chapter dues where Local Chapters are 
organized.) RC-340 


Please Say That You Saw It in Radio-Craft 
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is housed in ultra-modern plastic cabinet 
(walnut or ivory); has attractive gold and 
silver dial face. 


HIGH-CAPACITY 

ELECTROLYTICS 

CornelUDubilier Electric Corp. 
South Plainfield, N. J. 



C apacities of soo. 1,000 and 2,000 mf. 

are available in compact form at work¬ 
ing voltages of 12, 15, 18, 25 and 35 V., in 
this new type FA series of condensers de¬ 
signed for use in low-voltage circuits such 
as “A” eliminators, rectifiers, dynamic 
speaker installations, etc. Example of com¬ 
pactness is 2,000 mf., 12 V. unit which 
measures only 1% ins. in dia. by 4Vfe ins. 
long. 


LATEST HALLICRAFTER 

The Hallicrafters 
2611 S. Indiana, Chicago, HI. 



K nown as the model S20-R “Sky Cham¬ 
pion” this 9-tube communications re¬ 
ceiver is designed to appeal not only to the 
“ham” but to shortwave listeners and 
DX-ers, too. Tuning range is 540 kc. to 
44 me. in 4 bands. Features include high 
H.F. gain and signal-to-noise ratio; power 
line or battery operation with instant 
change-over; electrical band spreading in 
all ranges; A.V.C. for all R.F. and I.F. 
amplifiers; frequency stabilized oscillator; 
built-in speaker; automatic noise limiter 
circuit. 


POWER LINE ANTENNA 

Technical Appliance Corp. 

17 E. 16 Sf., New York, N. Y. 



C ONSISTING of a step-up transformer, 
capacity-coupled to the power line, this 
unit makes possible the use of power lines 
as an antenna. Condenser breakdown will 
not endanger set or listener because of 
separate transformer windings. This Taco 
type 140 unit is said to exhibit “perfect 
signal-to-noise ratio.” 

(See page 562 for other items) 



MODEL 801M COMBINATION 
TUBE ^^SET TESTER 


An additional socket for the new minia¬ 
ture tubes and an extra self-contained 
battery supply for ohmmeter range be¬ 
low 1 mefTohm. These are new features 
built on the ba.sic advanta^^es owners 
have Ionic enjoyed in RCP Combination 
Model 801. A brilliant success from the 
start, now with new' features added at 
no increase in cost. Model 801M repre¬ 
sents the biKKest test instrument value in 
the history of radio! It has every worth¬ 
while modern feature. It opens a whole new 
era in quality test instruments at a price 
within the reach of all. It's somethin? to 
see your nearest jobber about today! For 
what other instrument in it.s class, at its 
price, does all this? 



• DC voltmeter 0 10/50/500 1000 at 
1000 ohms per volt. • Four ranire AC 
voltmeter 0 10 50 .500 1000. • DC 

milliammeter 0 1 10 100/1000. DC Am¬ 
meter 0/10. • Ohmmeter 0/500/5000- 
1,000.000 10.000,000. • Low' ohm cen¬ 
ter scale 5 ohms and each of first ten 
divisions 0.1 ohm. • D.B. Meter ^ -f- 
15 15 to 29/29 to 49 32 to 55 decibels. 
New up-to-the-minute design. Combines In compact port¬ 
able case both a complete tubs tester and a set tester— 
furnishing you with a broad background for profit. Com¬ 
plete with battery and test leads. 

MODEL 80IM complete. $ 27.95 

MODEL 80IA (Combination tube tester and <ta7 QA 
plug-in set analyzer) . l 


* Lar?e 4V4f inch meter 

A New miniature tube tests 

A Tests all new and old tubes; all ballast 
tubes 

* Meter fused airainst burnout; supply line 
double fused 

* AC voIta?e measurements have linear 
scales to coincide with DC—practically 
eliminates temperature and frequency 
errors 

* Line regulation lO.I to 137 volts with 
direct meter indication 

"A Noise lest 

* Meter Keversin? Switch 

* 21 Ran?e Multitester 


GET THE FREE RCP Catalog. Contains all that 
is newest and best m test equipment. See for 
yourself how much low price buys at A'adiO City 
Products. Send today for Catalog No. 121. 


RADIO CITY 

PRODUCTS CO. INC. 

88 PARK PLACE. N. Y. C. 





II Mtfp ^ V .. rte 




rs*... 


S Y L V A N I A 

SET-TESTED RADIO TUBES 

- , . Hygrade Sylvania Corp., Emporium, Pa, 


SuivcHrUcu 

rtT;./RADIO TUBES 


Ask Your Jobber 
How You Can Get Them 


For neat and handy storage of tubes and 
parts the cabinet on the right has everything 
—space for over 250 tubes; drawers of 21 
compartments; another 4 compartments; 
and storage bin at bottom. All-steel, 5954"^ 
high, 22" wide, 12" deep. The folding cabi¬ 
net below holds 240 tubes; is 18" high, 21^" 
wide and 1154 deep when closed. See your 
Sylvania jobber about getting one of these 
cabinets . . . today. 


Please Say That I’ou Saw It in Radio-Craft 
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CLIP COUPON— 
AND 


MAIL 


City . state . 

(.Sentl remittanw by check, money or^ler or unused L'.S. PoeUite Stamps. 
Uefitster letter If you send cash or stamps. I RC-3'40 


T his new series of connectors is designed 
to radiate heat away from the grid and 
plate connections of transmitting tubes. 
Main feature is the protection of glass 
seals of the tube* eliminating the possibility 
of tube failure due to leakage. Available in 
4 sizes to accommodate the common sizes of 
wire and cap leads. 


American Phenolic Corp. 

1250 W, Van Buren St., Chicago, III. 

U LTRA-TINY 7-pin molded 
bakelite sockets for use 
with the new RCA scries of 
Lilliputian tubes (see Febru¬ 
ary* 1940* issue of Radio^Craft 
for story on these new tubes). 

Metal sleeve in the center of 
the socket shields the tube pins 
from each other; hole in lower 
end permits grounding. Socket 
is no wider than the tube it¬ 
self. permitting extreme com¬ 
pactness in set construction. 
Floating contacts eliminate 
danger of breaking seal be¬ 
tween glass and prongs. 




{Continued from preceding page) 

"TRACEOMETER" SIGNAL 
TESTER 

The Hickok Electrical Instrument Co. 
10514 Dupont Ave., Cleveland, Ohio 


D.C. Vm. section, 2.5 to 500v., zero-center; 
A.F. Vm. section, 0.1- to 500v., and response 
from 20 to 200,000 cycles; watts range, to 
300 w. 


CAPACITY INDICATOR 

Sprague Products Co. 

North Adams, Mass. 


XMITTER-TUBE CONNECTORS 
RADIATE HEAT 

Bud Radio, Inc. 

5205 Cedar Ave., Cleveland, Ohio 


MULTI-CHANNEL RADIO 
TELEPHONE 


Western Electric Co. 

195 Broadway, New York, N. Y. 

D esigned especially for private and com¬ 
mercial aircraft use this multi-channel 
2-way radio telephone transmitter-receiver 
provides for dial-switch selection of any 
one of 10 pre-tuned frequencies. The trans¬ 
mitter develops more than twice the power 
of conventional equipment and permits long- 
range operation of modern air liners. All 
remote control is accomplished electrically 
—no mechanical cables or rotating shafts. 
Quick and convenient access for emergency 
servicing is one of the features of construc¬ 
tion. Has forced draft pressure-type ven¬ 
tilation through spun glass filter. Model 27A 
xmitter weighs 60 lbs.; output, 126w., on 
2,000 to 15,000 kc.; supply, 12* 24V., D.C. 
Model 29A receiver, 18 lbs.; range, same as 
xmitter; supply 12, 24 or 110 V., D.C. 


enret 

ABSOLUTELY FREE 

urltk a * a Sulficxiption 

to RAOm^CRAFT! 


4UST THINK OF IT—you can get absolutely 
FREE, the useful DRY ELECTRIC SHAVER 
which is shown at the left. This ELECTRIC 
DRY SHAVER is sent to you by the publishers 
with a one-year subscription to RADIO-CRAFT. 

Her* Are the Features of The 

ELECTRIC DRY SHAVER 


OPERATES ON 
IIO-VOLT, 60-CY 
A.C. LINE 


CLt 


Conitruetfld of m«t«j with attrutlvo rod bronio 
flniih. Sclontifleally construeted to glvo e porfectly 
cloan ohavo. 5.foot rubbor insulated cord and plug. 
Constructed to last for many years. 

Operates from 110-volt. SO-cycle A.C. etec. 
trie line. Carries a two-year manufacturer's 
guarantee. A fine quality, self.sharpening 
toilet necessity. 

Senil your subscript Ion to 
ffir One Year <12 Issues) and receive ab- 
FllKIi; one of these remarkable 
Dry Mllavers. New subscribers 
art- accepted or you may extend your pres¬ 
ent subscription another twelve montlis. 
' ail your remittance of t2.00 Iplus 2oc 
fiiT shipping cbarRes on Hhaver) to the 
publishers. <Canada and forelfcn 
J2.75.) You wdU receive your 
DItY KLECTHIC 3irA\T*:H im¬ 
mediately by return mail. ITsc 
cfiupon below* to enter mir 
subscription. 


7-PIN SOCKETS FOR 
LILLIPUTIAN TUBES 


RADIO-CRAFT 

W HudM. StrMt. New Ywk. N. V 


RADIO-CRAFT, »» HadMn Street, New York, N. Y. 

Gentlemen: Enclosed And my remlttanre of (2.00 for wlilch enter my 
subscription to ItADIO-tULAFT for one Vear <12 Issues). Kend me 
inimedlaUly FREE. EXEirTRIC DKY .sHA VEIL < Canada and forelicn 
t2.TS). In U. H. add only 25c additional tn cover ahipping charges on 
Shaver. 

C New Subscriber O Extend Tresejit .Subscription 


Name 


Adtlress 


WE SHIP ELECTRIC DRY 
SHAVER THE SAME DAY 
YOUR SUBSCRIPTION 
ORDER IS RECEIVED. 


T his latest dynamic signal tracing unit 
permits the measuring and tracing of the 
signal (without interfering with the per¬ 
formance of the set under test) in any 
5 circuits simultaneously. All indications 
are obtained on 5 precision meters on 
the panel. Model 155; 13x16x10 ins. deep; 
23 lbs. 

Ranges: R.F.-I.F., 100 kc, to 1,800 kc,; 
5,000 microvolts to 25v. (R.F.-I.F.); oscil* 
lator, COO kc. to 15 me., and 0.3- to ISOv.; 


B esides performing as a capacity indi¬ 
cating instrument this "motormike” 
unit may be used as an emergency starting 
condenser for 110-V., 60-cycle motors where 
eupacities from 54 mf. to 180 mf. are re¬ 
quired. Its purpose is to facilitate the proper 
choice of condenser in motor-starting serv¬ 
ices, Accessible “Fustats'* prevent overload¬ 
ing frozen motors, etc. 


FEATURES IN MARCH RADIO 
& TELEVISION 

Frequency Modulation Stations Multiply, Perry 
Ferrell, Jr. 

Simple Vfi Meter Transmitter—details of "crack" 
New York Station. Arthur H. Lynch, W2DKJ 
S.W. & B.C. Beginners Receiver, Frederic Dillion 
A 25 watt AC'DC Audio Amplifier lor use with 
Radio Tuner, Phonograph or Mike, F. J. Bauer, 
W6FPO 

Compact 2-band Receiver for A.C. or O.C.— 
Herman Yellin, W2AJL 

Low-CoSt Television Receiver, Howard Lawrence, 
W2IUP 

Fotocraft Features: 

The Amateur "News" Photographer—Mike Fish, 
Head of Photo Dept., C.B.S. 

How to give your Girl Photos Glamour—Mur¬ 
ray Korman, Famous Portrait Photographer 


Please Soy That Vo)( Saw It in Raoio-C'raft 
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HOW TO SELECT AND PLACE SOUND EQUIPMENT 

{Co7tti7tu€d from page 626) 


MORTUARY P.A. 

The solemnity of the occasion demands 
the most dignified and impressive services 
possible. Listings which follow at the end 
of this article give the best amplifier and 
speaker recommendations for the average 
acoustic conditions in a mortuary. All are 
listed according to the shape and seating 
capacity of the chapel. Remember, you can 
always use a larger, but seldom a smaller 
amplifier than recommended. 

Recommendations are ample for extending 
the service to separate side rooms and over¬ 
flow chambers simply by the use of extra 
speakers placed in each of the additional 
rooms. Individual volume controls permit 
services to be heard as softly as desired in 
any room. 

Chime and organ music can be a part of 
your service too, by connecting a Record 
Player to your amplifier. 

**Hear world-famous soloists, quartets, 
choirs and world-renowned organists through 
your church, mortuary or cemetery sound 
system. YouTl find the cost is negligible . . . 
really much less than you'd expect to pay 
for the most mediocre talent,” you may tell 
your prospect for sound equipment. 

You need only a Record Player which 
plugs into your amplifier and brings your 
customer an unlimited choice of the world's 
finest recorded music. Or, you’ll find special 
amplifiers with built-in Record Players, in¬ 
cluding one with a built-in Record Changer 
that plays up to 8 records automatically. 

This combination assures you of exactly 
the right music for every occasion. It is one 
of the principal advantages of a high-qual¬ 
ity sound system and adds immeasurably to 
the dignity and beauty of any services. 

“The perfection of reproduction is as 
though an unseen organist were playing an 
invisible organ, or the blended voices of a 
hidden choir were wafting softly from a 
cleverly concealed loft. You’ll marvel at the 
pleasing results and your visitors, too, will 
tell their friends of the very beautiful, ap¬ 
propriate musical atmosphere,” is the way 
your sales patter may run. 

BALLROOM AND AUDITORIUM SOUND 

Now it’s easy to select just the right 
sound system for your ballroom or dance 
hall. The listings which follow at the end of 
this article take away all the guesswork— 
requires but a few minutes of your time, 
and no previous knowledge or experience to 
make a quick, accurate choice. Simply choose 


the floor plan pictured that is nearest the 
shape of your ballroom. Then follow the 
listings down until you find the size that 
corresponds closest to your ballroom dimen¬ 
sions. The sound equipment best suited to 
your needs appears immediately below. 

Microphone and speaker placement is pic¬ 
tured in each of the floor plans. Where 4 
speakers are shown but only 2 are desig¬ 
nated in the tables, use the 2 nearest the 
microphone. If your ballroom has a balcony, 
note the paragraphs on this item for addi¬ 
tional information. 

Thoughts of utmost importance and in¬ 
terest to the audience come from the mouths 
of prominent speakers. A word Or phrase 
missed by any listener may cause him to 
misinterpret the idea entirely. The correct 
sound system in your auditorium leaves no 
thought misunderstood . . . everyone hears 
the entire lecture or speech clearly. The 
sound salesman, in talking-up auditorium 
P.A., should make this point stand out 
strongly. 

Choose the floor plan nearest your own, 
and you'll find the correct auditorium am¬ 
plifier and speaker combination listed under 
the figure number in “Recommended Equip¬ 
ment.” Always use the size closest to the 
size of your own auditorium. If your audi¬ 
torium has a balcony, see the additional in¬ 
formation on this item. 

If your auditorium or ballroom has a 
balcony at the sides, add the width of the 
balcony (at each side) to the width of your 
room; if it has a balcony at the back add 
the depth of the balcony (at the back) to 
the length of your room, to determine what 
size you need. 

If your auditorium or ballroom requires 
only 2 speakers, no special provision is nec¬ 
essary. If, however, your auditorium or ball¬ 
room, including the balcony, requires 4 or 
more speakers, we recommend that half the 
speakers be mounted in horns (Projectors 
or Trumpets). The sound can then be 
directed more effectively toward the au¬ 
dience under the balcony which ordinary 
wall baflies will not take care of satisfac¬ 
torily. Additional information on the cor¬ 
rect speaker placement, and the right type 
of horn to use for the best results, is con¬ 
tained in the related paragraphs which 
follow. 

Gymnasiums differ from other buildings 
because seats usually surround the point of 
interest. Loudspeakers should be suspended 
in a cluster as shown. Amplifier and mike 
can be placed to one side, or any place where 



Problems in placing sound equipment in Stadiums may be solved as shown in Figs. A to C. inch; if an 
Auditorium has a balcony it may be well to install the equipment as shown in Fig. D; an excellent sound 
installation for Gymnasiums is illustrated in Fig. E. 
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A BIG SURPRISE IN STORE FOR 
YOU! 

sure to read the announcement which appears on 
Page 572 of this issue .... 00 IT NOW! 


(Continued from i^eceding jHige) 
the announcer can view the activities. It is 
important that a directional mike of the 
dynamic type be used in this type of in¬ 
stallation. The following table suggests the 
correct amplifier and speaker equipment for 
<iifferent-size gyniiuisiums. 

Uii to 100 by 1J5 ft., icith— 

.Seats on 2 si(ie.S“30- or -lO-W. ampli¬ 
fier; 2 speakers in projectors. 

Seats on 4 siiies—;i0- or 40-\V. ampli¬ 
fier with 4 speakers in projectors. 

Vp to 150 by 200 //., u ith — 

Seats on 2 sides—60-W. amplifier with 
4 speakers in projectors. 

Seats on 4 sides—60-W. amplifier with 
6 speakers in projectors. 

Figures D and K show the arrangement of 
sound equipment in. respectively, an Au<li- 
torium with a Uakony; and, a Gymnasium. 

STADIUM PUBLIC ADDRESS 

A Staiiium is one of the few places where 
the speakers are not all grouped together. 
Instead, 2 projectors or trumpets, so placed 
as to direct the sound towards the staniis 
(see illustration) are generally used. They 
shouUT be mounted us high as possible, and 
about 25 ft. in front of the stands—pointing 
them slightly downward gives the best re¬ 
sult. One of these speaker groups should be 
proviiied fur each section of the stand as 
shown. 

When 2 similar stadium grandstands are 
located on opposite sides of the field, use an 
amplifier of approximately twice the power 
(or 2 amplifiers), and twice the number of 
loudspeakers, as reconimendctl for each 
stand. 

In Fig. A is shown the preferred arrange¬ 
ment of sound etjuipment for stadium grantl- 
stands up to 100 h. long and up to 50 ft. 
deep. For this service one 30- or 40-W. am¬ 
plifier ami 2 speakers anti projectors are 
recommended. 

Fig. U, For stadiiiin grantistands from 75 
to 200 ft. long and up to 100 ft, deep. 
Recommemietl: one 60- or 70-W. amplifier, 
and 4 speakers anti projectors. 

Fig. C. For stadium grandstamis from 175 
to 400 ft. long and up to 200 ft. deep. 
Recommentled: one 100-W. amplifier, and 6 
speakers in trumpets. 

RECOMMENDED EQUIPMENT 

Sound equipment may be installed us 
shown in Figs. 1 to 14 inc!., and Figs. A to 
F:, inch The rccommentled ratings of equip¬ 
ment for use in the respective set-ups are 
given in the following listings: 

FIG. I (CHURCHES) 

Seating up to 500. —One 15- or 20-W. am¬ 
plifier with 2 speakers in wall baffles. 

Seating from M>0 to 1,000 .—One 20- or 
25-W. amplifier with 2 speakers in wall 
baffles. 

Seating from 8oO to 1,800. —One 30- or 
40-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,800 to 3,200. — One 60- or 
75-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200, in Unusually 
Xoisy Areas .— One 100-W. amplifier with 6 
speaker.s—2 in baffles, 4 in trumpets. 

FIG. 2 (CHURCHES) 

Seating up to 500. —One 15- or 20-W. am¬ 
plifier with 2 speakers in wall baffles. 

Seating from ^00 to 1,000 .—One 20- or 
25-W, amplifier with 2 speakers in wall 
baffles. 

Se<iting from 800 to 1,800. — One 30- or 
40-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200 .— One 60- or 
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76-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200, in Unusually 
Noisy Areas, —One 100-W. amplifier with 6 
speakers—2 in baffles, 4 in trumpets. 

FIG. 3 (CHURCHES) 

Seating up to 500 ,—One 15- or 20-W. am¬ 
plifier with 2 speakers in wall baffles. 
Seating from UOO to 1,000, —One 20- or 

25- W. amplifier with 2 speakers in wall 
baffles. 

Seating from 800 to 1,800 ,—One 30- or 
40-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200 ,—One 60- or 
75-W. amplifier, and 2 speakers in baffles; 
2 in projectors. 

Seating from 1,600 to 3,200, in Unusually 
Noisy AreaSi —One 100-W. amplifier with 6 
speakers—2 in baffles, 4 in trumpets. 

FIG. 4 (CHURCHES) 

Seating up to 500,—One 15- or 20-W. am¬ 
plifier with 2 speakers in wall baffles. 

Seating from J^OO to 1,000, —One 20- or 

26- W. amplifier with 2 speakers in wall 
baffles. 

Seating from 800 to l,800*-^no 30- or 
40-W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200 ,—One 60- or 

75- W. amplifier with 4 speakers in wall 
baffles. 

Seating from 1,600 to 3,200, in Unusttally 
Noisy Areas ,—One 100-W. amplifier with 6 
si>eaker8—2 in baffles, 4 in trumpets. 

FIG. 5 (CHURCHES) 

Seating up to 500 ,—One 15- or 20-W. am¬ 
plifier with 2 speakers in wall baffles. 

Seatijig from \00 to i,000.—One 20- or 
25-W. amplifier with 2 speakers in wall 
baffles. 

Seating from 800 to 1,800 ,—One 30- or 
40-W. amplifier with 2 speakers in projec¬ 
tors; 2 in wall baffles. 

Seating from 1,600 to 3,200 ,—One 60- or 

76- W. amplifier with 2 speakers in projec¬ 
tors; 2 in wall baffles. 

Seating from 1,600 to 3,200, in Unusually 
Noisy Areas ,—One 100-W. amplifier, 6 
speakers—4 in baffles, 2 in trumpets. 

FIG. 6 (MORTUARIES) 

Seating up to AOO, —One 16- or 20-W. am¬ 
plifier; 2 speakers in wall baffles. 

Seating from 300 to 700 ,—One 20- or 
25-W. amplifier with 2 speakers in wall 
baffles. 

FIG. 7 (MORTUARIES) 

Seatijig up to 400,— One 16- or 20-W. am¬ 
plifier; 2 speakers in wall baffles. 

Seating from 300 to 700 ,—One 20- or 

25- W. amplifier with 2 speakers in wall 
baffles. 

FIG. 8 (MORTUARIES) 

Seating up to 400 ,—One 15- or 20-W. am¬ 
plifier; 2 speakers in wall baffles. 

Seating from 300 to 700 ,—One 20- or 

26- W. amplifier with 2 speakers in wall 
baffles. 

FIG. 9 (AUDITORIUMS) 

Size 80 ft. Wide x 85 ft. Long with a CeiL 
ing up to 20 ft, —Recommended: one 16-, 20- 
or 22-W. amplifier, and 2 speakers in wall 
baffles. 

Size 120 ft. Wide X 130 ft. Long; Ceiling 
up to 30 ft, —One 22-, 24- or 25-W. ampli¬ 
fier, and 2 speakers in wall baffles. 

Size 170 ft. Wide x 180 ft. Long; Ceiling, 
up to 40 ft .—One 30- or 40-W. amplifier 
with 4 speakers in wall baffles. 

Size 240 ft. Wide X 250 ft. Long; Ceiling 
up to 50 ft.—One 60- or 76-W. amplifier 
with 4 speakers—2 in wall baffles, 2 in 
trumpets. 


Size 340 fU Wide x350 fL Long; Ceiling, 
60 ft. or over. —One 100-W. amplifier, and 
6 speakers in trumpets. 

FIG. 10 (AUDITORIUMS) 

Size 100 ft. Long x 70 ft. Wide; Ceiling, 
up to 20 ft. —One 15-, 20- or 25-W. ampli¬ 
fier, and 2 speakers in wall baffles. 

Size ISO ft. Long X 100 ft. Wide; Ceiling, 
up to 30 ft. —One 22-, 24- or 25-W. ampli¬ 
fier, and 2 speakers in wall baffles. 

Size 200 ft. Long x 150 ft. Wide; Ceiling, 
up to 40 ft. —One 30- or 40-W. amplifier and 
4 speakers—2 in wall baffles, 2 in projectors. 

Size 300 ft. Long x 200 ft. Wide; Ceiling, 
up to 50 ft. —One 60- or 75-W. amplifier 
with 4 speakers—2 in wall baffles, 2 in 
trumpets. 

Size 400 ft. Long X 300 ft. Wide; Ceiling, 
60 ft. and over —One 100-W. amplifier with 
6 speakers in trumpets. 

FIG. II (AUDITORIUMS) 

Size 70 ft. Long X loo ft. Wide; Ceiling, 
up to 20 ft. —One 15-, 20- or 22-W. ampli¬ 
fier, and 2 speakers in wall baffles. 

Size 100 ft. Long X 150 ft. Wide; Ceiling 
up to 30 ft. —One 22-, 24- or 25-W. ampli¬ 
fier, and 2 speakers in wall baffles. 

Size 150 ft. Long X 200 ft. Wide; Ceiling, 
up to 40 fL —One 30- or 40-W. amplifier, and 
4 speakers in wall baffles. 

Size 200 ft. Long X 300 ft. Wide; Ceiling, 
up to SO ft, —One 60- or 75-W. amplifier, and 
4 speakers—2 in wall baffles, 2 in trumpets. 

Size 300 ft. Long X 400 ft. Wide; Ceiling, 
60 ft, and Over. —One 100-W. amplifier with 
6 speakers in trumpets. 

FIG. 12 (BALLROOMS) 

Size 80 ft. Wide X 85 ft. Long; Ceiling, up 
to 20 ft. —One 20- to 25-W. amplifier with 
2 speakers in wall baffles. 

Size 120 ft. Wide x 130 ft. Long; Ceiling, 
up to 30 ft. —One 30- or 40-W. amplifier with 
2 speakers in wall baffles. 

Size 170 ft. Wide X 180 ft. Long; Ceiling, 
MP to 50 ft. —One 60- or 75-W. amplifier 
with 4 speakers in wall baffles. 

Size 340 ft. Wide X 350 ft. Long; Ceiling, 
60 ft. and over. —One lOO-W. amplifier and 
6 speakers in trumpets. 

FIG. 13 (BALLROOMS) 

Size 100 ft. Long x 70 ft. Wide; Ceiling »<p 
to 20 ft. —One 20- to 2r)-W. amplifier with 
2 speakers in wall baffles. 

Size 150 ft. Long X 100 ft. Wide; Ceiling 
up to SO ft. —One 30- or 40-W. amplifier with 
2 speakers in trumpets. 

Size 200 ft. Long x 150 ft. Wide; Ceiling 
up to 50 ft, —One 60- or 75-W. amplifier 
with 4 speakers in trumpets. 

Size 300 ft. Long x 200 ft, U'lrfe; Ceiling 
of 60 ft. and over. —One 100-W. amplifier 
with 6 speakers in trumpets. 

FIG. 14 (BALLROOMS) 

Size 70 ft. Long x 100 ft. Wide; Ceiling 
up to 20 ft. —One 20- to 25-W. amplifier with 
2 speakers in wall baffles. 

Size loo ft. Long X 150 ft. Wide; Ceiling 
up to 30 ft, —One 30- or 40-W. amplifier with 
4 speakers in wall baffles. 

Size 150 ft. Long X 200 ft. Wide; Ceiling 
up to 50 ft, —One 60- or 75-W. amplifier 
with 4 speakers in wall baffles. 

Size 200 ft. Long x 300 ft. Wide; Ceiling, 
60 ft, or over. —One 100-W. amplifier with 
6 speakers in trumpets. 

This article has been prepared from data 
supplied by courtesy of Montgomery U’ard 
& Co, 


We regret that due to unforeseen circum¬ 
stances we shall not be able to bring to you 
Part IV, Conclusion, on ‘‘Amplifiers” in this 
series of articles. 
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VOLT-OHM-MILLIAMMETER 

Only Dealer Met Price 

6000 VOLTS SELF-CONTAINED! 
Model 666-H Volt-Ohm-Milliammeter is 
a complete pocket-size tester—with AC 
and DC Voltage Ranges to 5000 Volts 
(self-contained). AC-DC Voltage at 
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Model 666 .... Sumo Uri above but with voita^rir 
ran^Oii to 1000 volts .... Dealer Net Price $14.00 



MODEL i200-E 
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New TelerlBlon and KlloroU 
er .... to 16.000 Vulis . 

With RED ■ I>OT Ufvtlnie 
anteecl Initrunienl a,.%m 
Dealer Net Price... 1«50 


WRITE tor CATALOG-Seclion 163, Harmon Drive 


TNE TilKClT tlEtmCJIL IISTHHEII GO. 
Wulltn, Ohio 


Please Say That You Saw It in Radio-Craft 
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« mVa S. NAVY 
^4— AIRPLANE-TYPE 


Microphone and Receiver 



T his Microphone and telephone headset 
outfit was built especially for the U.S. 
Navy Aviation Corps for Plane-to-Plane and 
Plane-to-Ground communication. 

The Holtzer-Cabot Electric Company con¬ 
structed the outfit to Government specifica¬ 
tions and under rigid Navy Department su¬ 
pervision. 

The outfit consists of a low-impedance car¬ 
bon microphone (transmitter), securely 
fastened to a metal breast-plate, and a set 
of heavy-duty, low-impedance earphones. A 
specially constructed switch on the back of 
the breast-plate controls the microphone 
circuit. The earphones are U.S.N. Utah type, 
attached to adjustable headband. Twenty- 
eight feet of very heavy weather and water¬ 
proof conductor cable, terminating in a spe¬ 
cial brass plug, is furnished with this com¬ 
plete outfit. Current of not more than 10 
volts should be used. A storage battery is 
the most satisfactory current supply. Talk 
in a natural tone of voice, when using the 
outfit* with the lips close to the mouthpiece. 
Shouting and loud talking should be avoided. 

We understand that the U.S. Government 
paid more than $40.00 for each of these out¬ 
fits. We have bought the whole lot at a low 
price and are offering them, as long as the 
supply lasts, at $4.96 each, complete as 
shown in illustration. The shipping weight is 
9 lbs. 


All merchandise in original packages— 
never used. Money-back guarantee. 


All Shipment$ wUl be forwarded by Expreee 
Collect if not au^cient postage included, 

WELLVORTH TRADING CO. 

1915 So. Slate St., Dept. RC-340, Chicago, III. 


NOW 


ONLY 



300 
WAYS TO 
MAKE MONEY 


A 

MARVEL 

eooK 
'W.CIOOWOROS 
y in TEXT! 

SCHEMES / ]n -CASH IN'* 

\ou fleet ALL 
the real moner- 
makers — dozens 
of profitable tested 
mail order plans, 
confidential business 


^ secreta, dozens of prac¬ 
tical tested formulas, suc- 
ceiiful tested icheme*—ectuaJ eiperienceo of men who 
hare Started on a shoestring—with less than $10 capital. 
Money* Back Guarantee. 

"Cash 1N" contains only tested Ideas corerlns every 
tsfpe of full—or spare-tlme enterprise—Ifs a "master* 
piece" In business rentures. 

10 CENTS per eopy. Sent POSTPAID anywhere upon 
receipt of lO eente U.S. stamps or coin. 

NATIONAL PLANS INSTITUTE 

246-R FIFTH AVENUE NEW YORK. N. Y, 


MARINE RADIO TELEPHONE 

(Con fin wed from page 525) 

sel-powered boats have a 24-volt system. 

Practically all the 6- and 12-voU systems 
in use have one side grounded. Since many 
small battery-operated sets have one side 
grounded it is necessary to see that the 
proper battery lead is connected to ground. 
Then in the case of sets employing syn¬ 
chronous vibrators, the latter must be 
plugged-in in the proper polarity in order 
to avoid damage to the filter condensers 
and the vibrator itself. 

On 32- and 110-volt systems in commer¬ 
cial boats both sides are usually free of 
ground and on the main panel there will 
be found a “ground detector*^ which shows 
when there is a short-circuit to ground due 
to salt water or for other reasons. Obviously 
if the attempt is made to operate a 6- or 
12-volt set with one side grounded in some 
arrangement involving a battery charged 
by the main system, trouble may be caused, 
unless it is possible to operate the set on 
its battery free of the main system. How¬ 
ever large, boats generally take the more 
powerful sets, which can be obtained for 
the proper voltages. 

Poor voltage regulation often found on 
commercial vessels must be guarded against. 
When the voltage is too low the set will 
not operate properly but when it goes too 
high look out for the filter condensers and 
tubes! 

Wiring from the ship’s supply to the set 
or to the separate converter unit, if used, 
must be heavy enough so that there will 
not be a substantial drop in the leads when 
the heavy drain resulting from transmitting 
is applied. The minimum practicable wire 
size can be figured from the maximum allow¬ 
able drop and the total length of run by 
the use of wire tables. On 6-volt installa¬ 
tions, w^here all available voltage must be 
used, a No. 2 starter cable is recommended 
for ordinary runs on small boats with 10- to 
20-watt sets. On 12-volt installations No. 8 
and No. 10 wire are often used. Where 
separate converters are used in commercial 
jobs they may be placed near the switch¬ 
board with a 110-volt A.C. line run to the 
set, the wire size being generally not heavier 
than a No. 14 for sets up to 50 w^atts. This 
requires remote starting, either manually or 
with a relay, but keeps a piece of noisy 
machinery out of the pilot house or cabin 
where the set is installed. Alternatively the 
converter may be installed and controlled 
near the set, with heavy leads run from 
the switchboard. 

Ordinary rubber-covered cable may be 
used on low-voltage installations, but in 
boats which are eligible for inspection by 
the Department of Commerce. Bureau of 
Marine Inspection and Navigation, it is nec¬ 
essary to use lead and armored cable and 
observe a number of other rigid rules on 
the matter of through-bulkhead feeders, 
amount of free wire where set is Connected, 
junction boxes, etc. Connection for the ruflio 
installation is usually made to the switch¬ 
board through a separate line. However, 
low-power-consumption sets of the order of 
25 wratts output, or less, can often be con¬ 
nected to the ship's mains at some junction 
box if the additional load of the set does 
not overload the line in question. 

When ijistalling ai’ound gasoline motors 
avoid open commutators or relays wkick may 
spark and ignite fumes. 

(B) THE AERIAL 

Aerials used on boats are of a great 
variety. The only thing in common about 
all of them is that they are usually of the 
Marconi type, since the choice of length is 
more likely to be that which can be ob- 


FREE- 

REAL 

mcTRonmo 

OUTfiT 



Now— 

You Can ELECTROPLATE 
EASILY WITH A BRUSH 

SOMETHING new for radio men^— 
^ something which gives you the 
opportunity to make additional prof¬ 
its—or to improve your type of serv- 

ice, Here*8 an ELECTROPLATING 
KIT amazingly simple to operate— 
you just Electroplate with a Brush! 


NOT A TOY! 


El*ctroi»lat* for profit, hundredi of thlnca in the 
houMhold-^ahtrays, fixture*, water faucet*, worn 
bracket*, door knoba, mualcal Instnunenta. Jewelry 
and silverware and other articles. U’a an Indis* 
pensabla niece of equipment—plate srtlcles In hotels, 
apartment*, office bulldlnks, medical and denUI of¬ 
fices, factorle*. schools, laborstorle*. etc. Exactly 
the same outfit fbut lantert la used brofesalonslly 
by ele^rlclans, radio service men. automobile re* 
pair shop*, etc. Requires one sinkle dry cell 
volt battery to operate 

You can electroplate tamisbed receiver part*, 
escutcheon*, contact*, worn radio part* and acces* 
sorie*. and dlsPlav chasat*. Put this REAL FLEC* 
TROPLATINC KIT to use Immediately—make It the 
moat useful article In Vour ahop or labnratorv. And. 
you can iret It abaolutelv FREE texcePt for allkht 
tnalllnjf coat). 

Subscribe todav to RAnip-CRAFT for One Year 
(13 lasuett) and receive absolutely frek this ELEC¬ 
TROPLATING KIT. New auh<(rrlbcra are accented or 
extend Vour present subscription twelve months. 
Mall remitunce of S2.00 (olu* iQc for shlnplni; 
charfiTe on kit) „to the PUbllAher*. (Canada and 
forellm S2.8n). You will receive your FREE. REAL 
ELEC-TROPLaTING outfit bv return mail. Use cou¬ 
pon below to enter subscription. 


RADIO-CRAFT 


99 Hudson Street 


New York, N. Y* 


ftADIO*CftAFT RC-340 

99 Hudson Street. New York. N. Y. 

Gentlemen: Knctpscd find mV remittance of S2.UO 
for which enlvr niv BUbscrlPtioii to RAIHO-CRAFT 
for One Year il2 Issues). Send me FREE. KLFC- 
TroPLATI.NG outfit (Canada and fore Km $2.85). 
In U. S. add only 10« additional to cover Shippind 
charoes on kit. 

O New Subscriber □ Extend Present Subscription 


Name .-. 

Address ..... 

City.Sute. 

(Send remittance by check, money order or UA* 
us^ U. s. PostaKe stampa. Rerlater letter if you 
send cash or stamps.) 


Please Eay That Voh Sam Jt iV RADio-rnAFT 
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taincd than that which niij^ht be desired. 
Also, there is the matter of multi-frequency 
operation. 

In the private yacht field the aerial is 
the most ticklish subject to be taken up 
between the radio man and his prospective 
customer. In most cases the yachtsman 
would willingly prefer to forego all the bene¬ 
fits of the radio telephone which you have 
just spent the past week telling him about 
rather than to mar the appearance of his 
beautiful boat one little bit. It requires the 
utmost of diplomacy on the part of the 
installation man even to suggest such a 
thing as any aerial at all, and the goal of 
the longest ai.d highest possible aerial, 
which is the radio man's desire, is in the 
end often only poorly approximated. How¬ 
ever, and fortunately, the choice of types 
of aerials with which to tempt the owner 
is very large. 

On large yachts or commercial vessels a 
single-wire L or T between masts is the 
logical aerial. 

On middle-size boats with a high military 
mast, an L running forward or aft or a 
T running a large portion of the length of 
the boat, are often used (Fig. 1). If a wire 
running forward obstructs men at the 
anchor, a snap hook is sometimes used in 
order to cast the wire aside. Also remember 
that an aerial doubled back on itself in 
order to increase length will not function 
properly. 

A sport fishing boat with outrigger poles 
is the radio man's heaven since there is 
available a 30- to 45-foot vertical support 
to wliich his wire can be strapped. In this 
ease automotive ignition wire held to the 
poles by tape is often used. Where the out¬ 
riggers are very long and braced by cross- 
trees and piano wire struts (Fig. 2), it is 
preferable to bring the wire down through 
porcelain eyelets fastened to the cross-trees, 
in order to minimize short-circuits to the 
piano wires in vret weather. A disadvantage 
of using the regular outriggers as an aerial 
is that these poles often break in service. 
Some boats therefore use a third, centrally- 
located outrigger as an aerial alone. 

Sectional metal masts with ceramic bases 
have been used successfully. An 18-ft., 3- 
section, duralumin mast has been used with 
some degree of success and represents about 
the limit in shortness. Better results are 
had with a 25-ft.. 3-section, monel metal 
mast. However, when this mast is mounted 
in the clear the lo\ver section must be guyed 
to avoid the terrific **\vhip" which develops 
in any kind of wind since although the mast 
will take it the decking will not. The guys 
must be broken with strain insulators. Fig¬ 
ure 3 shows a typical installation of this 
type. 

Another variation of the monel metal 
mast is one in which the lower section sets 
on an insulator, inside the boat, on the keel. 
The first section i)rojects through the deck 
through a special ceramic insulator and the 
top 2 sections telescope into the first section 
for going under bridges and for storage 
purposes. Steel masts are not recommended 
around salt water because of corrosion. 

On sailboats the great height of the masts 
is an advantage but the presence of the 
stays as an absorbing medium is often a 
detriment. Aerials must clear the sails and 
be as far from stays as iiossible. Breaking 
the stays with strain insulators helps a 
great deal, and in ma7ij/ cases the stays 
tkemselveSf properly iusiilatedf will make 
the best aeriaL 

Insulators on L and T antennas where 
fairly high power is used ought to be at 
least 7 inches long and through-insulators 
should have at least a 4-inch path to ground. 
This is to minimize the effect of the deposit 


left by the salt spray and by soot from the 
smokestack or exhaust. 

Aerial wire on small yacht horizontal 
aerials can be No. 12 enameled copper but 
on large vessels a standard 8 strands of 
No. 19 silicon-bronze is recommended in 
order to resist corrosion by exhaust gases 
and to take the strain imposed by wind and 
ice. Aerials and lead-ins should not be run 
parallel to broadcast antennas or close to 
steel masts or closely parallel to wires in 
the lighting system. Otherwise a great deal 
of antenna current will be fed right back 
to ground instead of being radiated. 

(C) PLACEMENT OF THE SET 

Placement of the set merits careful con¬ 
sideration. Firstly the owner's convenience 
must he considered. Secondly the set must 
be put in a dry place. For one thing it must 
be remembered that pilot house windows 
are often left open in rough w’eather, ex¬ 
posing the equipment to rain and salt spray. 
Thirdly, the set must be located where the 
aerial may be connected to it by means of 
a short lead-in or at any rate, one which 
does not double back over the length of the 
aerial. 

Lastly, the run from the set to the switch- 
hoard or batteries must not be too long. 

(D) THE GROUND 

The set must have Sk good ground for 
efficient traii^nssion and for efficient noise 
suppression. 

In steel boats any bolt into the hull makes 
a good ground. Bonding conveniently located 
pipes into the system sometimes improves 
transmission. 

In wooden boats the motor base often 
makes a satisfactory ground hut sometimes 
is inadequate. In this case improvement can 
be had by tying water and gas lines into 
the system. A poor ground may always be 
detected by ike fact that the transmitter 
tU7ies broadly; and oftetif by the tkermo- 
couple meter acting intsteady, 

A good ground may be had by means of 
a copper plate at least 10 square feet in 
area fastened to the outside of the hull 
near where the set is going to be installed. 
Connection is made to the plate by means 
of a brass holt usually */4-inch in diameter, 
soldered to the plate and going through the 
hull. The plate must be fastened by means 
of copper screws. We know of more than 
one case w’here the plate was ripped off 
when the oak planking softened up from 
the water, permitting the copper nails with 
which the plate was fastened to loosen up 
in short order. 

Connection from the set to the brass bolt 
is usually by means of copper braitl although 
copper strip is said to be slightly better and 
w'ill not corrode like the braid if it is neces¬ 
sary to run a section through the bilge. 
There should be no direct connection be¬ 
tween the copper plate and the battery sys¬ 
tem. We know of one company which con¬ 
nected one of their sets in a yacht in such 
a manner that the ungrounded side of the 
32-volt system went to chassis which was 
then connected to the copper-plate ground. 
The result was a perfect electroplating bath 
with the copper plate and propellers as elec¬ 
trodes, and the ocean as an electrolyte. To 
the owner's chagrin it was not the copper 
plate which was eaten away! 

The chassis of most large sets today are 
not electrically connected to the ship's sup¬ 
ply, so that the copper-plate ground lead 
can be connected directly to chassis. In the 
case of some of the smaller sets, connections 
must be made through a condenser. 

(E) NOISE SUPPRESSION 

Noise elimination is a subject upon which 
volumes could be written. 

(Co7ttinu€d on following page) 

Please Say That Yoii Saw It in Radio-Craft 



The Most Modern Signal Generator 
Range 120 KC to 120 MC 



New service instrument is important companion 
to the Rider Chanalyst and Rider VottOhmyst 

• Dollar for dollar, feature for feature, 
the new RCA Signalyst is the best buy in 
Signal Generators. Its amazing range is 
greater than any test oscillator...Its accu¬ 
racy and stability are the tops...Stray sig¬ 
nal leakage is kept at a minimum .., AC 
operated with regulated power supply... 
It is beautiful to look at and simple to 
operate — truly a magnificent instrument 
you will be proud to own. 


Only RCA Offers You 
All These Features! 

All frequencies in fundamentals to 120 Me 
. . . Magnetite core coils and air trimmer 
capacitors ... ^dder-type attenuator with 
direct reading in Microvolts with meter... 
Large dial (approx. 90 inches scale length >. 
Bands in three colors • • • Internal 400 cycle 
modulation and 400 cycle output available 
... D'C connection for standard as well as 
television crystal calibrator, gives direct 
calibration of instrument . . . Suitable for 
broad band modulation up to 5 MC such 
as required for television signal modula¬ 
tion ... Regulated plate and screen voltage 
supply... Frequency range 100 KC—120 
MC(10 bands), accuracy +1%. Maximum 
Output Voltage: Low Range .03V. High 
Range .3V. Minimum Output Voltage: 
100 KC to 15 MC. 1 microvolt; 15 MCto 
30 MC, 5 microvolt; 50 MC to 60 MC 2 5 
microvolt; 60 MC to 120 MC 50 nticrovolt, 

SIO/SO NET 

Over 350 million RCA radio tubes have 
been purchased by radio users... In tubes, 
as in parts and test equipment, it pays to 
go RCA All the Way. 

More than 3,000 Rider Chanalysts are 
making money for service men. 
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PRICED FOR CLEARANCE/ 

Rockbottom Prices on Overstocked New and Rebuilt Merchandise 

When prices are low we buyl They’re low now—LOWER THAN THEY EVER WILL BE>— 
hence this sale. Most o£ the merchandise Is new—never used; some of it reconditioned. 
1009^ satisfaction on each transaction or your money refunded. 

ORDER FROM THIS PAGE. Use the convenient coupon below. Be sure to include sufficient 
extra remittance for parcel post chargres, else the order will be shipped express* charges 
collect. Any excess will be refunded. C.O.D. shipments require a 20% deposit. If full 
remittance accompanies order deduct 2rV discount. Send money order—certified check— 
new U. S. stamps. No C.O.D. to foreif^n countries. 

ORDER TODAY QUANTITIES LIMITED PROMPT SHIPMENTS ASSURED 

^MPLETE ELECTRIC SPRAYER OUTFIT ’ 



roniiits of a sturdy 
iipresser 110 V. V* 
HP, 1T50 RPM Motor. 
10 ft. ho«e. emcleni 
aprayine gun and ail 
necessarjr mounting ac¬ 
cessories. Costs only 2 
rents per hour to oper¬ 
ate. Delirers considera¬ 
ble air Pressure. Posi- 
tirely will nut pump oil. 
Few working parls to 
wear. Sprays pr.ictlralty 
anything, ship. \Vt. 4o 
lbs 


$6.36 


ITEM NO. 46 

Kit less motor, but with gun 

Your Pries . 

ITEM NO. 47 

The complete kit including ^ HP motur Cl A C3 
Your Pries .^ I 


WESTINGHOUSE WATTHDUR METER 


Completely overhauled and 
ready for immetliate service. 
Designed for regular 11 
volt. 60 cycle 3-wire A.C. 
circuit. Servicemen use It 
In tlieir shops to check 
current consumption of sets, 
soldering irons, etc. Keeps 
costs down. If dismantled, 
the parts alone would 
bring the price. The elsh* 
orate gear train could bo 
uaed as a counter on ma¬ 
chines of various kinds. 
Simple to inatsil: 3 wires 
from the line and 2 wirea 
to the load. Sturdily con- 
atructed in heavy metal 
rase. Slse: high. ei'A" 

wide. 5" deep. overall, 
shp. wt. 14 lbs. 

ITEM NO. 33 

Your Price . 



$4.50 



PORTABLE TELEGRAPH AND BUZZER 
I FIELD SETS 

Usde for military uas by 
Western Electric. A won. 
derfui buy If only for the 
parts it contains. Nsw_ 
never been used. Good for 
code practising, signal, 
tng. coRimuntcattona. etc. 
Contains 3-tone, high-fre¬ 
quency busxcr with plati¬ 
num contacts, telegraph 
key. telephone switches, 
earphone, condensers, 
transformers, chokes, etc. 
A $30 value easily. Com¬ 
plete In wooden case wltn 
diagrams and instruc¬ 
tions. ShP. Wt. 12 lbs. 

ITEM NO. 16 ec 4 c 
Your Price 


SPERRY GYROSCOPE LIQUID COMPASS 

Atede for u.S. Signal 
Corps: sensitive and sr- 
rursu. Quirk readings 
easily made from top: 
accurate readings of 
graduations through 
focusing magnifying 
Ians on aids of instru¬ 
ment. Complete with 
level sights and russet 
leather carrying case. 

Excellent for boata. bov 
arouts, campers, hikers, 
etc. A few turns of wire 
around ita esae mske^ 
it uasble sa a gsivsnometor 

ITEM NO. 12 
Your Price 


WELDING! BRAZING! SOLDERING! 
MN-1 PORTABLE ELECTRIC TORCH 

WORKS FROM 110 VOLTS A.C. OR D.C. LINE 

This electric torch 
is nut a gadget or a 
toy but a sturdily 
built outfit using the 
finest materials. With 
it you are able to du 
professional type of 
welding, brazing and 
soldering work, re¬ 
gardless of whether 
Of not you’ve had 
Previous experience. 

It will do a thousanii,^ « 
and one Jobs; fcndei*^ 
welding, auto bodvw.^ 
repairs, bumpers, cyi. 
iiiders. tanks and in¬ 
dustrial repairs—Ideal 
for steel fitters, 
plumbers, sheet mei- 
al Jobs, engineers, 
nMintenance men. radio and bicycle repair men. etc. 
Works on aluminum, brass, coppsr. Iron, steel and 
other metals. 

The 3-ln-l electric torch Is so slmPly constructed 
that even a boy can operate It after reading the simple 
and concise Instructions furnished with Uie unit. Not 
necessary to know hOw to strike an arc! All you do 
is Plug the torch into the light socket, adjust the 
carbons per instructions, and presto!—you have an 
intenM. blazing flame, ready for work. The outfit comes 
complete with power unit, electric cord, electrode hold¬ 
er. carbons, welding rods, blazing rods, solder flux, 
goggles, and instructions. 

Save money! Do your owm repairing. Sam monsy 
by doing repairing for others. Simpis. practical, dure* 
bl# and safe to handle—that's why the price is amazingly 
low. Don't delay—order one today. Shi*. Wt., 8 lbs. 
ITEM NO. 50 QC 

Your Prieo . 



U. S. NAVY BAUSGH & LOMB TELESCOPE 



rrccislun-built for V. S. Navy use as finders on large 
cMlttirv guns. CAMERA FANS!-Use IT FOR CLOSE- 
UPS OF DISTANT PICTL'RES. Optical system Com- 
prlnes 7 lenses and erector and eyepiece draw- tut>es. 
Object lens 2* variable: eye lens 15/10^; exit pupil 
0.2- to 0.09": Angular field 3*30': power 3 tn JO: 
erect image: cross halra used. Net w't. 0 lbs. Original 
cost said to be over $130. Shp. wt. 10 lbs. 

ITEM NO. 25 eij. QC 

Your Price . I 

TELEGRAPHIC TAPE RECORDER 




- - DAOco TAPE ^ wonderful buyl 

Apparatus makes a 
I J.V'-. V'. WTltten record of 

eT. --li.■ -tjf code and similar mes- 

-tr. 7 4 b.. // sages on paper tape. 

An ideal machine for 
learning code or 
teaching code to 
groups. Radio men 
can easily adapt it to 
short-wave receivers 
for taking permanent 
records of code mes¬ 
sages. Double pen 
permits simultaneous 
recording of two mes¬ 
sages, Pens are oper¬ 
ated by battery and 
key while tape feeder 
is spring driven (hand wound). Case made of solid 
brass on heavy Iron base. Completely reconditioned. 
(Less tape: easily obtained anywhere.) Orioiosl cost 
SSS.OO. ShP. Wt. 20 Iba. 

ITEM NO. 20 ei O 

Your Price . 

VARIABLE SPEED UNIVERSAL MOTOR 

rOR 110 VOLTS. A.C. OR D.C. 

Blade for DicuphonO machines by American Oram. 

oPhoiie Co. Used, but in 
excellent condition. Special 
lever control permits vari¬ 
able speeds up to 3000 
r.p.m.. V 4 " shaft extends 

from both sides of motor. 
Measures 7V^ x 3 V 4 " 
dism. overall. Shp. Wt. 64-4 
lbs. 


$2.55 


we HAVE NO CATALOG. ORDER FROM THIS PAGE. 


HUDSON SPECIALTIES CO. 


40-R West Broadway 


N. Y. C. 


irs EASY TO ORDER CLIP COUPON MAIL NOW 


HUDSON SPECIALTIES CO.. 40.R West Broadway, New York, N. Y. 


RC-340 


I hare circled belmv the nninbcrs of the Itrins I'ni ordcrint!. My full remittance of $. ilnclude shipping 

charges) it cnelosed. 

OR my depiisit of $.is -iiidii'.ed (2'U/- regulreiP, .ship order t'.O.P. for hsisnee. (New l!.S. starapi. 

check or nmney order aecehte V 


Ulrclo Item No. wante<l 


II 


12 


16 


20 


2S 


33 


46 


47 


50 


Nariir 

City . 


State 


.^cnd rrmlttince hy check, stamps or money order: register letter if you send cash or stamps. 


(CoTtthiHcd from preceding page) 

In the case of jcasoline motors, noise sup¬ 
pression is more difficult on boats than in 
automobiles since there is no metal body 
to shield the motor and because wires and 
controls extend over a jrroat area. Remedies 
are found chielly by experimentation and 
every job is difterenl. 

In battery ijrnitioii jobs the carbon-type 
suppressors are generally forbidden by the 
ow'ners because of increased jrasoline con¬ 
sumption. Even a motor usintr 1 coil sup¬ 
pressor on the distributor and 1 on each 
cylinder was found to have an increase of 
l2^/c in jrasoline consumption. One distribu¬ 
tor coil suppressor alone however, helps a 
great deal and iloes not inerease fuel con¬ 
sumption much. 

Other things which usually work are. to 
separate high-tension from low-tension 
wires, install a condenser to ground where 
the primary wire enters the ignition coil, 
shield the ignition coil, shield high-tension 
wires going to distributor or magneto. A 
condenser from generator to ground is al¬ 
ways necessary. 

Much noise can be removed by bonding 
objects which are not grounded or poorly 
so. Tiller ropes, oil lines, control rods, tach¬ 
ometer lead casings, tanks, exhaust pipes, 
ail may assist in re-radiating ignition noise. 
Heavy bonding braid run to the motor and 
soldered to any of these sources of trouble 
may help minimi'ze noise. Screening the 
motor sometimes works, often produces no 
results. 

The best job can be done by replacing 
all the high-tension wires w’ith shielded 
high-tension ignition w'ire, and then ground¬ 
ing the shielding, but this is a rather costly 
procedure. 

As a general rule with gasoline boats 
enough noise can be readily eliminated to 
permit satisfactory operation over fair dis¬ 
tances with the motor running. Silent oper¬ 
ation can be had without too much effort 
in reducing motor noises if the set has a 
squelch control and said control is set to 
open on a carrier strength 01 about 25 
microvolts. 

In Diesel boats the generator is the chief 
source of noise. In the case of certain 
foreign-built Diesel engines, noise suppres¬ 
sion is difficult and must sometimes be ac¬ 
complished by opening the generator field 
during transmission. 

On large yachts and commercial boats 
noise from auxiliaries—pump blowers, an¬ 
chor hoists, refrigerators, electric toilets, 
and separate generators must be sup¬ 
pressed. Condensers from the brushes to 
the frame, close to the brushes, usually do 
the work. On main generators it is advisable 
to put fuses in series with condenser leads 
in order to play safe. 

Other odd sources of noise which are 
noticed when a good job has been done on 
the preceding sources of ti’ouble are as 
follows: 

Static generated by the propeller shaft, 
which can be minimized by placing a copper 
or phosphor-broir/.e wiper against the shaft 
and bonding it to the motor. 

In Diesel engines the friction of the 
pistons against the lubricating oil is said 
to generate static electricity; as does the 
exhaust gas going through the exhaust 
funnel. 

(F) TUNING THE SET 

Tuning of the transmitter will not be 
taken up here in any detail since the cir¬ 
cuits used vary and since the manufacturer 
issues his own instruction book with the 
set. Briefly, however, tuning consists of 
resonating the equipment on the various 
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bands and matching the plate impedance to 
the antenna impedance for highest power 
output* 

(G) PLANNING THE JOB 

Prior to making an installation it is al¬ 
ways advisable to inspect the boat thorough¬ 
ly in the presence of the owner or of per¬ 
sons acting for the owner. The nature of 
the voltage supply must be learned, the 
exact position of the aerial must be agreed 
upon and the exact placement of the set 
must be decided, in view of all factors which 
must be considered. Also some idea of what 
may have to be done to suppress noise must 
be decided upon. Previous decisions and full 
agreement between the installation man and 
owner on all these important matters will 
save much lost motion. Lengthy discussion 
at the time of the actual installation, while 
a crew of men who have been hired to do 
the work stand idle waiting for definite 
or<lcrs, can thus be avoided. 

The initial installation of the equipment 


does not end the Serviceman's possible 
source of income from the job. When the 
yachtsman lays his boat up at the end of 
the seastm it is a good idea to remove the 
radio telephone and store the same for the 
winter. This also applies to any broadcast 
receiver installed aboanl a yacht. In the 
spring when the boat “goes over’' there is 
work to be done in putting the equipment 
back on again. Minor adjustments to the 
transmitter are frequently necessary at this 
time because of possible changes in the 
wire length and accidental shift in settings. 

Of course there is the regular service, 
but this does not differ materially from 
service on any other type of equipment 
except for the requirements of the P’ederal 
Communications Commission that adjust¬ 
ments of the transmitter on the air be made 
by a man with a 1st or 2ntl Class Radio- 
ttdephone license. 

Thin article has been prepared from data 
supplied by courtesy of Marinephotief Inc* 


RECENT ADVANCES IN OSCILLATOR CIRCUITS 

f Conti ttued from page 535) 


resistance and is so designed that the por¬ 
tion of the ami>lifier output which reaches 
it in the bridge circuit is great enough to 
raise its temperature and increase its re¬ 
sistance materially. A small tungsten 
filament lamp (pilot lamp) of low watts 
rating has been found suitable. 

When battery current is first applied to 
the amplifier the lamp Rl is cold and its 
resistance is considerably smaller than the 
balance value. Thus the attenuation of the 
bridge is small and oscillation builds up 
rapidly. As the lamp filament warms its 
resistance approaches the value for which 
the loss through the bridge equals the gain 
of the amplifier. If for some reason Rl 
acquires too large a resistance, the unbal¬ 
ance potential becomes too small or possibly 
even inverted in phase, so that the ampli¬ 
tude decreases until equilibrium is reached. 

No overload occurs in the amplifier which 
operates on a .strictly class A basis, nor is 
any nonlinearity necessary in the system 
other than the thermal effect of Rl. As the 
lamp resistance tloes not vary appreciably 
during a high-frequency cycle it is not a 
source of harmonics. 

The circuit diagram of an experimental 
bridge-stabilized oscillator i,s shown in Fig. 
6. The amplifier unit consists of a single 
high-mu tube Vl with tuned input and out¬ 
put circuits Tl and T2 (tuned to the fre¬ 
quency of operation) and the usual power 
supply and biasing arrangements. The 
crystal is one having a very low tempera¬ 
ture coefficient at ordinary room tempera¬ 
tures. A high Q is obtained by clamping the 
crystal firmly at the center of its aluminum- 
coated major faces between small metal 
electrodes ground to fit, and by evacuating 
the crystal clement container. (Suitable 
high-(i crystals are obtainable commer¬ 
cially,) 

Figure 7 shows the resistance of the lamp 
Rl plotted against the power dissipateii in 
its filament. The large rise in resistance for 
small amounts of power is due to the ef¬ 
fective thermal insulation provided by the 
vacuum surrounding the filament and to 
low heat loss by radiation. The lamp 
operates at temperatures below its glow 
point, assuring an extremely long life for 
the filament. 

The 3 circuits ilescribed above each have 
individual advantages in certain respects 
and each has its applications in radio com¬ 
munication. For example, the first circuit 
is particularly well fitted for stabilizing the 
frequency of existing oscillators to im¬ 


prove ft-eciuency stability. The transitron 
has many possibilities in both transmission 
and reception as it is well suited to oscil¬ 
lator circuits for superhet, receivers, for 
the crystal-oscillator circuits of ham trans¬ 
mitters and for test equipment. The bridge- 
stabilized oscillator was designed especially 
for use in testing equipment—for frequency 
standards and for certain physical and as¬ 
tronomical measurements; but it lends itself 
well to any requirement for an extremely 
stable source of R,F. or A.F. power. One 
existing application of the bridge-stabilized 
oscillator is in a “crystal chronometer”—a 
clock of unusually high precision. Many 
other applications will undoubtedly be made 
as time passes. 

SOUND ENGINEERING 

(Coutiitued from page 531) 

objectionable. The gain is not quite enough 
for any reserve. In other words, 1 think the 
amplifier is working normally, but did not 
have sufficient gain engineerecl into it. The 
audio circuit consists of two 57’s as pre¬ 
amplifiers, which are capacity-resistance 
coupled into 2 grids of a 53 the 2 plates of 
which are tied together. The resulting sin¬ 
gle lead feeds through a primary of an 
audio transformer, the secontlary of which 
is connected to 2 potentiometers, each of 
which feeds a separate 56. which is in turn, 
transformer-coupled to a pair of push- 
pull 45's. In other words the 56's start to 
separate the audio channels each to a pair 
of 45’s. The amplifier uses a total of 11 
tubes. Two 67’s, one 53, two 6G’s, four 45’s, 
one 80, and one 83. The physical dimen¬ 
sions of the job are such that it would be 
difficult to add more tubes. 1 realize that 
the 2 Mi-volt filament limits the selection 
of tubes, but I thought it might be possible 
to add a small 6-volt filament transformer, 
if, by so doing, greater gain can be obtained. 

I have no way of calculating the present 
gain, but guess it to be around 100 db. I 
would like to have the circuit revised so 
that maximum output can be obtained 
without the necessity of advancing the gain 
control on full. Perhaps, instead of putting 
on an additional 6-volt filament transformer, 
it might be possible to remove the present 
pow'cr transformer and wind on a G.3-V. 
winding. 

Geo. Olson, 

Olson Radio Service^ 

Carringtonf Xo, Carolina. 

(Continued on page 571) 
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SOUND ENGINEERING 

(Continued from page 569) 

The Answer . . . 

While we onlinarily do not furnish any 
information on the revision of amplifiers 
unless a circuit diagram accompanies a 
question, an exception is being made in your 
case, because the original manufacturers 
are out of business. 

Your approximation of the overall gain 
of the amplifier is fairly correct. The prac¬ 
tical gain which it is possible to obtain with 
the tubes you have mentioned, is approxi¬ 
mately 98 db. 

Before making an attempt to increase the 
gain of the amplifier, it will be necessary 
for you to isolate and eliminate the source 
of hum within the amplifier at the present 
time. Otherwise, any increase in gain will 
only tend to increase the hum level. This 
is particularly true if most of your hum 
is in the preamplifier stages. I would there¬ 
fore recommend that the preamplifier cir¬ 
cuits be carefully checked for hum sources. 
See the August, 1939. issue of Radio-Craft, 
pg. 78. “Obscure Sources of Hum in High- 
gain Amplifiers.*' 

The simplest w'ay of increasing the gain 
of the amplifier without the use of more 
tubes is to change the 53 to a 57. and 
eliminate the transformer which couples the 
53 to both 56's (this transformer is un¬ 
doubtedly introducing some hum). By fol¬ 
lowing this procedure it is possible to in¬ 
crease the overall gain of the amplifier by 
approximately 14 db.. which should be more 
than enough to fulfill your needs. In sub¬ 
stituting the 57 for the 53, you will lose 
the advantage of electronic mixing, but the 
circuit shown in Fig. 2, will, however, pro¬ 
vide for individual control of both micro¬ 
phone inputs with minimum interaction. 

It is of course, absolutely essential that 
the preamplifier 57's, as well as the voltage 
amplifier 57 be completely shielded. Other¬ 
wise, the increased gain will tend to in¬ 
crease any hum picked up within the tube, 
particularly if they are situated close to a 
power transformer or filter choke. 

The usual precautions should be taken in 
wiring in the 2nd-stage 57. and it may be 
necessary to rewire the first-stage 57 in ac¬ 
cordance with the circuit constants given 
in Fig. 2, in order to attain the maximum 
gain from this stage. 


SERVICING "ORPHANS” AND 
PRIVATE-BRAND SETS 

(Continued from page 537) 

choke resistance and voltage drop across 
same, the total D.C. flowing can be calculat¬ 
ed from Ohm's law. 

Tests on the above circuit will not indi¬ 
cate an open filter condenser and these 
condensers should be tested separately for 
capacity if possible. Abnormally high A.C. 
voltages to the rectifier plates and also to 
the tube and rectifier filaments indicates 
shorted turns in the primary of the trans¬ 
former. Lack of A.C. at any secondary 
point of the transformer of course indicates 
an open transformer winding. The voltage 
drop across the filter chokes having been 
checked, the proper D.C. voltages can be 
expected between X2 and X3 to ground. 
Shorted filter condensers are invariably in¬ 
stantly detected by the smoke emitted from 
the unit! A worn out tube will prevent ob¬ 
taining proper D.C. voltage at XI, however 
it was previously stated that all tubes 
should first be tested. 

The simpler rectifier circuits, for exam¬ 
ple the 25Z6 (Fig. 2B) commonly used in 
A.C.-D.C. sets with series filaments and 
(Continued on page 573) 
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over 170 illustrations. The contents of this book has never appeared before In handy book form- Its pages 
cover practically every branch of radio sound, public address, servicing, television, construction aiiieles 
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of this valuable book, lust as this book will be of unquestionable value to you. so, too. will every 
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in this FREE BOOK! 


THE 1940 itAOIO-TELEVISION REFERENCE 
ANNUAL Contains a collection of the best and 
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reference works. En additioji. many time and labor- 
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by practicing Servicemen, experimenters and radio 
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SERVICING ORPHANS AND 
PRIVATE BRAND SETS 

(Continued from page 571) 

half-wave rectification, or the 25Z6 used as 
a voltage doubter (Fig. 2C), are treated in 
the same manner. The D.C. voltages avail¬ 
able from the doubler circuit are approxi. 
mately twice that obtained from the same 
tube in the half-wave circuit. In the doubler 
circuit, the maximum voltage obtainable 
and the degree of regulation can usually be 
improved substantially by increasing the 
values of C and Cl, up to about 32 mf., 
each. 

OTHER POWER SUPPLIES 

Secondary circuits of Vibrator Power Sup- 
plies are also treated in the same manner, 
an examination of Fig. 2D indicating that 
the circuit from the secondary of the trans- 
former is practically the same as that of a 
transformer-rectifier circuit. 

Battery Power Supplies need little men¬ 
tion other than caution that all voltage 
tests, to be of any value, must be made 
under full load conditions. 

In checking output voltages available 
from Motor-Generators, Dynamotors or Ro- 
tary Converters, here again the tests must 
be made under full load operating condi¬ 
tions and while making these measurements, 
an examination of the commutators and col¬ 
lector rings should be made to see that they 
are free from any abnormal sparking. A 
check should be made to see that the ma¬ 
chine frames are well grounded. Repairs to 
motor-generators, dynamotors and rotary 
converters should be carried out by repair 
shops specially equipped for this kind of 
work. 

Knowing that the receiver tubes arc in 
perfect condition, that the power pack is 
functioning properly and that the loud¬ 
speaker circuit is in order, the technician 
is now in a position to proceed, confident 
that existing defects in remaining sections 
of the circuit can be located quickly and ef¬ 
ficiently. 

The next section of the receiver which 
can be tested and adjusted independently is 
the audio amplifier, and this article will 
continue from that point in a subsequent 
issue. 


BUILDING AN AMPLIFIER 
TO TEST AMPLIFIERS 

(Continued from page 521) 

reasons for this. No doubt the most impor¬ 
tant reason is its high plate efficiency. In the 
amplifier described this was not a prime 
factor. It seemed much more important to 
have as low a plate resistance as possible 
in the output stage. The 6A5G output tubes 
used in this amplifier have a plate resist- 
ance of 700 ohms. This is about ten times 
lower than the 6L6 tube even with 10% 
feedback. It is a known fact and can easily 
be shown that the lower the plate resist¬ 
ance of the output stage the better the fre¬ 
quency response. Especially when the load 
impedance is a speaker or anything besides 
a pure resistance load. 

An 80 tube is connected to a tap on the 
plate winding of the power transformer to 
supply fixed bias to the output stage. Each 
tube is connected to a separate control so 
that the current in the output stage can be 
balanced. A switch is provided in the plate 
circuit to read the currents of either tube 
or of both tubes at once. This switch is lo¬ 
cated on the lower left hand corner of the 
front panel. 

The various output taps are wired to a 
selector switch normally set at the position 
connecting the panel speaker to the ampli¬ 


fier. On all other positions the panel speaker 
is disconnected and the output of the am¬ 
plifier is connected to the output jack 
located on the lower left hand of the panel. 

The output of the amplifier is well over 
15 watts at the usually 5% distortion rating. 
At 10 watts output the total distortion of 
the amplifier is about 3%. The output stage 
with the 6A5G is designed so that even with 
considerable mismatch the output and fre¬ 
quency characteristics change only slightly. 

The amplifier was designed and built to 
mount into a rack. The front panel is a 
standard amateur panel 14" x 19" and is 
finished in gray crackle. The chassis pan is 
17" X 10" x 3". This type of amplifier requires 
considerable care in the placement of parts. 
For example, the tone choke ch.6 has to be 
located well out of the field of the power 
transformer or the hum level will be high. 
The input circuits especially have to be well 
shielded. 

An amplifier is just like anything else you 
build. The more care you put into it the 
better the results. 

LIST OF PARTS 

Resistors 

Three volume controls, 1 meg., Rl, R2, RlO; 
Four 1,000 ohms, %-W., R3, R8, R24, R30; 
Three 50.000 ohms, 1 W., R4, R6, R31; 

Three, 15,000 ohms, 1 W., R5, R7, R26; 

One 0.1-meg., 1 W., R9; 

One 10,000 ohms, H-W.; 

One 0.1-meg., %-W., R12; 

One 2,000 ohms, H-W., R13; 

Three 0.25-meg., %-W., R14, R25, R42; 

One 0.8-meg., 10 W., R15; 

Two 0.5-meg., %-W., R16, R17; 

One 0.2-meg., 1 W.; 

Two 10,000 ohms, 10 W., Rl9, R20; 

One 10,000 ohms, H-W., R21; 

One 25,000 ohms, Vi-W., R22; 

Two 20,000 ohms, 1 W., R23, R27; 

Two Thordarson special controls, 0.5-meg., 
R28, R29; 

One tone control, 50,000 ohms, R32; 

Two 1 meg., H-W., R33, R34; 

One 4 megs., H-W., R35; 

One 0.5-meg., H-W., R36; 

Two 0.2-meg., %-W., R37, R38; 

One 4,000 ohms, 10 W., R39; 

Two special wire-wound 3,000 ohms, R40, 
R41. 

Eijfht O.l-mf., 400 V. Cl. C4, C7, C8, C16, 
CIS. C21. C25: 

Three 10 mf.. 26 V.. C2. C6. Cl9; 

Ten 8 mf.. 450 V., 03, C6, Cl3, CIO. C17. 

C26, C27, C28. C29. C31: 

Three 0.5-mf.. 400 V., C9. Cll. C12; 

One 0.06-mf., 400 V.; 

One 16 mf., 460 V., Cl4; 

One 0.04-mf., 200 V.. C20; 

One 0.26-mf., 400 V., C22; 

One 0.006*mf., 400 V., C23; 

One 8 mf., 400 V., C24; 

One 0.01.mf., 400 V., C30. 

Thordarson Components 
One T-15R06, P.T.l; 

One T-15054, Ch.l; 

One T-1607, Ch.2; 

One T.1892, Ch.3; 

One T.6749, Ch.4; 

One T-14C70, Ch.6; 

One T-8115, Ch.6; 

One T90A04, Tl; 

One T8458 or 90S13, T2; 

Miscellaneous (tubes, sockets, chassis, hard* 
ware, etc.). 
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A NEW PIPE THAT SEEMS 
TOO GOOD TO BE TRUE! 


Read What Smokers Say 

A few of the hundreds of volun¬ 
tary expressions received from 
Sanaton Pipe smokers. Names 
furnished on request. 

'*Thli pipe should Prove s revelation to 
any pipe smoker Inasmuch as the pro¬ 
verbial *Koo’ that seems to l>e a part 
of the smoke la eliminated. It’s a real 
troat to lovers of good smokes.’' J.F.S., 
Euclid. Ohio. 


'•You don't give the pipe half credit 
enough. It Is far more than you claim 
It Is. I have smoked all kinds of pipes 
but this one lakes the lead.*' 

Bevans. N. J. 


"Dry as the desert—-and good too." 
O.LlB., Northflehl. Minn. 


*'It is by far the best-smoking pipe 
I ever owned, and I have been smoking 
pipes for 30 years." \V..V.<.j.. Clarlnda. 
la. 


"It is the driest smoking pipe I ever 
had. Y’ou have smnething tliere.*’ 
C.R.B.. San Bernardino. Calif. 


(First letter) "Frankly. 1 don't believe 
It. Anyone who says that a Pipe pan l>p 
produced tiiat won't collect goo. that 
won't gurgle and that will give you a 
full, free open draft Is. In my opinion, 
a Baron Munchausen. However. 1 am 
curious to try the Sanaton. 1 have been 
disappointed so often I haven't mtteli 
Iwwe." (Later letter, after trial) "Tlie 
pipe Is really a cracker Jack and I atn 
very much pleased with it. I never 
would have believed any pipe could he 
so dry. Your sales literature doesn't 
over-do Us merits." E.G.F.. Detroit. 
Mich. 


"The Saruton Pipe arrived In Perfect 
condition and I am pleased to enclose 
remittance In payment." 


"As I wrote you at the time of order¬ 
ing the pipe. 1 was rather skeptical of 
the advantages claimed for It. Princi¬ 
pally because. In the twenty-four years 
1 have been sm<4clng. I have tried man}* 
pipes with all sorts of gadgets, and in 
most cases, although they may have 
been worth Something in promoting 
sales, they have been worthless to the 
pipe smt^cer. tMxisequently. I am accus¬ 
tomed to being disillusioned, and It Is 
not only a surprise, but a real Pleasure, 
when 1 And that, as in tlie case of the 
Banaton Pipe, the claims are. If any¬ 
thing, not strong enough." 


"I believe that the princiiile involved 
represents one of tiie few real ativances 
In pipe manufacture In my experience, 
and It Is certainly a pleasure to adtl 
your pipe to the favorites in my col 
lection." W.C.G., Utixton, Md. 


"Thanks for the Perfect pipe. Con- 

5 rati)lationB." .\.J.1{.. New Harm, 
onn. 


"Am rnjojing the .Sanaton to the ex¬ 
clusion of a rather varlcil assortment 
of Pipes costing many times more." 
New York. N. Y. 


"If I caught a man breaking up one 
of these piiu^s 1 w<iuld not wait niitii 
sunrise to shoot him." W.lt.. Deail- 
wood. S. Dak. 


"Although I have 8 or 10 other pipc.9 
in use, 1 have used Dr. Shot ton'.s 
Sanaton every day since It came. I 
think the Idea Is very clever. Some 
patented pipes which I have are a 
"headache" when It comes to cloanlnp 
them. 1 have smoked pipes for over 
50 years and ought to know what I 
am talking about." L..\.tJ.. Indlanap 
Oils. Ind. 


"The Sanaton Is all sxtu claimed for 
It and even more, 1 never smok^ one 
so easy to keep clean and sweet." 
J.F.K.. I.«nslng. Mich. 


THAT’S WHY I CAN’T SELL IT UNLESS I 
SEND IT ON TRIAL—NO MONET IN ADVANCE! 


I *VE been a pipe smoker for over 30 years. 
I've bought thousands of pipes, of all 
kinds, with all sorts of gadgets in them, at 
all prices from 25c to $10.00 each. When¬ 
ever I saw anything new in the pipe line I'd 
"fall" for it. But every time 1 was disappoint¬ 
ed. My pipes all reeked with "goo". 

When 1 first heard of Dr. Shotton's Non-Con¬ 
densing Sanaton, 1 thought it was "just an¬ 
other" pipe. In fact it didn't look as promis¬ 
ing as a lot of other pipes I'd bought. But Dr. 
Shotton gave me one and simply said, "Try 
it." Well, 1 tried it—and could hardly believe 
it possible that such a simple invention could 
make such a big difference in pipe-smoking 
pleasure 1 

You see, all other patented pipes seem to be 
designed to TRAP and HOLD moisture. The 
object is to keep that foul, strong "goo" out 
of your mouth. And frankly, it seems, to most 
pipe smokers, that the more "goo" which is 
accumulated IN the pipe, the more "goo" is 
being kept OUT of the mouth I 

Dr. Shotton took another tack. He believed 
"goo" was the result of CONDENSATION— 
just as dew, or rain, or fog, or the water on a 
cold pipe or pitcher is the result of condensa¬ 
tion, So instead of trapping and holding mois¬ 
ture, he placed a little aluminum NON-con- 
denscr IN THE BOWL of his pipe —and 
NOTHING in the stem I And it worked! It 
worked so well that smokers could hardly be¬ 
lieve it. It seemed impossible to make a pipe 
that would really be DRY. But the principle 
used by Dr. Shotton was scientihcally sound, 
and Dr. Shotton's Sanaton pipe is really "dry 
as a desert." And the method is protected by 
U.S., Canadian, and British Patents. 


Another feature of Dr. Shotton's Sanaton 
pipe is the fact that when tobacco "tars" ac¬ 
cumulate in the "bore", it's the easiest pipe 
in the world to clean! just run a pipe cleaner 
from one end THROUGH the other. It's the 
ONLY pipe in the world that CLEANS LIKE 
A GUN I One minute docs it! 

So—Dr. Shotton's Sanaton pipe is DRY—~and 
CLEAN. It needs no "gadgets" in the stem, no 
wells or traps or filters. It's DRY and STAYS 
dry! 

But—what's the use of making CLAIMS. I'm 
doing what Dr. Shotton did to ME. I'm asking 
YOU to try a Sanaton, at my risk of it making 
good. I could write a million words but they 
wouldn't mean a thing to a skeptical pipe 
smoker. One pipeful, however, tells the story! 
So 1 say, send the coupon—without money— 
and I'll send you a Sanaton. Try it for 10 
days, then if you agree with me that it's the 
best pipe in the world, regardless of name or 
price, send me $2.00. If not—break the pipe 
and send me the pieces. What could be fairer 
than that? 

If Dr. Shotton's Sanaton is all I say it is—and 
all that my customers say it is. it's worth more 
than the most expensive pipe on the market! 
If not, 1 don t want a cent. You can't lose, on 
this offer! 

Send the coupon NOW. Be sure to check 
whether you want a Small, Medium or Large 

pipe. And—please-order on your letterhead 

or enclose your business card, or give me a 
credit reference so I can keep the "dead 
beats" away. Mail the coupon NOW! 

Mark Foster. 

7018 Euclid Ave., 

Cleveland. Ohio 


DR. SHOTTON’S sana ton 

CLEANS I 

Cleaning! FREE i 

n - trial • 

COUPON I 

MARK FOSTER 

7018 EUCLID AVE. | 

CLEVELAND, OHIO | 

Pleaj^ send me one of Dr. Shotton's Non- 
Condensing Sanaton Pil)L>». (Cheek size wanted.) 

Q Small Q Medium Q Large 

^ ^ I will try It for 10 days. If I like it I will remit $2.00 for it. I 
If not. 1 will break it up and send you the pieces and you are to * 
cancel the charge. i 

Name . . . ^ ^ ^ 1 

Adifress . I 

City.State. 

Reference. | 

Note: Please enclose business card or give name of a reference. 



Please Say That You Saw It i» R.\oio-rR.vFT 
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A.F. AMPLIFIER LOAD MATCHING TECHNIQUE 

(Continued from page 539) 


Pig. 4B should be used. This latter circuit 
is excellent for matching the output of an 
amplifier to magnetic recording heads, which 
are notorious for their great changes in im¬ 
pedance with frequency. 

POWER DISTRIBUTION FORMULAS 

Under varying conditions, it may be 
necessary to distribute power among speak¬ 
ers in some fixed and definite proportion. 
The following formulas will facilitate cal¬ 
culation of the correct output tap to be 
used: 

Calculation of Output Power Distribution 

(1) Zr^ -Z,. 

Wo 
Zt 


Z:. 

Zf 

(3) - 

Z,. 

Zr = Impedance of transformer tap 
Wl = Watte desired into load 
Wo = Total watts output 
Zl = Impedance of load 

Example: What taps should be put on the 
secondary of a transformer to distribute 
power as follows: 

A. — 0,5-watt each to 3 5,000-ohm speakers 

B. — 3.0-watts each to 2 15-ohni speakers 

C. —10.0-watts to 1 10-ohm speaker 

Solution: 

Total Watts = 1.5 -f 6.0 -f 10 = 17.5 W. 
Z, of A = 1,666 
Z,.of B = 7.5 
Z,,of C =10 
Output Taps = 

1.5 

A. -X 1,666 = 143 ohms 

17.5 
6 

B. -X 7.6 = 2.57 ohms 

17.5 

10 

C. -X 10 = 5.7 ohms 

17.5 




FORMULAS FOR DETERMINING TERMINAL 
IMPEDANCE 

—Between Any 2 Known Impedance 
Terminals 

When calculations result in the use of 
special impedances which are not available 
in standard transformers, it may be pos¬ 
sible to connect loads to some in-between 
taps which present the correct impedances. 
The formula for calculating in-between im¬ 
pedances between any 2 known impedances 
is as follows: 



Z.x = Unknown impedance 
Zj = Lower impedance terminal 
Zm — Higher impedance terminal 

Example No. 1: Find impedance between 
500- and 250-ohm terminals 

Z.=25o(V|j^y =250 (1.417 -1) = 

= 250 (.417)" = 43 ohms 
Example No. 2: Find impedance between 
16- and 8-ohm terminals 

Zx = 8(4.17)2 = 1*39 ohms 
The only precaution necessary in adopting 
this formula to actual practice is to be 
reasonably sure that the D.C. resistances 
of the taps employed do not exceed 5% of 
the calculated impedance. Otherwise, exces¬ 
sive copper losses will take place within the 
transformer. 

CONCLUSION 

The problems encountered in matching 
loads to amplifiers are many and varied. 
While this article is not intended to be a 
comprehensive treatment of this subject, 
it is hoped that it will lead the way to a 
clearer understanding of this phase of am¬ 
plifier work. 

The writer will be pleased to answer all 
questions on this subject, if questions are 
accompanied with a self-addressed and 
stamped envelope. 


SERVICING QUESTIONS 
AND ANSWERS 

(Continued from page 540) 

Following is a possible list of remedies. 

(1) Ground the “neutraF* of the house 
wiring at the house in addition to re¬ 
taining the ground at the distribution 
transformers. 

(2) Use an improved ground at the receiver. 

(3) Install R.F. bypass condensers from 
the pow'er line to ground at the point 
where it enters the house, near the 
receiver, or in both places. 

(4) In some cases, it is necessary to install 
R.F. chokes in the line, as well as the 
bypass condensers. 

(6) Relocate the antenna so that there is 
loss pick-up from the power line to the 
antenna or lead-in. Use a shielded 
lead-in where necessary. 

(6) Possible relocation of the receiver may 
assist in curing the condition. 


SERVICING PUZZLERS 

(Continued from page 533) 
tubes tested normal as did the various 
voltages and resistors. With a signal gen¬ 
erator, I checked the I.F. for alignment; 
then found that by substituting the unmod¬ 
ulated R.F. of the signal generator for the 
set oscillator, the signal would remain steady 
indefinitely. 

Allowing the set to cool thoroughly, I test¬ 
ed each individual part in the oscillator cir¬ 
cuit, using a 20,000 ohms/volt and ohm- 
and voltmeter. Then allowing the set to 
heat for about an hour, I turned it off and 
rapidly tested the same parts before they 
had time to cool off. I found that the trim¬ 
mer condenser on the broadcast coil of the 
oscillator showed considerable leakage. 
Turning the adjusting screw of this unit 
would cause the meter reading to vary as 
would the heat from a soldering iron held 
close to it. Replacing the mica insulation of 
this condenser eliminated the trouble com¬ 
pletely. Apparently the old mica had ab¬ 
sorbed moisture. 

Wilmer N. Barnes 


Modernize Vour Service Shop .... 

. ... by building an ultra-modern test-bench. Full constructional details are given in 
the April issue of Radio*Craft, The bench is similar in design to the semi-circular control 
desks used in broadcasting studios, with all service instruments conveniently at hand. 
This service bench will save you time and money. DonH miss the article* 

Reserve your April issue NOW. 


RADOIEK RADIO 
PROFIT GOIDE/ 





In tho Radol^k catalog you will 
find the -MOST for your iii«ieyl 
Lowest Prices I Best Quality 1 Big* 
Rest Values I Most Complete Stock I 
Fastest Service I Send for your 
FREE copy NOW! 


OVER 15,000 REPAIR PARJS 


Tlie world's most complete stock 
of radio repair parts and wact 
duplicate replacements. All lead* 
Ins brands at lowest Prices I 



COMPLETE TUBE SELECTION 


All IJ-pes. RCA, Sylvan I a. Ray¬ 
theon, Philco. etc. Includes Kel* 
loR, special Majestic and trans- 
mlttinff tubes. Complete selection. 



NEWEST TEST INSTRUMENTS 

The most complete line ever dis¬ 
played in any cataloR. All lesdinR 
makes. Includes latest Improved 
1940 models at lowest prices. 

GREATEST RADIO VALUES 

A huRe selection of money-savinit 
let bargains I New Phono-Radio 
combinations. Automatic tuning 
lets. Beautiful cabinets. New 
"Ham" receivers and equipment. 

EVERYTHING FOR AUTO RADIO 

Complete new auto radio section. 

Includes vibrator replacement guide, 
new auto aerials, custom panel 
control pistes for all autos. 

COMPLETE P. A. SELECTION 

New 1940 public address am pit* 
flers from 5 to lOO watts. Com* 
pleie P. A. Systems for perma¬ 
nent, mobile and portable use. 

NEW ELECTRICAL APPLIANCES 







Rxtra profits for you I Standam 
Brand Klectric Irons. StM'es. 
Healers. Percolators, Waffle Irons, 
Vacuum Cleaners, TValns. Clocks. 
Mixers, etc., at lowest Prices! 


Ihe RADOLEK (?o. 

601 W. Randolph, Chicago, Dept.C-39 

Bend the 1940 Badolek Radio Profit Guide 


Name .. ' . 

Address .. 

Serviceman? O Dealer? O Experimenter? O 
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More Choice in 

Mica 


I 


BakeIite>molded capacitom with meter- 
mountinff brackets for r.f. shuntins of meter 
windlnirn, are now available in the remark¬ 
ably complete Aerovox line of mica capaci¬ 
tors. Likewise the option of low-loss mica 
(yellow finish) bakelite in any type at slight 
additional cost. * This wider choice of mica 
capacitors is not to be overlooked in assem¬ 
bling quality **riffs** or handling lasting re¬ 
pairs. A Ask local jobber for new 1940 cata¬ 
log—or write direct. 





NOISE-FREE 

RECEPTION 



Major ArmstronK's wide-hand frequency- 
modulation system is the latest develoliment 
in i-adio reception and transmission. Famous 
for its freedom from static^ it is equally 
remarkable for its ability to transmit the 
full dynamic and frequency ranee of the 
orieinal proeram. 

The Browning Frequency-Modulation 
Adaptor ofTors an outstanding opportunity 
to progressive service men. It may readily 
be connected to the audio system of an exist¬ 
ing receiver and placed within the console. 
Or, with the addition of an audio amplifier 
and speaker it becomes a complete radio in 
itself. High quality components provide 
superior performance and thorough en¬ 
gineering makes installation easy. Write for 
Bulletin 105. 

BROWNING LABORATORIES, INC., 
WINCHESTER, MASS. 


THE RADIO MONTH 
IN REVIEW 


(Continued from page 519) 


for “special emission.” This was later 
amended to 43.2 me. . . . Howitt-Wood 
Radio Co.^ /«r., Binghamton^ Y,; re¬ 
quested OK to build a high-frequency broad¬ 
cast station at Cleveland and Stokes St., 
same city, to operate on 42.6 me., 1 kw., 
“special emission” (F.M., of course). . , 
WsXVB^ Stromberg'CarlBon Tel. Mfg. Co., 
Rochester^ N. Y.; blessings were given by 
the F.C.C. on a construction license for a 
high-frequency broadcast station on 43.2 me. 
(F.M. region) “on an experimental basis,” 
conditional, power 1 kw. . , . The Outlet 
Co., Providence, R. I.; requested a 43.4 me. 
channel, 1 kw., “special emission” (presum¬ 
ably a frequency-modulation station). 
Same city . . . North Carolina Broadcast¬ 
ing Co., Inc., Greensboro, N.C.; requested 
OK for a 42.6 me. channel, 250 W., unlimited 
time, “special emission” (presumably fre¬ 
quency modulation). Transmitter site: Jef¬ 
ferson Standard Life Insurance Bldg., Elm 
and Market Sts., same city , . . Sfor-r/mes 
Publishing Co., St. Louis, Mo.; company 
wants to go on the air with a 43 me. chan¬ 
nel station, 250 W. “special emission” (pre¬ 
sumably frequency modulation). Location: 
3616 Olive St., same city. 

riirslmilo.— WLW, The Crosley Corp., 
Cincinnati, Ohio; requested permission to 
extend special experimental authority to 
•push out faesy from midnight to 6 A.M., 
E.S.T.. using 50 kw., for 1 yr. . . . irC.V, 
Inc., Chicago, III.; asked authority to experi¬ 
mentally transmit faesy from 1 A.M. to 
6 A.M., C.S.T., on 50 kw., for 1 yr. 


MISCELLANEOUS 

W HEN vibrations in air reach frequen¬ 
cies beyond those which humans may 
hear, these vibrations occur in the supersonic 
region. It is such supersonic frequencies 
which Dr. R. Pohlmann of the Physico- 
Chemical Institute of the University of Ber¬ 
lin has utilized as a new agent for adminis¬ 
tering medicine. 

Chemicals applied to the skin are driven 
through the pores of the skin by applying 
to the surface an electrode which vibrates 
with sufficient speed to produce a “high- 
frequency massage.” Results are said to aid 
treatment of sciatica and forms of neural¬ 
gia. it was reported last month. It seems 
that Dr. Pohlmann's experiments stemmed 
from analysis of the observations that 
supersonic frequencies could kill seaweed, 
fish, frogs and other forms of life, reported 
Modern Medicine. 


Technicians who are familiar with the 
“horn lightning arrester” employed in elec¬ 
tric power stations will recognize the gen¬ 
eral arrangement of the television antenna 
in patent No. 2,187,780, awarded last month 
to Philip S. Carter, Port Jefferson, L. I., 
N. Y. Patent claims that television signals 
can be broadcast over a wider band by 
using 2 long-curved metal horns (and thus 
presenting a sort of “wedge” appearance), 
as the antenna, to avoid an abrupt change 
from a flat plane wave to the spherical 
wave which is then radiated. Patent assignee 
is RCA. 


RCA/N.B.C. telly programs now total 11 
hrs. per week (about 25% film); weekly 
time on the air is from Wednesday to Sun¬ 
day, incl., schedules of last mo. show, 

Don Lee Studios, Los Angeles, averages 
9 hrs. per week (about 66 2/3% film); air 
days are Monday to Saturday, incl. 
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THE NEW 1130-S 

SIGNAL GENERATOR 


WITH AUDIO FREQUENCIES 



SPECIFICATIONS 


THE NEW 
MODEL 
1280 


SET-TESTER 


Combines 
Models 1240 
and 1250 


A complete tesline 
laboratory in one unit, 
the Model 1280 com¬ 
bines the Models 1250 
Multitester and 1240 
Tube Tester. (See 
specifications of each 
below.) 

A Instantaneous Snap 
Switches Reduce 
Actual Testing 
Time to Absolute 
Minimum. 

* Spare Socket and 
Filament Voltages 
Up to 120 Volts, 
Make the Model 
1280 Obsolescence 
Proof. 

* Latest Design 4*/2 
D'Arsonval Type 
Meter. 

* Works on 90 to 
125 Volts 60 Cycles 
A.C. 



MiitU-liLM 


Combination R.F. and Audio Sistnal Generator, R.F.-—100 Kc. 
to 100 Me., A.P.--100-7,500 cycles. All direct reading, all bi- 
front panel switching. 

K.F. and A.K. output independently obtainable alone or with 
A.F. (any fre<iucncy) motiulating R.F. 

Accuracy is within 1% on I.P. and broadcast bands; 2% on 
higher frc<juencios. 

Audio frv<|ucncies in 5 bands: 100, 400, 1000. 5000, and 7500 
cycles. 

Giant airplane full vision, direct-reading dial. 

Condenser and other leakages tested to 100 megohms. 

All services on 90*130 volts A.C. or D.C, (any frequency). 
Model 1130-S comes complete with tubes, test T| 85 

leads, carrying handle, instructions. Size I2''x9'' ^ B 

x6V{»". Shipping weight 15 pounds. Our net price 


I>rcn those servicemen who tliroueh past iiurcluist'S know they can alway.s get SUPT'R-'V’AHJES 
from Superior, will be amazed and ileliKhied when they read I he speciflealloiia of this aU-puriiose 
instrument and tlien note the unbelievably lovr price. The Model 1280 features a V/z" D’Arsonval 
type meter for easy reading of the various scales, and In line wilh oiir new policy of stressing 
apiiearance as well as serviceability In our new 12110 line of test euuiPnieiit. our Model 1280 
utilizes an aluminum etched Panel, designed for bemiiy as well as ruegotlncss. The prlniary 
function of an instrument is. of course, to make nicasiirenifmls accurately and when designing 
test edulbnicnt this is our tlrsl Ihoiiglil. However, we also appreciate the important part the 
appearance of an instrument plays in Ihc impression a serviceman makes on his ^istoiners. 
rspccially on homo calls. have, therefore, paid speciiil attention lo the outward design of all 
of our new instruments. Tor instance, the panel of this Model 1280 is made irf heavy-gunge 
aluminum uml etched by a radically new* proi-ess which results in a beautiful, contidence 
inspiring appearance. 

Model 1280 conics complctO with test leads, lahnlar dull .mil Inst rue- <£ 

tioiis. Shipping weight 18 pounds. Size IIT t 1 i" x 6%". Our net price -- 

Portable cover $1.00 additional 



THE NEW MODEL 1250 

MULTITESTER 


THE NEW MODEL 1240 

TUBE TESTER 



SLOPING PANEL 
FOR PRECISE 
RAPID 
SERVICING 


Etched 

aluminum 

panel 


Specially de¬ 
signed electronic 
rectifier enables 
linear A.C. scale, 
high stability and 
little or no tem¬ 
perature drift- 


Here is an opportunity to acquire a Multi*Service. Precision Engineered 
Instrument, for loss than you would have to pay for an onlinary Volt- 
Ohm Milliammeter. Besides making the usual volt, resistance and cur¬ 
rent measurements (both A.C. and D.C.) this unit accurately measures 
the CAPACITIEIS of mica, paper and electrolytic condensers. INDUC¬ 
TANCE of coils, chokes and transformers, DECIBEL gain or loss, of 
power amplifiers a-nd public address systems, WATTS output of am¬ 
plifiers, receivers, etc. 



Instantaneous snap 
switches reduce ac¬ 
tual testing lime to 
absolute minimum. 

# 

Tests all tubes 
1.4 to 117 volts. 


Sockets for 
tubes — 

No adapters. 


Superior Is proud to offer the 
newest and most practical tube 
tester ever designed. Unbeliev¬ 
ably low in price—unbelievably 
high in performance. 


SPECIFICATIONS 


Complete A.C. and D.C. Voltage 
and Current Ranges 

D.C. Voltage ;~4)-15, 0-150. 0-750 
volts 

A.C VoItage,i^-15, 0-150. 0-750 
Volts 

D.C. Current**0.1. 0-15. 0-150, 

0-750 ma. 

A.C. Current: 0-15. 0-150, 0-760 


High and Low Capacity Scales 
.0005 to 1 mfd. and .05 to 50 mfd. 
3 Decibel Ranges 

10 to +19. -10 to +38, -10 to 

53 

Inductance: 1 to 700 Henries 


ma. 

2 Resistance Ranges Watts: Ba.'^od on 6 mw. at O D.B. 

0-500 ohms, 500-5 megohms in 500 ohms .006000 to GOO Watts 


McMiel 12."i0 \«>rka on 90-120 rolls fiO eyries A.C. Dimes eom- 
Pleic with test leads, labnlar charts imd instructions. Ship¬ 
ping weight 9 lbs. Size 9’A* x 11'g G Vi*. Our net price - 




Portable cover $1.00 additional 


W Tests all tubes. 1,4 to 117 volts. Including 4, S. G. 7. 7li. octals. loctaKs. 
Itantam .lr.. I’eanut. single ended, floating tilarnerit. Mercury Vapor llectillcrs. 
the new .*4 scries, in fact every tube designed to date. 

♦ Spare socket included on front patul for anV future tuhes. 

♦ Tests by the well-cstablliheil emission mctiiod for tube quality, directly read on 
the GOOD ? ItAD scale of the meter. 

♦ .lewel protected nei>n. 

♦ Tests shorts anil leakages up to 2 iriegohiiis in all tubes. 

Tests leakages and shorts in nil clotiicnis AGAINST all clemenis In all lubes. 

♦ iVsfs BOTH plates rn rertiliers. 

A Tests individual Sections such as dlotles. triotles. pentodes, etc.. In multi 
liiiriMise lubes. 

A Lalesl type Tollago regulalor 
A Features an attractive cichi-d aliiniiiunii panel. 

A Works on 90 to 125 volts GO cycles A.C. 

Model 1240 ronic.s romplete wilh Instructions anil tabular data 
for every known type of receiving Uihe. Shipping weiglit 12 
pounds. Slzaj 6* x 7 x Our Net iTlce. 

Portable cover $1.00 additional 
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CORNELL-DUBILIER PERFECTS THE 



TYPE BR DRY ELECTROLYTIC 


J 

SCORING 1940's OUTSTANDING 



CAPACITOR DEVELOPMENT. 



rolytic on the market—extremely handy to use. com- 
t P^fetely eliminating exact . duplicate replacements. 
II 'EiViugh practiced lectures to win tor ihe Type BR ' Bkie 
Beaver” a preferred position among value-wise service¬ 
men. And now a new version of C-D's Type BR elec¬ 
trolytic is ready. A ppr/ecfetcf unit—finer- in perform- 
ance^more compact in size, liipre va/tie for the money 
than evfer before! 


D. C. leaka(/e has been reduced, thanks to a high 
purhy ^uwynyip ioil. Higher ypltag^ breakdowns have 
W^n achieved through C-D's high formation propesja. 


And there's been still further improvement in'^empera- 
ture characteristics, m audio and radio heguency im- 
pedence characteristics. The 500 dry electrolytic 
capacitor that topped 'em all in life expectancy can 
now boast even greater time-defying performance! Yet 
the low list price for C-D Type BR "Blue Beaver” -re¬ 
mains unchanged . . . a typical price is 85^ for the 
8 mfd. 500 volt wv. 


Ask /o£ Ihc new, perfected Blue Beaver' at» ypur •jobber'mail 
cqupon tor combined caraio9 and Capacitor Ms^nuah 


CAPACITOR ANALYZER 



Ought to be in every laboratory 
and shop. A precision instru* 
ment, C>D Capacitor Analyzer 
Model BF50 measures quickly 
and accurately all important 
characteristics of all types of 
capacitors. Most accurate and 
thorough capacitor test 
of ony instrument of its 
type. And the low list 
price makes it an all* 
time high in value! 

Sr'" ‘ 24 ®" 







CAPACITOR. BRIDGE 



Model BN Midget Capacitor 
Bridge for servicemen and tech* 
nicians measures all capacitors 
between limits of .00001 mfd. 
and SO mfd. Also indicates 
power-factor of electrolytic 
capacitors. $| 

Dealer Net 


S990 


GET THE FACTS 


on these useful CornelhDubilier 
Test Instruments. Check the cou* 
pon for Cotolog No. 167-A. It’s 
yours FREE! 


1 


O’' 

n;. <»" 


Capae<*o' c-D 


FREE-.2S6 PACE 
CAPACITOR MANUiL 
FOR RADIO SERVICING 


Conloini all lotest inforiviotion on tcrw«c*ng all 
More lli«ii 25A asses corefutly c o t o l og ued for 4 ||)iTeV;- easy 
fefe/cncp. Gel yttirr cooy freV ttom your loc^ dii- 
iributOT Or uie toriifen»eal coifoon below. 




COBNELL-DVBIUEa 

SLECTBtC COBfOBATtOU 


to ft Hamilton Boulevard, South Platniield, New Jersey 

Cob/o Address: "COHDl/" ' 


WORLD'S OLDEST & LAR8EST MANUFACTURER OF PAPER, MICA. DYKANOL AND WET & DRY ELECTROLYTlCt 




























